
This is a digital copy of a book that was preserved for generations on library shelves before it was carefully scanned by Google as part of a project 
to make the world's books discoverable online. 

It has survived long enough for the copyright to expire and the book to enter the public domain. A public domain book is one that was never subject 
to copyright or whose legal copyright term has expired. Whether a book is in the public domain may vary country to country. Public domain books 
are our gateways to the past, representing a wealth of history, culture and knowledge that's often difficult to discover. 

Marks, notations and other marginalia present in the original volume will appear in this file - a reminder of this book's long journey from the 
publisher to a library and finally to you. 

Usage guidelines 

Google is proud to partner with libraries to digitize public domain materials and make them widely accessible. Public domain books belong to the 
public and we are merely their custodians. Nevertheless, this work is expensive, so in order to keep providing this resource, we have taken steps to 
prevent abuse by commercial parties, including placing technical restrictions on automated querying. 

We also ask that you: 

+ Make non-commercial use of the files We designed Google Book Search for use by individuals, and we request that you use these files for 
personal, non-commercial purposes. 

+ Refrain from automated querying Do not send automated queries of any sort to Google's system: If you are conducting research on machine 
translation, optical character recognition or other areas where access to a large amount of text is helpful, please contact us. We encourage the 
use of public domain materials for these purposes and may be able to help. 

+ Maintain attribution The Google "watermark" you see on each file is essential for informing people about this project and helping them find 
additional materials through Google Book Search. Please do not remove it. 

+ Keep it legal Whatever your use, remember that you are responsible for ensuring that what you are doing is legal. Do not assume that just 
because we believe a book is in the public domain for users in the United States, that the work is also in the public domain for users in other 
countries. Whether a book is still in copyright varies from country to country, and we can't offer guidance on whether any specific use of 
any specific book is allowed. Please do not assume that a book's appearance in Google Book Search means it can be used in any manner 
anywhere in the world. Copyright infringement liability can be quite severe. 

About Google Book Search 

Google's mission is to organize the world's information and to make it universally accessible and useful. Google Book Search helps readers 
discover the world's books while helping authors and publishers reach new audiences. You can search through the full text of this book on the web 



at |http : //books . google . com/ 



of tbe 

TTlnivcrsit? of Mieconsin 

Prof. Storm Bull 



I 



« m 




Digitized by 



Google 



Digitized by 



Google 



Digitized by 



Google 



STEAM-TUEBINES 



CARL C. THOMAS 

Professor of Marine Engineering, Sibley College, Cornell University 



FIRST EDITION 
FIBST THOUSAND 



NEW YORK 

JOHN WILEY & SONS 

London: CHAPMAN & HALL, Limited 

1906 



Digitized by 



Google 



Copyright, 1906, 

BY 

CARL C. TBOMAS 



ROBBRT DftUMMOND, PRINTER, NEW YORK 



Digitized by 



Google 



96888 

lUN 1 1906 

T3G 



C^U^^^ 



PREFACE. 



In writing this book I have aimed to give in logical order 
the fundamental principles of steam-turbine design, with 
examples of their application, and to show the results obtained 
in engineering practice. 

The development of the steam-turbine has been so rapid 
that many of the problems involved, while solved more or 
less satisfactorily for constructive purposes, have not been 
put upon a scientific basis. Foremost among these problems 
is that of the velocity of steam-flow under given conditions, — 
important not only for an understanding of the operation of 
the turbine, but for predicting the results to be expected from 
a given set of conditions. My principal incentive has been 
the desire to analyze and correlate the results of certain im- 
portant experimental investigations, and to show how these 
results could be used in connection with the well-known laws 
of hydraulics and thermodynamics as applied to steam-tur- 
bines. In stating these laws I have attempted to develop the 
expressions in a simple and direct manner, and to give numer- 
ical and graphical solutions illustrating the principles involved. 

The book is not intended to be or to take the place of a 
treatise on either hydraulics or thermodynamics, but it has 
seemed best to give in outline the development of such parts of 
those subjects as are most necessary for acquiring the working 
knowledge \^hich it is the object of the book to impart. I have 
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iv PREFACE. 

;attempted, therefore, to discriminate between essential princi- 
ples and such discussions as are chiefly of scholarly interest. 

A large part of the experimental data used in the book 
was obtained by Professor Gutermuth, of Darmstadt, Dr. 
.Stodola, of Zurich, Mr. George Wilson, of Manchester, Mr. 
Walter Rosenhain, of Cambridge, and Professor Rateau, of 
Paris. I have taken the material from various sources, and 
have endeavored to give credit in all cases. The work on 
nozzles and buckets combined was done in the Sibley College 
laboratories, and a series of similar experiments is now in 
progress there, in which the exhaust is led into a condenser 
maintaining such vacuum conditions as are used in practice. 

I am especially indebted to the officials of The General 
Electric Company, The Westinghouse Machine Company, The 
Allis-Chalmers Company, and The De Laval Steam Turbine 
Company, for opportimities for taking extended observations 
at their works, and for permission to use data and material 
for illustrations. Especial thanks are also due to Professor 
R. C. Carpenter for placing at my disposal valuable experi- 
mentally obtained data; and to Messrs. A. G. Christie, C. E. 
Burgoon, and J. C. Wilson for assistance in making calcula- 
tions and plotting curves. 

C. C. T. 

Ithaca, N. Y., January, 1906. 
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INTRODUCTION. 



Rotation in a steam-turbine is caused by particles of 
steam acting upon suitably formed surfaces attached to the 
rotating part of the machine. Steam consists of very small 
particles or molecules possessing mass, and the heat in steam 
may be caused to impart high velocity to its own particles. 
This is accomplished by allowing the steam to fall suddenly 
in temperature and thus to give up its heat as work in expand- 
ing its volume and expelling its own substance from a place 
of higher to one of lower pressure. If the expansion takes 
place in a given direction, as when steam flows from a nozzle, 
the action is somewhat similar to that occurring in the barrel 
of a gun when the charge of powder burns, forming a gas of 
high temperature which quickly expands, driving before it 
the projectile and also the particles of gas and burnt powder. 
The substance expelled from the gun, having had work done 
upon it, attains a certain velocity and is capable of giving 
up its energy, minus certain losses, to whatever objects may 
be in the way tending to retard or change the motion of the 
mass. 

When a substance, such as steam or water or gas, flows 
through a nozzle and has its motion accelerated during the 
flow, a reaction occurs opposite in direction to the flow and 
tending to move the nozzle. The recoil of a gun or of a hose- 
nozzle is an example of such a reaction. In turbines of the 
so-called reaction type this phenomenon is utiUzed for pro- 

vii 
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viu INTRODUCTION. 

ducing motion of the rotating part. A true reaction-turbine 
may be compared to a pinwheel in the periphery of which 
small charges of powder are exploded and from which the result- 
ing gases are expelled in such a direction as to give the wheel 
a motion of rotation due to the reaction accompanying the 
expulsion of the charge. The energy possessed by the charge 
leaving the pinwheel might be directed upon another movable 
wheel, and the latter be rotated by the impulse thus received. 
Such a combination of reaction and. impulse takes place in 




Hero's reaction-turbine. 

what is called the reaction-turbine. The operation is as fol- 
lows: The stationary casing of the machine holds a row of 
guide-blades in front of each row of moving blades. The 
space between each two guide-blades forms a nozzle through 
which the steam passes on its way to the moving blades. The 
pressure between the guide-blades and the moving blades is 
less than that in the space before the guide-blades; therefore 
the steam expands as it passes through the guide-blades, and 
its motion is accelerated as the pressure falls during the expan- 
sion. The steam strikes the moving blades with the velocity 
it has upon leaving the guide-blades, and exerts an impulse 
as the moving blades change the velocity of the steam. But 
there is a still lower pressure beyond the moving blades than 
before them, and therefore the steam expands still further in 
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INTRODUCTION. ix 

the moving blades and accelerates the velocity of its own 
particles according to the amount of heat given up dm-ing 
the fall of pressure accompanying the expansion. The moving 
blades discharge the steam in a direction opposed to that cf 
their rotation, and the reaction accompanying the accelera- 
tion of the steam in the moving, blades acts to produce rota- 
tion, just as did the impulse when the steam first struck the 
moving blades. The rotative effect is thus produced by both 
impulse and reaction, and the name " reaction-turbine '' should 
in this case give place to " impulse-and-reaction turbine." 




Branca's impulse-turbine. 

In an impulse-turbine nozzles are held in the frame of the 
machine, at rest relatively to the earth, and steam expands 
in the nozzles, giving up its heat to an extent depending upon 
the degree of expansion, and to that extent does work upon its 
own mass, discharging it upon the movable part of the machine. 
The latter absorbs energy from the rapidly moving particles 
of steam, and gives out the energy, minus certain losses, as 
rotative effort. The steam particles receive in the nozzles 
all the mechanical energy they are to possess, for there is in 
the ideal, single-stage impulse-turbine no fall in pressure after 
the steam leaves the nozzles. There is therefore the same 
pressure on the two sides of the rotating row of blades, and 
the latter simply receive an impulse due to the reduction in 
kinetic energy which the steam experiences during its passage 
through the blades. 

In the many-stage impulse-turbine the fall in pressure and 
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X INTRODUCTION. 

temperature occurring in any one stage is limited according 
to the work that is desired to be produced by a single stage. 
Thus the steam still possesses energy after its passage through 
the blades in a given stage, and this remaining energy may 
be used in a succeeding stage in the ihanner described. The 
smaller the amount of energy remaining in the steam after 
passage through the final stage of the turbine, the more effi- 
cient is the machine as a heat-engine. 

In general, steam-turbine design is concerned primarily 
with the use of the energy of rapidly moving masses of steam 
and with the heat transformations which give rise to the motion 
of the steam. A knowledge of the principles underlying these 
phenomena is therefore necessary, and the first three chapters 
were written to make the fundamentals clear. In Chapters IV, 
V, and VI, the flow of steam through orifices and nozzles is 
discussed, and experimentally obtained results are given in 
order to connect whiat would be expected to occur under ideal 
conditions with what actually occurs in engineering practice. 

In the remaining chapters the principles of turbine design 
and operation are discussed, and it has been tbe constant 
aim in this work to show in what way the results to be expected 
may be predicted by the proper use of experimental data. 
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CHAPTER I. 

GENERAL PRINCIPLES RELATING TO THE ACTION OF STEAM 
UPON TURBINE-BUCKETS. 

The efifect of steam striking against and leaving the moving 
parts of a turbine may be analyzed by means of the principles 
discussed in the present chapter. 

A force acting upon a body tends to change the position of 
the body. If the latter is at rest relatively to the earth, it is 
said to have zero velocity, and a force may act so as to impart 
to the body a certain motion. If the body is in motion before 
the force acts upon it, the efifect of the force is to increase or 
decrease the rate of motion of the body, or else to change its 
direction of motion. Or, the force may change both the rate 
and the direction of motion. Change of rate of motion is 
called acceleration. If a force increases the velocity of a body, 
it is said to produce a positive acceleration. If the efifect of the 
force is to reduce the velocity, it is said to produce a negative 
acceleration. 

If the mass of a body be known, and the acceleration in a 
given direction due to a force be also known, the magnitude 
of the force can be calculated. It follows, therefore, that a 
force can be measured by the acceleration it produces when 
it acts upon definite quantities of matter whose conditions of 
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2 STEAM-TURBINES 

motion are. known. If a force communicates equal increments 
of velocity in equal lengths of time, it is said to be a uniform 
force. 

If a force acts upon a body in a fixed direction, and 
produces an acceleration /, — that is, if it adds / units of velocity 
per unit of time, — then in t units of time the velocity generated 
is V^ft 

The space passed over in the time t is the product of the 

V 
mean velocity ^ and the time L 

If space passed over is s, then 

s=^Xt^^ffi. 

y 72 y2 

But t=-j, and therefore s = i/ X-Tg = o? ' 

This may be written V^ = 2/s. 

Applying this general statement to the case of a body falUng 

freely towards the earth, under the influence of the force of 

gravitation, whose acceleration is called g, the space through 

which the body must fall in order that it may attain the velocity 
72 

2g 

If a free body of mass M is acted upon by a force F, 
in a fixed direction dm*ing a given time, a certain acceleration 
of the motion of the body will take place. If the force F acts 
upon a mass of 2M during the same length of time, the accelera- 
tion, or increase, of velocity, will be only half as great as in 
the first instance. To produce the same effect in the same 
time upon 2M as was produced by F upon Af , the force must 
be2J^. 

Further, if a force F prepuces an increase of velocity, 7, 
in a mass M in a frlven time, it will require a force of 2F to 
produce a velocity of 2V in the same mass in the same time. 
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ACTION OF STEAM UPON TURBINE-BUCKETS. 3 

And if a certain force imparts in one second to a mass weigh- 
ing 2 pounds a velocity of 2 feet per second, it is capable of 
imparting to a mass of 4 pounds a velocity of only 1 foot per 
second. 

From these facts it is seen that the force required to change 
the motion of matter varies as the acceleration, or velocity 
acquired in a given time, and as the mass acted upon. It 
therefore varies as their product, and since a force F, which 
accelerates the velocity of a mass M by an aniount / per 
unit of time, varies as the product Mf, the equation may be 
written 

F=^CMf, 

where C is some constant. 

Let the unit force be that which, acting upon unit mass 
for unit time, generates unit velocity. That is, let the unit 
force be that which, acting upon a mass weighing 1 pound 
for 1 second, produces a velocity of 1 foot per second. The 
unit mass is then that mass which, acted upon by its weight 
of 1 pound, during 1 second, will be given a velocity of 1 foot 
per second. The quantities F, Af , and / being each unity, the 
constant C must also be unity. The force F is the weight of 
a pound mass, and the acceleration / is that due to gravity, 
-and is called g. The equation may then be written 

W=Mg, or M=— (1) 

Since this is true for unit quantities it is also true for any 
multiples of unity, and in general, if weight be divided by g, 
the quotient will be in mass units. 

The equation expressing the relation between force and 
motion is, then, 

W 
9 
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4 STEAM-TURBINES. 

where F is the force which, acting for unit time, produces in 

W 
the mass — the velocity V, 

A weight W, if allowed to fall, is accelerated by an amount 

g ft. per second. Forces are proportional to the acceleration 

they produce upon bodies free to move, and, therefore, any 

force F which can produce an acceleration V is related to W 

F W 
and g by the equation y=— • Hence the force F which can 

give a velocity of V ft. per second to a mass TF, in 1 second, 

WV 
is equal to — =Af7, where ikf = the mass accelerated. 

If a stream of any substance, such as water, gas, or steam, 
or of a mixture of steam and water, moves with a velocity F, 
in a fixed direction, then if W is the weight of the substance 
passing a given cross-section of the conducting channel per 
second, the work it is capable of doing, or the energy it possesses 
by reason of its mass and velocity, is the same as the energy 
developed by a body falling freely under the action of gravity 
through a height h, and thereby acquiring the velocity V, 

If K be the kinetic energy of the stream, or its capacity 

V WV^ 
to do work, then Z = M7x-rt-=-^— (2) 

Hence the energy of a stream of constant cross-section is 
proportional to the square of its velocity. 

If a nozzle delivers W pounds of the substance per sec- 
ond with a uniform velocity F, it may be considered that a 
constant impulsive force F has acted upon the weight W for 
one second and then ceased. During this second the substance 
has changed its velocity from to F, and has traversed the 

V 
space JF. Therefore the work i^X^- has been done upon the 

substance by the impulsive force F. 

The energy of the jet is -^ — , and this must equal the work 

F 

which has been done upon the jet, or Fx^ 
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Hence 






or F 



WV 



(3) 



If A = the area of cross-section of the jet, and the weight of 
the substance per cubic unit = t^, then W^wAV, or 



i^ = 



wAV^ 



The jet is capable of exerting an impulse equal to F upon 
any object in its way, and therefore the impulse of a jet of 
constant cross-section varies as the square of its velocity. 

The force F acts for one second upon eadi W pounds of 
substance which pass a given section. But as there is only the 
amount W passing per second, the force F is continuously 
exerted and becomes a continuous impulsive pressure. 




A stream flowing from an orifice produces a reaction 

equal in value, and opposite in direction, to the impulse the 

stream is capable of producing upon an object against which 

it may strike. In the direction of the jet the impulse produces 

motion. In the opposite direction it produces a pressure 

tending to move the orifice or nozzle and whatever is rigidly 

connected therewith. 

WV wAV^ 

The force F= =- , is exerted in the line of action of 

9 9 
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6 STEAM-TURBINES, 

the jet, and its force in any other direction is the component of 
the force F in that direction. 

If steam, for example, issues vertically downward from an 
orifice in the base of a vessel, it exerts an upward reaction F 
and a horizontal reaction 0. If its direction of issue is inclined 
20° to the vertical, its upward reaction is F cos 20°, and its 
horizontal reaction is F sin 20°. (Fig 1.) 

If a stream moving with velocity Vi is retarded so that 

Vi 
its velocity becomes V2j its impulse at first is W — and after 

retardation W — . The dynamic pressure developed is 



9 



p_ TF(7i^72) 



It is by means of the pressure resulting from change of velocity 
or of direction of flow, or both, that turbine-wheels transform 
the energy of moving water, steam, or gas into useful work. 

Example L — ^200 pounds of water flows each second from an 
orifice having a cross-sectional area of .064 sq. ft. What is the 
velocity of flow? 

Quantity = area X velocity, or 

20O -^ 62.4 =3.2 cu. ft. per second. 
3.2-J-0.064=50 ft. per second. 

What is the horse-power of the jet? 
Energy, or capacity to do work, 

WV^ 200.X(50.)2 _^ . , , 

= -2 — "" 644 =7760. ft.-pds. per second. 

7760. ^550. = 14.1 horse-power. 

What is the reaction against the vessel from which the 
water flows? 

^ ' ' . 7. WV 200X50 ^,, 
Reaction= impulse =-r= =—^2^— = 311 poimds. 
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ACTION OF STEAM UPON TURBINE-BUCKETS. 7 

If the water should act upon a revolving wheel, leaving the 
buckets at a velocity of 30 ft. per second, what horse-power 
would be given up to the wheel? Neglect losses. 

Pn.rcn.cnvpnnn ^(^1^"^2^) 200((50)^- (30)^) 

Energy given up^ ^ = ^^^ 

=4960 ft.-pds. per second. 
4960^550=9.04 horse-power. 

Efficiency of wheel, disregarding friction, = 9.04 -f- 14.1 = .64. 

If the water at 30 ft. per second should be used to drive 

another wheel, leaving its buckets at a velocity of 10 ft. per 

second, what would be the efficiency of the two wheels combined? 

TT r ^ ^ ^ 200 X ((30)2 -(10)2) ^ ^^ 

Horse-power of second wheel = 64 4 y g;g;o ^ 



(( 



first " = 9.04 



"two wheels =13.56 

Efficiency = 13.56 ^ 14.1 = .96 + . 

The same total efficiency would of course be obtained by 
using the first single wheel, if the water should leave it at 
the velocity of 10 ft. per second. 

13.5 -^ 14.1 = .96, approximately. 
The efficiency of the system of wheels is evidently 
7i2-75>2 2500-100 



7i2 2500 



= .96. 



Eocample 2, — Suppose 100 pds. steam to flow per second from 
the orifice of the previous example, what would be the horse- 
power of the jet? 
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8. STEAM-TURBINES. 

. The area of the orifice is .064 sq. ft. (about 3.4 ins. diam.). 
Let the volume of steam per poimd=2.5 cu. ft. in the orifice. 

100x2.5 
064 ""^^QQ ^*- P®^ second velocity. 

„ ., , . . I WV^ 100 X (3900)2 
Energy, or capacity for domg work, = -^— = ^r^ — =* 

23,600,000 ft.-pds. per second. 

23,600,000 ,^^^^^ 

— ^^ — =42,900 horse-power. 

If the energy in this steam should all be used upon a tur- 
bine, leaving same at a velocity of 1000 ft. per second, what 
horse-power would be developed, disregarding frictional and 
thermal losses? 

W{Vi^-V2^) 100((3900)2- (1000)2) 
Energy given up = ^^ = ^^ 

= 22,200,000 ft.-pds. per second. 

22,200,000 .^.^, 

^^ — =40,400 horse-power. 

i7« • 40,400 .^ 

Efficiency=^pQQ = .94. 

What would be the reaction against a steam-nozzle from 
which such a stream was emitted? 

_ WV 100X3900 ,^,^ . 

F= = — 57w^ — = 12,100 pounds. 

g dz.J 

Example S. — If a jet has a cross-sectional area of 1 sq. 
inch, how many cubic feet of air at atmospheric pressure must 
it emit per second in order that its impulse may be 20 pounds? 

1 cu. ft. of air at atmospheric pressure and 60 degrees F. 
weighs approximately 1/13 pound. 
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ACTION OF STEAM UPON TURBINE-BUCKETS, 9 

If ii;= weight of air per cu. ft. and 4= area of orifice in 
sq. ft., then 

^ WV 2wAV^ wAV^ ,^^ 

F=^ = — ^ — = ■ = 100 pounds. 

9 ^3 9 ^ 

1 1 72 
13X144^32:2=100' ^^ 



7 =VlOO.X 32.2 x144.x 13. =3490. ft. per second. 
3490. 



144. 



= 24. cu. ft. per second. 



Example 4. — If a tube T is 1" dia. and delivers 0.3 cu. ft. 
of water per sec. compute the dynamic pres. against the plane. 

A = ^ sq. ft. T7= .3 cu. ft. = 18.7 pds. 



-. .3X144 _.^ 

7= — ^^, =55 ft. per sec. 



T77 18.7X55 ^^ ^ 
' — = 32 2 ^ 32 pds., approx. 




Fig. 2. 



Example 5, — If a nozzle having a cross-sectional area of 
0.1 sq. in. discharges 500 pounds of steam per hour, and experi- 
ences a reaction against itself of 15 pounds, what is the velocity 
of the issuing jet of steam? 
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Since the reaction is equal to the impulse the jet is capable 
of exerting, it equals 



-, WV \. Rg 15X32.2 ^,„„ ,, 



per sec. 



3600 



Action of Fluid upon Vanes. — ^Let a stream of fluid enter a 
stationary vane tangentially to the surface at A, Fig. 3, and let 




rfY 



Fig, 3. 

it traverse the vane to B with the velocity it had at A. This 
condition would be possible if the fluid experienced no frictional 
resistance to its passage along the surface. As the fluid enters 
the vane its tendency is to continue flowing in the direction it has 
at Ay but it is prevented from maintaining this direction of flow 
by the cm*vature of the surface it has to traverse. The vane 
has to oppose a resistance to the tendency of the fluid to flow 
in its original direction, in order to effect the change in direc- 
tion, and that resistance amounts to a force pushing the water 
^towards the center of curvature of the vane at each point 
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of the path. The force causing the stream to take the direc- 
tion of the vane surface is similar to the pull on a string by" 
which a weight is held and caused to swing about the point, 
at which the string is held. If a certain weight of fluid, for 
the instant in which it covers the distance dl, is rotating about 
a center at C, it is exerting a pressure in a direction normal 
to the surface at dZ, and that pressure is equal in amount to- 
the centrifugal force exerted by a body having the same weight, 
as the water on dl, and moving with the velocity 7 at a distance 

r from the center of rotation. The centrifugal force = ^, 

or, if the area of cross-section of the stream is A sq. ft. and 
the fluid weighs w pounds per cubic foot, the weight W^^Avxil 
and the centrifugal force on dl is 



dP^ X— . 

9 r 



The pressure on the small area of length dl in the direction 
which the stream had when it entered the vane is 

dZ=dP sin a, 

and in the direction perpendicular to that of the stream at 
entrance it is dY=dP cos a. 

The total angle subtended by the surface of the vane is /?, 
and upon each elementary area of width dl there is the force 
dP pressing against the vane. The total component of the 
force in the direction of dX is 



Px^ / dX^ / dPsina 

AwV^ r Hl sin a 
^ 9 Jo r • 
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But dl=^rda, and therefore 



Px = / sinada 



9 * 
AwV^ 



(1-cos^). 

r^ AwV^ 

Similarly, Py= / dP cos a = sin ^. 

•/o ff 

The resultant impulse on the vane is 

PR=VPjt'+PY^- ^\/2(l-cos^). 

J/ 

Since the volume of fluid passing the surface per second 
is equal to the cross-sectional area of the stream multiplied 
by the velocity, and since the volume multiplied by the weight 
per cubic unit equals the total weight flowing per second, 

Weight flowing per second^ W = wAV. 

The expressions for impulse may then be written as follows: 

WV 
Px=— (l-cos/3); ...... (4) 

WV 
i^r=— sin^; (5) 

WV , 

Pie = -^2(l-cos^) (6) 

The direction of Pjj with respect to Py and Py is given 
by the equation 



PyI sin/? \ 

tana=^;r-l:^j s). 

PxM-cos^/ 
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The matter may be approached by a method more dh'ect, 
though less satisfactory from an analytical standpoint, as 
follows: If a stream of constant cross-sectional area flows 
with a constant velocity V and is deflected by the sm-fdce of 
a vane, as in Fig. 4, the impulse it is capable of producing 
in the direction of flow is the same at all points of the path. 
The reaction exerted by the stream in the direction opposite 
to that of flow is also constant. As the stream enters the 




Fig. 4. 

surface it exerts its impulse R in the directioft of flow, and 
as it leaves the surface the reaction R is exerted in a direction 
opposite to that of flow. 

Let P be the dynamic pressure, or the impulse produced in 
the direction of the initial motion as the jet strikes the vane, 
and let Ri be the component in that direction of the reaction 
of the jet as it leaves the vane. Then, if ^ is greater than 
90°, as shown in Fig. 4, the total pressure upon the vane is 

P=B+/ei=/2+/2cos(180°-^)=-/2(l-cos^). 

If fi is less than 90'', 

P=/e-Bi=B-Bcos^=/e(l-cos^). 
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The result is the same in the two cases, and the value of 

the impulse is seen to depend upon the angle of exit of the 

WV 
vane. Since the impulse 72 = , the total pressure is, as 



before found, 



9 



WV 



If ^«0, as when a stream flows along a straight surface^ 
P=0- 

WV 
If ^=90^ as in Fig. 5, cos ^ = 1 and P . 




Fig. 5. 



Fig. 6. 




If ^=180^, as in Fig. 6, a complete reversal of direction 
occurs, and 

WV 
9 
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If the direction in which it is required to find the dynamic 
pressm*e makes an angle a with the direction of the entering 
jet, and an angle /? with that of the jet when it leaves the vane^ 




Fia. 7. 

the components of the impulsive pressure in the direction of 
Pi and P2, Fig. 7, are 

Pi=Rco8a, 

P2=ficos/?. 

WV 

P=fi(cos a +COS P) = (cos a +cos P). 

2/ 

If a=0° and ^=90^ as in Fig. 5, then P=/2, 

If a=0^ and ^9=180^ as in Fig. 6, then P=2/2. 

Let a vane, or "bucket/' move with velocity u, in a straight 

line, when acted upon by a jet of fluid having a velocity V in 

the same direction as the motion of the vane. 
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Let the stream at exit from the vane have a direction mak- 
ing an angle /? with a line drawn in direction opposite to that 
of the velocity u-. The velocity of the jet relatively to the 
vane is V—Uy and a dynamic pressm*e is produced upon the 
vane in the direction of motion, just as if the vane were at rest 



//////////////////^^ 




y-u 



Fig. 8. 



and were acted upon by a jet moving with the absolute velocity 
V-u, 

For a surface at rest the action of a jet having a velocity 
V produces a pressure in the direction of the jet's motion of 



P=(l+cos/?) 



WV 

g ' 
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where ^ is the angle between the directions of the jet when 
entering and leaving the vane. For the surface in motion, 
F-'w is to be substituted for V and the equation becomes 

P=(l+cos/?)— ^^ '. 

The weight of fluid, W pounds per second^ is supposed to 
all act upon the vane. 

At the point of exit of the jet from the vane, Fig. 8, lines 
may be drawn representing u and V—u in magnitude and 
direction. The diagonal Vi represents in magnitudex and 
direction the absolute velocity of the jet as it leaves the vane. 

The impulse of the jet as it enters the vane, in the direc- 

. WV 

tion of motion of the vane, is : and as it leaves the vane 

9 

the impulse is in the same direction. Therefore the 

pressure in the direction of motion of the vane is 

W 

P=— (7-7icosJ). 
9 ' 

But Vi cos J =u— (V—u) cos /?, and therefore 
P=^(7-w)(l+cos/?). 

When /9 = 180® there is no pressure exerted upon the vane, 
and the pressure becomes a maximum when /?=0, for this 
causes a complete reversal of the direction of motion of the jet. 

When the jet strikes the vane as in Fig. 9, at an angle a 
with the direction of motion of the vane, the stream traverses 
the surface of the vane with a relative velocity v, found by 
combining u and Fi, and finding their component along the 
sin-face of the vane at entrance. The velocity upon leaving 
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the vane is also v, shown making an angle /? with the direction 
of motion of the vane. The absolute velocity of the jet as it 
leaves the vane is F2. 




Fig. 9. 

The impulse with which the jet strikes the vane is ? and 

its component in the direction of motion of the vane is cos a. 

As the jet leaves the vane the impulse is ? and its component 

WVo 
in the direction of motion of the vane is cos J. 

9 
The total impulse in the direction of motion of the vane ia 

W 
P= — (Vi cos a — F2 cos J). 

9 

Example.— Let a = SOP. p = 40°. 

Let Fi=3000 ft. per sec. and i^ = 1000 ft. per sec. Then 

V2 cos J=u-y cos p, 
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and 

w 

P= — (Yi cosa—u+vcosfi). 
9 

The value of v may be found from the lower velocity diagram; 
thus 

V =\/ti2 + 7^2 _ 2uVi cos a 



= V(1000)2 + (3000)2 - 6,000,000 X .866 = 2192 ft. per sec. 
P = (3000 X .866 - 1000 + 2192 X .766)-?^ = lOOTF, approx. 

If TF = 1 pound per second, then the impulse produced upon the 
vane is 100 poimds. 

The direction of the line representing the velocity of the 
steam relatively to the vanes or blades of a turbine should be 
such that the stream or jet enters the blade tangentially to 
its working face. Otherwise losses due to impact and friction 
will be greater than necessary. 

Note. — ^The difference between the meanings of impact and 
impulse should be noted. Impact results in loss due to friction 
between the particles of water themselves, or between the water 
and some object upon which it impinges. Impulse refers to the 
dynamic pressure exerted upon some object, as a vane, by a 
jet possessing kinetic energy. The term impact-wheel is there- 
fore a misnomer when applied to turbines used for obtaining 
useful transformations of energy. 

If the jet is to enter the blade tangentially to its surface, 
the curve of the blade at the edge where the jet enters should 
be tangent to the line of relative velocity v. 

If the angle a is given, y, Fig. 9, may be found from the 
equation 

sin (r—cc) u 
sin ^^ ~ Vi' 
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from which 

cot ;' = cota — 



Vi sin a 



Thus the proper value of y^ the angle of the blade at the entering 
edge, can be found when u, Fi, and a are given. 

Work Done by the Fluid Acting against the Vane or Bucket. 
Neglecting leakage past the blades of a turbine, all the steam 
passing through it acts to produce rotation. If the steam 
enters in the direction of motion of the blades (the latter is not 
the case in most steam-turbines), leaving at an angle /9 with 
the direction of motion, the pressure resulting in the direction 
of motion is 

P=(l+cos/?)— (7i-w). 
The velocity of the blades being u^ the work done per second is 

Pi^=K^(l+cos/?)— (Fi-w) Ju. 

If u is zero, the work becomes zero, while it becomes a maximum 

Vi 
when w=-^, or when the Unear velocity of the blades is half 

Vi 

that of the jet. Making u=-^ in the above equation, the 

work done at the wheel = (1+ cos /?)TF-2-. 

Dividing by the energy of the jet, TF-^-, the efficiency of 
the jet is 

B = (l+cos^). 



Assuming the jet to enter the blades as stated above, the 
efficiency is seen to depend entirely upon ^, the angle of exit 
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from the blades. When ^ = 180^ E=0) when ^=90^ E=.b] 
and when /?=0^ ^=1. 

In general, the efficiency of a turbine depends upon the 
relation between the speed of blade and that of the entering 
jet of fluid, of whatever kind the latter may be. Assuming 
that entrance and exit angles are favorable, the highest effi- 
ciency may be expected when the speed of blade is from one 
third to one half the speed of the entering jet. This ratio for 
highest efficiency, however, depends upon the action of the 
fluid, whether it works by impulse alone, or by reaction alone, 
or by both. 

Referring to Fig. 10 on page 22, let AB represent in magni- 
tude and direction the absolute velocity, or the velocity rela- 
tively to the earth, of the entering steam. Let CB represent 
the peripheral velocity of the vanes or blades of the turbine. 
Then AC will represent the velocity of the entering steam 
relatively to the blades, and will be the proper blade angle. 
If the blade curve makes this angle with the direction of motion 
of the blade, no shock will be experienced when the steam 
enters the blade. Let the angle at which the^ steam leaves the 
blade be /?. Then the absolute velocity of the departing steam 
is represented by CE, 

A blade may be sketched in at C, Fig. 10, making angles A 
and ^ with the direction of motion of the blade, and for given 
values of a and /?, and for a known weight of steam flowing per 
second, and a known peripheral velocity of blade, the pressure 
on the blade can be computed as was done in Example 5. 

For the multi-stage turbine the same method may be 
extended, as shown in Fig. 11. AB and NP represent respect- 
ively the initial and final absolute velocities of the steam, and 
the energy given up by the steam will be proportional to the 
difference of their squares. Further discussion of this arrange- 
ment will be given later. 

The preceding discussion illustrates the method by which 
problems concerning the action of jets upon turbine vanes or 
buckets may be analyzed. The motion of the vane has been 
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assumed to be in a straight line, and this assumption will be 

made in constructing velocity diagrams. The methods to be 

used are simpler than the preceding, but the work that has been 

given is useful in showing the general character of the action 

between the buckets and the working fluid. 

Efficiency of the Imptilse-turbine. — Let steam enter, and 

leave a turbine-bucket (Fig. 12) with relative velocities v and Vi 

respectively, and let v=Vi. Let /?=J. The jet enters the 

turbine-casing at an angle a with the direction of motion of 

the buckets, and the entering absolute velocity is V. The 

absolute exit velocity is then Vi, since the bucket moves with 

peripheral velocity u. 

y2 
The energy of the entering jet is x~, and that of the depart- 

^9 

ing jet is -^. The work done upon the bucket is therefore 

y2-7i2 



TF=- 



2ff 



The velocity diagram as shown in Fig. 13 may be repro- 
duced in different form, as shown in Fig. 11. Revolving Vi 
about the vertical Une AD imtil Vi coincides with v, the line 
representing Y\ will take the position AC ^i the left of the ver- 
tical. 

Solving the triangle ABC for Y^ in terms of Y and li, 

7i2==72_(2i^)2_47^ cos a. 

The efficiency of action of the jet upon the bucket is equal 
to the energy given up by the jet divided by the total energy 
of the entering jet; thus, 

y2_^j2 72 y2«.y^2 
Efficiency ^f^^ F^ 

72, [72 .,■ (2m)2 +4F« cos g] 
72 

4tt/ 



4tt/ u\ 
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26 STEAM-TURBINES. 

It is evident that the efficiency depends upon the relation 
between peripheral velocity u, entering steam velocity 7, 
and the angle a at which the steam leaves the nozzles. If, 
as is generally the case in the many-stage turbine, the angles 
of entrance and exit are not equal, the above expression for 
efficiency requires modification. 

The curves on the preceding page show the variation of 
efficiency for various velocities and angles of entrance of the 
steam, and the gain accompanying increase of peripheral 
velocity. 
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CHAPTER II. 

THERMODYNAMIC PRINCIPLES INVOLVED IN THE FLOW OF 

STEAM. 

When a turbine is operated by steam as a working sub- 
stance, the steam is so conducted through the machine that 
it gives up its heat energy in imparting velocity to its own 
particles. The result is a stream of steam more or less nearly 
dry, according to the extent to which heat has been changed 
into mechanical work; and this mass, travelUng at liigh velocity, 
strikes against the rotating parts of the turbine so as to cause 
the desired motion. 

The preceding chapter deals with the principles of action 
of a stream or jet as it strikes against and leaves the turbine 
buckets. The present chapter deals with the methods used 
for producing the jet or stream of working substance. 

The problem before the engineer is, to produce from a given 
amount of heat energy the greatest possible kinetic energy in 
a jet of steam issuing in a given direction. This means that 
a certain weight of steam must attain the highest possible 
velocity, and that the jet must be conducted in the most effi- 
cient manner to the point at which it is to deUver its energy 
to the buckets or blades of the turbine. 

While the design of nozzles and steam-passages is only 
one among a great many problems before turbine designers, 
it is of great importance because the efficiency of the nozzle 
determines the degree of economy with which the heat energy 
of the steam is changed into mechanical energy. Recent 

27 
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investigations show that the fundamental thermodynamic 
equations for the flow of gases must be used with great cau- 
tion in attempting to predict results of the flow of steam, and 
that the special conditions under which the steam acts in 
any given case may be very different from the ideal condi- 
tions assumed as the basis for the thermodynamic equations. 
Further, the equation developed by Zeuner, which has been 
commonly accepted as applying to steam flow, rests upon 
the assumption of a constant specific heat of the substance 
during its expansion, and therefore does not apply in any 
but a roughly approximate manner to the flow of a varying 
mixture of steam and water. Coefficients have been worked 
out by which Zeuner's equation may be modified so as to 
make it express approximately the results of experiments with 
different forms of steam orifices and nozzles, but the results 
have not, so far, led to methods of predicting what may be 
expected to occur in a given proposed case. 

Steam is an elastic fluid, and it has the power of expand- 
ing indefinitely as the pressure in the containing space is fur- 
ther and further diminished. This power of expansion is 
possessed by virtue of the intrinsic energy of the steam, or 
the energy due to the heat contents of the steam. Work 
has been done upon the steam in supplying it with heat energy, 
and the steam is capable of increasing its volume and giving 
up energy to other bodies of matter as it moves them out of 
the way, and thus it does what is called external work. Also, 
the steam in expanding experiences changes in its own molec- 
ular activity; its temperature and pressure are lowered as 
it gives up its heat during expansion, and these changes in 
the internal condition of the steam result in what is called 
internal work. The work done in displacing the surroundings 
as the steam increases its volume is called external work. 

A coiled spring presents similar conditions. When it has 

. been compressed or extended by work done upon it, the 

spring is capable of changing its length and of exerting force 

upon other bodies while doing so. The change in the condi- 
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tion of the parts of the spring itself is called internal work, 
and the energy it gives up to other bodies is called external 
work. During a boiler explosion steam does external work in 
rupturing and displacing the boiler parts and in displacing 
and vibrating the atmosphere. The steam, finding it possible 
to fall in pressure and temperature, experiences a change in 
its internal condition, and this change results from what is 
called internal work. In this case the internal work is nega- 
tive, since it is accompanied by a decrease of the internal 
energy of the steam. 

Imagine a gas-tight vessel, containing air or gas at a cer- 
tain pressure. Let heat be lost by radiation from the walls. 
The temperature and pressure of the gas will fall, and, in gen- 
eral, internal work will be done in changing the internal energy 
of the gas. The volume remains constant, and therefore no 
external work is done. 

If the walls, on the other hand, do not transmit heat, and if, 
instead of the gas being kept at constant volume, an opening 
is made in the vessel, a flow of gas will occur through the open- 
ing and external work will be done upon the outside medium, 
supposing the pressure in the latter to be lower than that of 
the gas in the vessel. If, however, the pressure in the vessel be 
lower than that outside, the outside medium will rush in and 
do work upon the gas, raising its temperature and 
pressure. 

In the first case, the gas rushes out of the vessel, displacing 
some of the external atmosphere, thus doing external work, — 
and it also changes its own temperature and pressure, thus doing 
internal work. In the second case, the external atmosphere 
possesses the greater energy and it does external work upon the 
gas in the vessel, by compressing it into smaller volume; and it 
does internal work upon it by increasing its temperature and 
pressure. In both cases heat is expended, and both external 
and internal work are done. Only in the case of the gas-tight 
vessel is the work all internal work. 

Both internal and external work are done at the expense 
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of the intrinsic energy of any fluid, whether gas or air or steam, 
and in general the following equation may be written: 

Heat expended = Internal work + External work. 

A given weight of gas at given pressure and temperature 
occupies a certain known volume, and contains a known amount 
of heat energy. If the gas be caused to expand at constant 
temperature, the product of pressure and volume remains con- 
stant, or its condition may be found at any point of its ex- 
pansion from the equation 

pv = piVi = P2V2, etc. 

In order to obtain such expansion, however, heat must be 
added to the gas continuously, during its expansion, in just suffi- 
cient quantities to restore to the gas the heat equivalent of the 
work done. The gas gives up, continuously, its internal energy^ 
to overcome whatever external resistance may be opposed to its 
expansion. Since the gas receives compensation for all energy 
expended, it possesses the same internal energy at the end of 
expansion that it did before it commenced to expand. Such a 
process is known as isothermal expansion, and the equation 
of the isothermal expansion line may be found by making tem- 
perature constant in the fundamental equation for gases, 

T being the absolute temperature at which expansion occurs. 
If expansion takes place from piVi to P2V2, Fig. 15, the 
external work is represented by the shaded area beneath the 
curve pv=piViy and equals 



W = piVi I pdv = piVi log, -. 
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It is shown in thermodynamics that if a gas expands adia- 
batically, — that is, without receiving or giving out heat, as 
heat, — the equation to the expansion curve may be written 

pv^ = TpiVi^==Tp2V2^i etc., 

where n is the ratio of the specific heats of the gas at constant 
pressure and at constant volume respectively. 




FiQ. 15. 



Let a quantity of gas be at the state piVi (Fig. 16) and let 
it expand to P2V2 adiabatically. The external work is 



\U2"~' t'l»~V\«-l/ 

n~l [ \v2/ J 



As no heat is supplied to the gas during expansion, the 
external work possible is limited in amount according to the- 
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intrinsic energy of the gas at piVi. The capacity of the gas to do 
work is measured by the area beneath the curve, extended 
indefinitely to the right, and the axis of volume. When 
the volume becomes indefinitely great the gas has done all the 
external work it is capable of doing. Since V2 has become 




Fig. 16. 



indefinitely great, — =0, and the expression for the work done 
becomes simply 



TF= 



PlVl 



This measures the total intrinsic energy of the gas, or 
working substance. 

The intrinsic energy of the gas at a is 



Ei = 



PlVl 

n-r 



and at & it is 



E2* 



P2V2 
'n-1 
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When a body receives heat, and does not change its state 
during that reception of heat, its temperature rises, and the 
body either expands in volume, or its pressure increases. Thus, 
according to the assumption that rise of temperature means 
increased vibratory activity of the particles composing the 
body, the internal kinetic energy is increased. The internal 
condition of the body is also changed to the extent of increasing 
the distances between the particles of the body, as the latter 
expands. 

Besides the changes of internal energy, the expansion of the 
body causes displacement of any substance surrounding it, 
or opposing its expansion. This is called external work. Due 
to the increase in the internal or intrinsic energy of the body 
by the addition of heat, external work is done upon the sur- 
roundings of the body by the action of the heat in causing 
enlargement of the space occupied. 

Further, if the substance be a fluid, such as gas or steam, 
held within a vessel and containing a given amount of heat 
energy, the substance will flow from a properly arranged orifice 
in the containing vessel, if the orifice opens into a mediimi of 
lower pressure than that in the vessel. Thus the energy of the 
substance will be utilized in a third manner, that of giving 
velocity to the particles composing the substance and thus 
increasing its kinetic energy. 

Let the vessel a be fitted with an orifice at 6, with well- 
rounded entrance so that no losses occur due to irregularity 
of flow at entrance to the orifice. Further, let the orifice pre- 
sent no frictional resistances to the flow of the substance, now 
supposed to be a gas. Let the intrinsic energy of the gas be ^ 

called El and E2, when inside the vessel and the nozzle respect- *'' 
ively. Let the external work accompanying the change of ^ 
volume of the gas be piVi for the gas in the vessel, and P2V2 c^ 
in the nozzle. The kinetic energy due to the velocities in the 

7^2 J/ 2 

vessel and the nozzle respectively are -^ and -^ . 

Now, if the flow of the substance is adiabatic, the total 
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energy in the gas remains the same at all times during the 
flow, and may be expressed by the following fundamental 
equation for the flow of fluids: 

vi and V2 representing volumes per pound of the substance 
at pressures pi and p2 respectively; while Vi and V2 repre- 




FiQ. 17. 



sent velocities. The velocity Vi in the vessel is usually negli- 
gibly small cc 
tion becomes 



y 2 

gibly small compared with V29 and suppressing — i-, the equar 

2gf 



72 

— = Ei~E2 + piVi-p2V2 (8) 

Since the right-hand member of the equation represents 
the sum of the changes in internal energy and in external 
energy, which the substance has undergone during its ex- 
pansion from piVi to P2V2J and since the changes have been 
due solely to the work done by the heat energy in the steam, 

72 
it follows that the resulting kinetic energy, ^, per pound of 

the issuing stream, is niunerically equal to the amount of heat 
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each pound of the substance has given up during its expansion 
from pivi to P2V2. 

If the total heat of the substance at pit^i be called J^i, 
and that at ^2^2 be called H2, then for each pound of the sub- 
stance the energy of the jet flowing from the nozzle is 

72 

— ={Hi- H2) X 778. foot-pounds. ... (9) 

From this equation may be calculated the velocity that 
would result in an ideal case from a given fall in heat contents 
of a known quantity of gas or steam, if the flow were confined 
to a given direction. 

Example. — Steam flows through a nozzle, and in doing so 
falls in pressure to such an extent as to make a difference of 
225 thermal units per pound between the initial and final 
heat contents. Calculate the resulting velocity, assuming that 
there are no losses of energy in the nozzle. 

One thermal unit = 778. foot-pounds of energy. 

/fi-//2=225. B.T.U. 



V =\/778. X 225. X 32.2 = 3360. ft. per second. 

The following development of Zeuner's equation is given 
because, while it does not apply directly to the flow of steam, 
it is of considerable interest in all thermodynamic work, and 
it does apply directly to the flow of a fluid the value of whose 
ratio of specific heats, at constant pressure and constant volume 
respectively, does not change during the flow. It is of par- 
ticular interest in that it indicates that, after a certain diminu- 
tion of the lower pressure in the case of the flow of a substance 
from a higher pressure to varying lower pressures, the rate at 
which the substance flows does not increase. The rate in- 
creases until the ratio of final to initial pressure reaches a cer- 
tain value, after which no further increase accompanies a fur- 
ther lowering of the final pressure. The equation is that of a 
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curve which reaches a maximum, after which it decreases to 
zero. 
Equation 8 may be written 

V^ PiVi P2V2 , ri 

in which n represents the ratio of the specific heats of the 
substance at constant pressure and constant volume respect- 
ively. 



Remembering that piVi^^p2V2^y 

/Viy-l /p2\ n 

P2V2-piVl[-) -PlVl[-) . 



from which 



and 



i— fe)|>-(|;)--^|. 



If the area of the orifice is a, the volume emitted per second 
= aV, and if V2 is the specific volume at pressure p2, the weight 
discharged per second is 

V2 

But V2=Vl{^M'* 

\P2' 

Therefore 



Weigh.pe,^ood..r.aj(^)^(£;)"-©""'|.aO) 
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Let — =r. Then the weight w becomes a maximuin when 
Pi 

(r)n - (r) n becomes a maximimi. 

Differentiating with respect to r, and equating to zero. 

Dividing by (r)»*, 



W-'' 



The value of the ratio r( =— ) for maximum flow of air 

tmder adiabatic conditions is 0.528, the value of n being 1.41. 
For dry saturated steam the ratio of specific heats is ordi- 
narily taken as 1.135 which gives a maximum flow, by weight, 

when ^^=0.577. 
Pi 

The above equation (No. 10) is plotted on Plates IV, V, 
and VI, and the curve indicates that if the pressure in the 
receiving vessel should -be reduced to zero, the weight of fluid 
discharged by the orifice or nozzle per unit of time would be 
zero. It was stated on page 35 that the reasoning upon which 
the equation was developed appUed to substances within the 
limits of pressure and temperature pertaining to a given physical 
state, in which the ratio of specific heats, n, remains constant. 
The reasoning is correct, and experimenters have met with 
some, though not complete, success in attempting to verify 
the conclusions regarding adiabatic expansion of gases.* It 
has been demonstrated experimentally that air, and that 

* See paper by Wm. Froude, "Engineering," London, 1872; also paper by 
Professor Fliegner, Zeitschrift des Vereines d. Ingenieure, 1896. 
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gases in general, in flowing from higher to lower pressures 
through orifices, increase their weight of flow per unit of time 
as the back pressure p2 is reduced, but that after reduction 
of p2 to about 0.52 pi no further increase in rate of flow can 
be brought about by further reduction of p2. 

The experiments of Professor Gutermuth, plotted upon 
Plates IV, V, and VI, show that the weight of steam discharged 
per second does reach a maximum, as the equation indicates 
that a perfect gas should do, but that the flow of steam, instead 
of decreasing in rate after the maximum has been reached, 
remains constant no matter how much the back pressure be 
further reduced. 

// the lower pressure, p2, be kept constant, and the initial 
pressure be increased, the rate of flow, by weight, will increase 
in direct proportion to the increase in initial pressure. Experi- 
mental evidence as to this and as to the statements made in 
the preceding discussion will be given dining the development 
of the subject of the flow of steam. 
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CHAPTER III. 

GRAPHICAL REPRESENTATION OF WORK DONE IN. HEAT 
TRANSFORMATIONS. 

The pressure-volume diagram, of which the ordinary steam- 
engine indicator card is an example, and the heat diagram, 
or, as it is generally called, the temperature-entropy diagram, 
are two means by which the effect of transforming heat into 
mechanical work is represented. Th^ present chapter will 
discuss the heat diagram, which serves a purpose distinct from 
that of the work, or pressure-volume diagram. Either method 
of representation taken alone is incomplete without the other, 
while the two together completely satisfy the requirements 
in analyzing graphically a thermodynamic problem from an 
engineering standpoint. 

In Fig. 18 let ordinates represent absolute temperature. 
It is required to construct a diagram whose area shall represent 
heat quantities in thermal units, and absolute temperature 
is required to be used as one dimension of the heat represented 
by the diagram. This is done because temperature is the 
intensity factor of a heat quantity, and absolute temperature 
is used because the fundamental laws of thermodynamics are, 
as they are now understood, based upon the scale of absolute 
temperature. The adoption of this scale in the heat diagram 
thus relates computations made from the diagram to those 
made by the laws of heat as ordinarily expressed. It is required 
to find another function which taken as an abscissa in con- 
nection with absolute temperature as an ordinate will give 

39 
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a diagram T^ose area represents heat-units, as described above. 
It is well in approaching the heat diagram for the first time to 
start without any thought of entropy, unless one has a very 
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clear notion of the meaning of that word, and to simply deter- 
mine for one's self the character of the abscissa of the heat 
diagram. This will later be found to be the same as the func- 
tion to which the name entropy was given by early investi- 
fi^ators of the science of heat. 
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Let the quantity which is to be represented by abscissa 
always increase when heat, as heat, is added to a^substance, 
and decrease when heat, as heat, is taken away. A vertical 
line then represents a set of conditions in which the tempera- 
ture changes, but during the change there is no heat, as heat,, 
given to or taken away from the substance. This is what 
is called an adiabatic procesSj which means that no heat, as 
heat, has been given to or taken away from the working sub- 
stance during the process. In other words, the vertical line 
is what is called an adiabatic. 

While the word '^ adiabatic '' means that no heat com- 
munication takes place between the working substance and 
other bodies during the process in question, there is always 
work done when a substance expands against a resistance, 
and this work is done at the expense of the heat energy pos-^ 
sessed by the body. Therefore during adiabatic expansion 
heat does leave the substance as work done, but not in the 
form of heat. The adiabatic curve in the pressure-volume 
diagram, and the vertical or adiabatic line in the heat diagram, 
represent a change during which work is done, and therefore 
the intrinsic energy of the working substance is diminished; 
but during the process no heat has been given to or taken 
from the working substance, excepting as heat has been trans- 
formed into mechanical energy. A horizontal line represents 
a process during which heat is added to or abstracted from a 
substance at a constant temperature; that is, there is no 
temperature change during the process. A horizontal Une 
then represents in the diagram what is called an isothermal 
change, or a change at constant temperature, and the function 
which is to be found and used as abscissae in the diagram is 
the scale by which the relation between different adiabatic 
changes is expressed. Thus in Fig. 18, AD represents an adia- 
batic change in which a substance whose temperature was 
originally that represented at the height A has fallen in tem- 
perature to D without having received or given up any heat 
as heat. The line BC represents a similar adiabatic drop in 
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temperature. The horizontal line AB is a line of constant 
temperature, and the distance AB or E1E2 represents the 
•change of abscissa corresponding to a change in heat con- 
tents measured by the area ABE2E1. AB is what is called 
An isothermal Une, and a quantity of heat represented by the 
area ABE2E1, under the line AB and extending to the Une 
of zero absolute temperature, has been added to the substance, 
thereby moving the point representing the state or condition 
of the substance, from A to B, The state of the substance, 
represented by the point A, shows that its temperature is Ti, 
The method by which this temperature was attained is not 
shown, and it is not necessary that it be known in order that 
the effect of further operations may be represented. If heat 
is added to the substance isothermally, the state point will 
move from A to B, and the distance AB will be such that 
the heat that has been added equals the area ABE2E1, 

To make the above clear, suppose in Fig. 19 the ordinates 
and abscissae represent pressure and volume respectively. 
Then the familiar Carnot cycle will be represented by two 
isothermals ab and cd intercepted by two adiabatics be and da. 
The cycle is represented in Fig. 18 by the figure ABCD. The 
mechanical equivalent of the heat involved in the cycle Fig. 
19 is represented by the area abckl, and in the heat diagram 
Fig. 18 the heat involved in the process is represented-by ABE2E1. 
The mechanical equivalent of the heat rejected at the lower 
temperature T2 is represented in Fig. 19 by the area cdmkj 
and in Fig. 18 the heat is represented by the area CDEiE2. 
The shaded area in each of the figures represents the net work 
accomplished during the cycle. In the heat diagram the area 
ABCD represents heat-units utilized during the cycle, and in 
the pressure-volume diagram, Fig. 19, the area abed represents 
the work realized in foot-pounds. The efficiency of the cycle 
represented in Fig. 19 is 
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and it is easy to see that the cycle represented in Fig. 18 ha& 
the same efficiency; that is, the shaded area ABCD divided 
by the area ABE2E1 is the efficiency of the cycle, and this, 
obviously equals 

Ti^T2 
Ti • 

If the total heat beneath the line AB, Fig. 18, that is, the 
heat ABE2E1, equals Q, then the heat transformed into use- 
ful work during the cycle equals 

Q 
The quantity yp is obviously a measure of the distance 

E1E2J or it is what is commonly called the increase of entropy 
occurring between the initial and final states A and B respec- 
tively. For an isothermal change, then, the change in entropy 

is equal to ^, where T represents the absolute temperature at 

which the heat Q is received. 

Absolute quantities of entropy are not measured, but only the 
differences of entropy between two states of a substance, as the 
total value of the entropy above absolute zero is not known, 
and is not necessary for engineering purposes. 

Suppose that the state of a substance is represented (Fig. 20) 
by the point -4, and heat be added to the substance, raising its 
temperatm-e. The substance may be considered to be any 
soUd which is heated without experiencing a change in its 
state, as from solid to liquid, liquid to gaseous, etc., or it may 
be a gas supposed to not change its state during the heat change 
under consideration. In Fig. 18 heat was added isothermally,. 
as when a substance like water is evaporated, along the line AB; 
but if at the point A (Fig. 18) the substance had been water 
below its boiling temperature, then if heat had been added to 
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it, a rise in temperature would have occurred along some such 
•curve as AB (Fig. 20). Now, let the heat diagram that is 
to be constructed be such that the area underneath any line, 
as the line AB^ down to absolute zero of temperature, repre- 
sent the total heat involved in the process; then the heat added 
to move the state point from A to B is that represented by 
the area ABEiE2y Fig. 20. If one pound of the substance is 
supposed to be involved in the process, having a specific heat 
of aS, then the heat that caused the rise in temperature from Ti 
to 7^3 is represented by the area ABE2E1 and is equal to 
S{Tz — Ti). This follows from the definition of specific heat. 
Let the quantity of heat be called Q, as was done in the case of 
the isothermal addition of heat along AB in the discussion of 
Fig. 18. It is desired to do for the diagram in Fig. 20 just 
what was done for that in Fig. 18, that is, to find the increase 
in the value of the abscissa due to the addition of the heat Q. 
In the case of the rectangular diagram of Fig. 18 it was a simple 
matter to divide the area of the rectangle by. one dimension, 
or the increase of the abscissa EiE2. This was found to be 

jpTy and this quantity multiplied by the temperature range 
i 1 

(T1-T2) gave the total heat utilized during the cycle. In Fig. 
20 the cycle begins with an addition of heat to a body having 
absolute temperature Ti. The result is a rise of the tempera- 
ture of the body to Ts and a change of position on the diagram 
of the state point to B, The quantity of heat Q causing this 
rise is represented by the area between AB and the line of zero 
temperature, that is, by the area ABE2E1. The next step in 
the cycle is an adiabatic expansion of the body from T3 to T2, 
and this expansion is represented by the vertical line BC. Just 
as in the Carnot cycle of Fig. 18, heat is rejected or exhausted 
along the isothermal (7Z), and the body is brought to its original 
condition at A by an adiabatic compression along the vertical line 
DA, The only difference between the two cycles is that heat 
Tvas added isothermally in that of Fig. 18, and with a rising 
temperature in Fig. 20. 
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Returning to the equation last written, the quantity of 
heat added is 

This, however, gives no clue to the amount by which the 
a;bscissa of the diagram has been increased, and it is this quantity 
which is required in order to make it possible to trace out the 
path by which the state point moved from A to B during 
the addition of the heat Q, 

The area ABE2E1 may be divided into very small areas, 
similar to the area dQ in Fig. 20, and if the width of each of 
these is given the indefinitely small value dEj then the vertical 
height, or the absolute temperature at which the heat repre- 
sented by dQ is added, may be considered as constant during 
the addition of the heat dQ, An equation may then be written 
thus: 

dQ^TdE, 

where T represents the absolute temperature at which dQ 
is added to the substance. 
Similarly the equation 

^Q^SiTs^Ti) 

may be made to express the heat represented by the area dQ 
by making use of the fact that during the addition of dQ the 
rise of temperature is only an infinitesimal amount dT instead 
of (7^3 — Ti), The expression thus becomes 

dQ^^SdT. 

The two expressions for dQ may now be equated thus: 

dQ = TdE=SdT 



or 



<ifi=5f. 
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The distance E1E2 is equal to the sum of all the small dis- 
tances like dE, and therefore the distance E1E2 or the total in- 
crease of the abscissa of the state point during the change of the 
temperature of the substance from Ti to Tz is equal to the 

dT 
summation of all the quantities Syfr between the hmits of 

temperature Ti and Tz. Expressing this in mathematical 
form 






Stating briefly the substance of the preceding discussion: 

I. The ordinate of the point representing the state of the 
working substance as to temperature and heat changes in- 
creases and decreases as the absolute temperature of the sub- 
stance rises and falls. 

II. The abscissa of the state point increases and decreases 
during addition and abstraction of heat respectively, and the 
amount by which it changes is expressed in the two following 
ways: 

(a) The increase or decrease is 

when heat is added or abstracted at a constant temperature 
Tij as in the boiUng of water and the condensation of steam. 
(6) The increase or decrease is 

when heat is added or abstracted and thereby raises or lowers 
the temperature of the substance from Ti to Ts, as in the heat- 
ing or cooling of a gas between such Umits of temperature 
that the physical state of the gas does not change in the process. 
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In the above, S is the mean specific heat of the substance 
between the temperatures Ti and ^3. 

Let a pound of water be at 493 degrees F. absolute tem- 
perature, corresponding to about 32 degrees on the ordinary 
Fahrenheit scale. The water is then at the temperature at 
which ice melts. As a matter of convenience the tables giving 
the properties of water and steam have been commenced at 
this temperature. Since the total value of the entropy of the 
substance is not used in computation, but only the increases 
or diminutions of entropy due to additions and abstractions 
of heat respectively, the hne representing zero entropy may 
be located in any convenient position. Steam-engine prob- 
lems are ordinarily concerned with the properties of water and 
steam above the melting-point, and therefore the line of zero 
entropy may be conveniently placed so as to disregard the 
heat that exists in the water before it reaches the temperature 



Reason for the ttse of the term Entropy. 

The expressions ^ and / -^ have been used since the researches of Clausius 

and Rankine, and are of fundamental importance in analyzing heat problems. 
The name Entropy was applied by Professor Clausius to the general ex- 
pression / -^f and Professor Rankine called it " The Thermodynamic Func« 

tion." Rankine used the Greek letter ^ to represent the function, and 
various writers using the Greek letter to represent absolute tempera- 
ture have called the heat diagram " The Theta-phi-diagram," The name 
generally given to it, however, is " The Temperature-entropy Diagram." 
A discussion of reversible and irreversible processes is involved in satis- 
factorily explaining the meaning and application of the term " Entropy," 
and for such discussion recourse may be had to the works of Clausius, Zeuner, 
Rankine, and other writers upon thermodynamics. The following articles 
discuss the recent literature of the subject: 

" On Clausius' Theorem for Irreversible Cycles, and the Increase of 
Entropy," by W. McF. Orr, Philosophical Magazine, Vol. 8, 1904, page 509. 

" On Certain Diflficulties which are Encountered in the Study of Ther- 
modynamics," by Dr. Edward Buckingham, Phil. Mag. Vol. 9, 1905. 
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of melting ice at the mean barometric pressm-e. The diagram 
on Plate I must be imagined to extend below the line of 
490 degrees absolute down to absolute zero. The total area 
beneath any line representing a continuous change in the con- 
dition of the substance, and down to absolute zero of tem- 
perature, represents the British Thermal Units involved in the 
change. 

The curve XAB represents the addition of heat to water, 
thus raising its temperature from that of melting ice to higher 
temperatures. The increase in entropy from 493 to 750 degrees 
is approximately 

EB^S\og,p^^lX0A2. 

The entropy of the point B is seen to correspond with this 
value. 

The specific heat of water, aS, is not constant, and on a rigid 
computation for change of entropy over a range of temperature 
it is necessary to take the mean specific heat for the tempera- 
ture range in question. Within the limits just used the mean 
value for S is 1.006, or very nearly unity. In steam-engine 
problems in general the value of unity may be used without 
any greater error than is always involved in reading results 
during engine tests The total heat above that at freezing- 
point in the pound of water at B is 

Hb =S(Ti - T2) = 1.006(750 - 693) = 258.5 B.T.U. 

By looking in the steam-tables for the heat of the liquid 
above 32 degrees correpsonding to 750 degrees this value will 
be found. 

The curve AB represents the heating and cooling of water, 
and its equation is 

T 

Change of entropy =>S log, ^. 

J- 2 
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The line BC is an isothermal, or line of constant tempera- 
ture, and represents the addition of the heat of vaporization 
to water of the temperature represented by the height of the 
line. Water at JB is just ready to become steam, and a shght 
addition of heat generates a correspondingly small quantity of 
steam. 

By experiment it has been found that if to the pound of 
water at 750 degrees absolute temperature there be added 
about 911 heat-units the water will be completely evaporated 
into dry steam. The total heat above 32 degrees would then 
be 

258.6+911 = 1169.5. 

By consulting the steam-tables this will be foimd to be the 
value given for the total heat above 32 degrees of the ordinary 
scale, or above 493 degrees absolute. 

If only half of 911 heat-units had been added to the water 
at B only half a pound of steam would have been formed, or 
the "quality" of the steam would have been 50%. It will 
be foimd by measurement that the curve on the diagram 
marked 50% divides each horizontal distance such as BC into 
two equal parts. Similarly, the curve marked 90% divides 
the distance into parts which are to each other as 9 is to 1. 
This means that if the addition of heat at a given tempera- 
ture should be stopped at the intersection of this curve with 
the horizontal line representing the given temperature, 90% 
of the heat necessary to evaporate a pound of water into dry 
steam would have been added, or there would be produced 
0.9 pound of steam. The remaining 0.1 would remain as 
water, either in the boiler or suspended in the steam. 

The curve CF is called the "Saturation Curve," and is 
drawn through the extremities of the horizontal hnes represent- 
ing the increase of entropy accompanjdng the addition of 
sufficient heat at different temperatures to completely vaporize 
a pound of water at these temperatures. 
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The area beneath the line BC, down to absolute zero of 
temperature, represents the heat of vaporization or the ''latent 
heat" of a pound of steam at the temperature 750 degrees 
absolute. The increase of entropy between B and C is foimd 
by dividing the heat of vaporization by the absolute temperar 
ture at which 'it is added, or 



911 
'750' 



^BC = J^ = 1.215. 



This may be verified by subtracting Es from Ee on the dia- 
gram. 

The curves marked 1100 B.T.U., 1000 B.T.U., etc., cut the 
horizontal hnes in such points that if the addition of heat should 
be stopped at these intersections the pound of steam and water 
would contain the amount of heat indicated by the figures on 
the curve. Thus, if heat were added along BC till the entropy 
increased to that at H^ the pound of steam and water would 
contain 1100 B.T.U. above the temperature of melting ice. 

HC 
The fraction ^ of the total heat of vaporization present is, 

approximately, 

^.=J-;^X911 = 842-h 

Heat of liquid Hb = 258 -h 

Total heat above freezing 1100 B.T.U. 

If heat be added to the steam after it has become dry and 
saturated, as at C, the result is the production of what is called 
^'superheated steam.^^ As heat is added to it, the tempera- 
ture rises; that is, the " degrees of superheat " increase. Super- 
heated steam behaves much as does a gas. The curve CD has 
the same equation as the curve ABy with the exception that 
the value of the specific heat is different, and the increase of 
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entropy accompanying an increase of temperature from T^ 
to Tx) is 

where S is the mean specific heat of superheated steam for the 
range in question. 

Taking 0.57 as the specific heat, the increase of entropy 
during addition of heat from C to D is 

Q20 
Eci>=0.571og,^=0.57x0.199=0.113. 

This will be found to correspond approximately with the value 
given on the diagram. 

The heat involved in raising the temperature of steam 
from the satiu'ation temperature at C of 750 degs. to 920 degs. 
is 

ff,=0.57(920-750)=0.57Xl70=97 B.T.U., approximately. 

The total heat in the superheated steam, then, above 
32 degs. F. is 

258-911-97 = 1266 B.T.U. 

It will be evident, upon finding the area beneath the broken 
line XBCD down to absolute zero, or 490 degs. below the 
base line of the diagram, that this area represents the number 
of thermal imits stated. The dimensions in which the area 
is measured are the same as those representing degrees tern- 
peraturej and entropy units. Thus, the heat under the line BC 
is represented by an area 1.215 units in width horizontally 
and 750 units vertically, giving 911 thermal units as the heat 
so represented. 

Curves of constant pressure such as CD are plotted by 
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the methods of the last example, which give the increase in 
entropy accompanying any rise in temperatm^e, as from 
C to D. The point C represents the state of a poimd of dry 
steam at normal temperatm-e corresponding to its pressm-e. 
The steam contains in that condition a certain amount of 
heat which is different from the amount contained in a simi- 
lar amount of dry steam at any other pressure. The line CD 
represents the addition of heat to the normal amount of heat 
at C. The value of S to be used in the equation for the line CD 
is the specific heat* of superheated steam at constant pressure; 
that is, it is the number of thermal units required to raise a 
pound of steam of pressure corresponding to a certain tem- 
perature, by one degree Fahrenheit. If the specific heat is 
constant for all pressures and temperatures then one value 
is to be used in all cases. If it changes when the pressure 
changes then a different value must be used for each pressure. 
If it changes as the temperature changes, then for a given tem- 
perature range a mean value must be found which, when mul- 
tiplied by the temperature range, will give the quantity of 
heat required to cause the rise of temperature involved. - 

In any case, since the superheat indicated by the area 
beneath CD is the heat necessary to raise dry steam of the tem- 
perature and pressure indicated at C, and does not apply to 
the superheat for any other pressure, the line CD is properly 
called a " line of constant pressure." 

Lines of constant heat such as those marked 1200-1190, 
etc., may be drawn as follows: 

The total heat above 493° abs. in dry steam at C has been 
found to be 1169.6 B.T.U. Let it be required to plot a line 
of which each point shall represent superheated steam con- 
taining 1200 B.T.U. per poimd. One point of the line may 
be found on the constant-pressure line CD, The heat at C 
being 1169.6 B.T.U., it will be necessary to add 30.4 B.T.U. 
to dry steam in order to produce superheated steam contain- 

* The value of the specific heat used in plotting the curves in the diagram 
at the back of the book is 0.68. 
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ing 1200 B.T.U. per pound. If S is the specific heat at the 
pressure represented by CZ), then the rise of temperature corre- 
sponding to the addition of 30.4 B.T.U. per pound may be 
found from the equation 

SOA=S(To-Tc). 

Calling the value of S equal to 0.57 as before, 

30.4=0.57(^0-750), 
or 

To =803.3 degs. 

This fixes one point of the constant-heat curve for 1200 
B.T.U. per pound. A similar method may be followed along 
all constant-pressure curves for finding the required series of 
<5onstant-heat curves. 

EXAMPLES IN THE USE OF THE HEAT DIAGRAM. 

Let a pound of water be at temperature 600° abs., repre- 
sented by the point A, Plate A. It contains sufficient heat 
above the melting-point of ice to have raised its temperature 
from that point, or 493°, to its present temperature of 600°, 
and during that rise in temperature its entropy value has 
been increased from the arbitrarily assumed zero to the value 
0.20. Let heat be added to the water sufiicient to raise its 
temperature to 750° abs. The quantity of heat necessary 
may be found from the steam-tables by subtracting the heat 
of the liquid at 600° from that at 750°. 

Thus, heat of liquid at 750 =258.6 B.T.U. 

'' '' '' '' 600 =107.2 B.T.U. 



Heat involved, represented by the 
area beneath the curve AB, =151.4 B.T.U. 
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Or this might have been found thus: 

Temperature range = 750° - 600° = 150°. 
Mean specific heat of water between the temperatures 
= 1.008. 

Heat of liquid 

= //^ = 5(^5 -Ta) = 1.008X150 = 151.4 B.T.U. 

(a) If the pound of water were part of the contents of a 
steam-boiler carrying 57 pds. pressure per sq. inch (correspond- 
ing to 750 deg.) and a valve were suddenly opened admitting 
the water into a large tank in which there was a pressure of 
only 2.8 pds. abs. (corresponding to 600 deg.) the heat in the 
water would instantly cause vaporization of the water at the 
lower pressure and the formation of a great amount of steam. 
If the valve were opened suddenly enough, the liberation of 
heat energy caused by the reduction in pressure would occur 
without transfer of heat to the surroundings, excepting as 
the latter were disturbed by the external work accompanying 
the formation of steam. The process would then be adiabatic 
and represented by the line BEi. The heat available for the 
formation of steam at the lower temperature and pressure 
would be measured by the area ABEiA and would be equal 
to the heat represented by the area beneath AB, dowji to 
absolute zero of temperature, minus that represented by the 
area beneath AEi. Thus, the heat Uberated from the water = 
/f^ = 151.4 -(entropy change from A to Ei) X600 = 151.4 - 
(0.42-0.20)600 = 19.4 B.T.U. per pound. 

If the boiler contained 40,000 pds. of water and 450 cu. ft. 
of steam at 57 lbs. per sq. inch the weight of the steam present 
would be 450-^-7.45=60 pounds, and each pound would liber- 
ate heat represented by the area ABCEA, or 202 B.T.U.j 
approximately. The total heat liberated by 60 pounds steam 
would be 60X202 = 12,120 B.T.U., or 9,430,000 ft.-pds. 

The heat liberated by the water would be 40,000 X 19.4 = 
776,000 B.T.U., or about 600,000,000 foot-pounds of energy. 
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The boiler pressure assumed in the present example is 
from one third to one quarter of that commonly carried on 
boilers of the Scotch Marine type, but it gives a means of grasp- 
ing the reason for the disastrous effects of a boiler explosion, 
where the contents of a boiler are allowed to expand instantly 
to a lower pressure and temperature. It is evident, also, 
that the destructive power is almost wholly due to the large 
quantity of water carried in the boiler and not to the steam 
present at any one time. 

(6) Formation and adidbatic expansion of steam, — If, instead 
of being allowed to expand from B to E, the water were evapo- 
rated into steam by the addition of heat along the isothermal 
BCy the heat necessary to entirely evaporate a pound of water 
would be represented by the area beneath the line EC, and 
extending down to the absolute zero of temperature. The total 
amount of heat contained by the pound of steam, above 493' 
degrees absolute, would then be the sum of the heat of the 
liquid and that of vaporization, or 258.5 + (entropy change 
from B to Cx 750)= approximately 258.5 + 1.215x750 = 1169.5 
B.T.U. 

The cycle imder consideration, however, does not begin at 
493 degrees absolute, but at 600 degrees, indicated at the point 
A. The heat that has been added to that possessed by the 
water at A is 

iT^ +F, = 151.4 + 1.215 X750 = 1062.4 B.T.U. 

This is the heat represented by the area beneath the broken 
line ABC down to absolute zero of temperature. 

If, now, adiabatic expansion should occur down the line CE, 
that is to the lowest available pressure and temperature (that 
at E), the heat available for transformation into kinetic energy 
would be that represented by the area ABCE, or 

19.4 + entropy change along BC X (750 - 600) 

= 19.4 + 1.215x150 = 201.7 B.T.U. 
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The heat rejected into the condenser would be that beneath 
the Une AEj or 

Heat rejected = change of entropy along AE X600 = (1.64-0.42) 
X600 = 732 B.T.U., approximately. 

The efficiency of the cycle is 

Heat utilized 201.7 
Heat supplied "1062 " ^^• 

The working substance, after expansion as steam followed 
by condensation, would again be in the state of water, repre- 
sented by the point A, and would be ready to be heated again 
to the boiling-point, evaporated, and carried through the cycle 
of operations as before. 

If not enough heat had been added to completely evaporate 
the water into dry steam, the state point would have reached 
some such point as H, and the quality of the steam, or per- 
centage of dry steam present, would have been equal to entropy 
BH -^ entropy BC, On the diagram the quality and also the 
heat contents above 493 degrees absolute can be found by inter- 
polation between the quality curves and the total heat curves 
respectively. 

(c) Formation and expansion of superheated steam. — After 
dry steam has been formed, thereby bringing the state point 
to C, the addition of further heat results in ''superheated 
steam,'' or steam having a higher temperature than that at 
which it was generated, and corresponding to the pressure at 
which it exists. 

The curves for constant-pressure and constant-heat con- 
tents for superheated steam have. been explained. 

Suppose heat to have been added to the dry steam at C 
until the temperature rises to that at D, or 920 degrees absolute. 
It has been shown that if the specific heat of superheated 
steam at the pressure under consideration is 0.57, the heat 
necessary to raise the temperature of dry steam from 750 to 
920 degrees will be 

^,=0.57(920-750) =97 B.T.U. 
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The total heat above 493 absolute in the pound of steam at 
D is approximately 258+911+97 = 1266 B.T.U., and this is 
represented by the area beneath the broken line XABCD 
down to absolute zero of temperature. 

Suppose the poimd of steam to expand adiabatically from 
D to the condenser temperature and pressure at E\ The 
heat in the steam above the starting temperature at A is, 
approximately, 

^r= 151+911+97 = 1159 B.T.U., 

and this is represented by the area beneath ABCD down to 
absolute zero. But only the heat above the horizontal line 
AE^ is available for transformation into kinetic energy, and 
this equals 

1159 -(change of entropy along AE') X600 

= 1159-1.54X600=236 B.T.U. 

The efficiency of the ideal cycle is, then, 236^1159=0.204. 
It is evident that the efficiency of the ideal cycle is not greatly 
increased by adding the above amoimt of superheat to steam of 
the low pressure assumed in the example. The superheat 
would, however, decrease the losses by condensation, friction of 
steam, etc., and so increase the efficiency of the actual cycle. 

It is to be noted that the steam would remain superheated 
during expansion until reaching the point Sj when it would 
become just dry and saturated. Below S expansion would 
cause condensation, and at E^ the quaUty of the steam would 
be represented by entropy AE^ -^AF. 

(d) Suppose superheated steam at D, containing 1159 B.T.U. 
per pound above the starting-point at A, to expand along 
some path such as Z)J5", instead of along the adiabatic DE', but 
falUng finally to the same lower pressure as before (note that 
the line FJ5" represents the same pressure as does the horizontal 
AF), The position of the point J5" indicates that the steam 
contains, after expansion to i?'', 1145 B.T.U. per poimd, above 
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493 degrees absolute. Since the heat of the Uquid at A is 
107 B.T.U., approximately (from the steam-tables), the heat at 
£"' above that at A is 1145-107 = 1038 B.T.U. 

The steam now falls in temperature, at the condenser pres- 
sure, to the lowest available temperature, that at F^ and in so 
doing gives up the heat beneath J5F, which equals 1145 - 1124 = 
21 B.T.U. The heat at F above that at A then equals 1038 - 21 
= 1017. 

The total heat above A which was available at D before 
expansion was 1159 B.T.U. Of this, 1017 B.T.U. are to be 
rejected, and the heat utilized is 1159-1017 = 142 B.T.U. 

The efficiency of the cycle is 142-^1159=0.129. 

The falling off in efficiency is due to the fact that the steam 
has been prevented from attaining the lower temperature 
attained after adiabatic expansion, and that no steam has been 
condensed during the expansion. Thus it contains, at the 
end of expansion to the lowest available pressure, a very much 
larger amount of heat than it contained after adiabatic expansion 
to E^j and that larger amount of heat has to be rejected to 
the condenser. The conditions tending to prevent adiabatic 
expansion will be taken up in the next chapter. 

The temperature-entropy chart at the back of the book 
forms a graphical steam-table, calculated by means of the 
principles stated in the foregoing pages. 

The curve marked ''Pressure and Temperature Curve'' 
renders it possible to find the absolute temperature for any 
of the absolute pressures at the top of the chart. Having 
found the temperature corresponding to any pressure the 
specific volume of dry steam at that temperature may be 
found from the terminations of the constant-volume Unes in 
the dry-steam line. Thus, let it be required to find the abso- 
lute temperature corresponding to 120 pounds absolute pressure. 
Passing down the line marked 120 at the top of the chart until 
the pressure-temperature curve is reached, the intersection is 
at the height corresponding to 802 degrees absolute, as nearly 
as can be read on the chart. By consulting steam-tables the 
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figure given is 801.9 degrees. For finding the specific volume 
(cubic feet per pound of dry saturated steam) the Une of 802 
degrees intersects the saturation curve at a point lying between 
the lines of constant volume for 3 and 4 cubic feet. The short 
lines intersecting the saturation curve mark off quarters of 
cubic feet in the portion of the chart under consideration. At 
lower temperatures and greater specific volumes the distances 
between the volume curves represent greater differences. The 
intersection giving the specific volume for 802 degrees absolute 
is just above the line marking 3.75 cubic feet, and interpolation 
gives about 3.7 cubic feet as the volume required. In the 
steam-tables the volume is given as 3.71 cubic feet per pound. 
This is, of course, for dry steam of quality 100 per cent. If 
it is desired to know the specific volume for any other quality 
of steam, it is simply necessary to find the intersection of the 
same temperature Une with the quality line desired, and to 
interpolate between the volume lines for the specific volume. 
Suppose 'the specific volume of steam of 120 pounds absolute 
and 95 per cent quality is desired to be known. Passing to 
the left from the saturation curve along the line of 802 degrees 
absolute, until a point is reached half-way between the curves 
of 90 and 100 per cent quality, the specific volimie is found 
to be 3.5 cubic feet. 

For faciUtating calculations as described in the following 
chapters a scale has been prepared and placed in a pocket at 
the back of the chart. Measurements of entropy differences 
can be taken directly from the chart with this scale, and satis- 
factory results obtained with far less labor than is necessary 
when, quantities are added and subtracted arithmetically. 
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CHAPTER IV. 

CALCULATION OF VELOCITY AND WEIGHT OF FLOW. 

By means of the principles stated in Chapters II and III, 
the heat drop accompanying the expansion of steam may be 
calculated, and from this may be found the steam velocity 
that would result if all the heat given up during expansion were 
realized as kinetic energy in the jet of steam. It was shown 
in Chapter II that if Hi and H2 represent respectively the 
heat contents of the steam, per pound, before and after expan- 
sion through an orifice or a nozzle, the velocity equation may 
be written 

^ = 778(^1-^2) . (li) 

The velocity of flow may be calculated from the following 
equations: 

Let qi and 52 represent the heat of the liquid at the higher 
and lower temperatures, respectively. 

Let E represent entropy changes as marked on Fig. 21 and 
indicated by the subscripts used with the letter E, 

Let H^ represent the heat of vaporization present in steam 
of quality x. 

Let Ti and T2 represent absolute temperatures of dry 
saturated steam at boiler pressure and exhaust at condenser 
pressure, respectively. 

61 
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Steam-turbines. 



Let T3 represent the absolute temperature to which the 
steam is superheated. 

For moist steam (of quality = a;), or dry steam (of quality 
x=l) 



29 



= 778{qi-q2+xH,-T2(Ei+xE„-E2)]. . . (12) 



For superheated steam, calling the specific heat S, 



^ 778 

29 



qi-q2+H^+SiT3-Ti) 

-T2(Ei +E,+S log, ^'--^2) } . (13) 




Fig. 21. 



Experimental and mathematical investigations indicate in 
general that the pressure within an orifice through which steam 
is flowing does not fall below about 0.57 or 0.58 of the initial 
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absolute pressure. It seems that the pressure falls to a value 
corresponding to the heat conversion that will give to the steam 
immediately in the narrowest section of the orifice a velocity 
about the same as that of the disturbance called "sound/' 
or about 1400 or 1500 feet per second. Any farther fall in 
pressure and temperature must take place beyond the narrowest 
section, but the velocity attained in the narrowest section 
determines the weight of flow, per imit of time, that it is 
possible for a given initial pressure to produce. 

The general explanation of this phenomenon is found in 
the development of Zeuner's equation given on pages 36 and 
37, which indicates that for any fluid flowing through an orifice, 
the fall of pressure immediately in the orifice is limited to a 
fraction of the initial pressure depending for its value upon 
the ratio of the specific heats of the substance at constant 
pressure and at constant volume, respectively. In the case of 
steam the pressure falls to that value which gives the maxi- 
mum possible flow, by weight, and does not fall below this 
pressure until after the steam leaves the smallest portion of 
the orifice. However, the pressure in an orifice does not always 
fall as low as 0.57pi, apparently, since in many cases, such as 
those shown at the right on Plates II, III, and IV, the maximum 
rate of flow is reached at considerably higher pressures than 
0.57pi. In the case of the orifice with well-rounded entrance 
this value is reached, however. It is to be noted in this con- 
nection that the Umiting velocity of 1400 to 1500 feet per 
second appUes to only the narrowest portion of the orifice, and 
that farther fall in pressure beyond this point may very con- 
siderably increase the velocity of the stream. 

Referring to Plates II, III, and IV, curves No. 2 show experi- 
mentally determined weights per second flowing from orifice 
No. 2, the entrance to which is rounded. Assuming that in each 
case the orifice pressure is 0.57 of the initial pressure when the 
maximum weight of steam flows through the orifice, calculations 
according to the equation on page 62 for moist and for dry 
steam give the following results: 
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Table No. 1. 



Initial Pres- 


Orifice 
Pressure. 


Weight of Flow, Pounds per Second. 


Calculated 


eiire. Pounds 
Absolute 
per^Sq^uare 

Pi 


Observed. 


Calculated 


Velocity, Feet 
per Second 
at Smallest 


By Equation 
Given. 


By Napier's 
Formula. 


Cross-section 
of Orifice. 


132.3 
117.6 
102.9 


75.2 
67.0 

58.7 


0.063 
0.057 
0.050 


0.0629 
0.0572 
0.05D0 


0.0671 
0.0596 
0.0522 


1470 
1495 
1490 



The experiments upon which the above table and the curves 
on Plates II, III, and IV are based were made by Professor 
Gutermuth, of Darmstadt, and were published in the Zeit- 
schrift des Vereines Deutscher Ingenieure, Jan. 16, 1904. 

The following specimen calculation shows the method of 
using the equations on page 62. Taking the conditions in the 
first case in the above table, 

Pi = 132.3 pds. absolute per sq. inch; 

5i=heatofliquidatPi=319.3B.T.U.| _,,oo^rr.rr. 

ff,= '' 'Vaporization at Pi =868.4 J?i+^.-ll»» ^-L-^-, 
J5?i+-E^== specific entropy of steam at Pi = 1.573 ; 
P2 =pressure in the orifice, pds. abs. per sq. inch = 75.2 pounds; 
52= heat of liqu d at P2 = 277 B.T.U.; 
ir2 = absolute temperature at P2 = 768° F.; 
-^2 = specific entropy of water at P2 = 0.446; 
Specific volume of dry steam at P2 = 5.75 cu. ft. 

From equation (12), for hioist or dry steam, on page 62, 

V^^2g=^778(qi-q2-^H,-T2(Ei+E,-E2)), 
from which 7= 1470 ft. per second. 

Calculating the quality of steam after expanding adiabatic- 
ally from 132.3 to 75.2 pounds absolute, the specific volume 
at the lower pressure will be 0.965x5.75=5.55 cu. ft. 

The steam flows through an orifice of 0.0355 in. cross-sec- 
tional area at the velocity 1470 f-. per second. 
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Since for steady flow 

Volume discharged = area of orifice X velocity, 

the volume flowing per second = 0.0355 -^ 144 X 1470 = 0.362 cu. ft., 

and since each, cubic foot weighs ^^ pounds, the weight flowing 

0.362 
per second is , ^, = 0.0629 pounds. 

The calculation for the weight of flow through an orifice 

may be simplified by an approximation to the area of the heat 

diagram, as follows: 

HN 
Assuming that steam of quality jfTf expands adiabatically 

along the line NA (Fig. 22), the heat given up is represented by 



Tx 



X 




-E- 



-Er- 




FiQ. '22. 



the area FHNAF lying between the limits of temperature Ti 
find 72. This area is equal to the mean width of the area mul- 
tipUed by the range of temperature, or since FH is nearly 
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a straight line, the heat causing flow=X(5ri--!r2)=approxi^ 

mately 

(entropy HN + entrop y FA) . ^ _ ^ 
2 ^^ 1-^2;. 

Taking the data in the second line of the table on page 64, 

Pi = 117.6 pds. abs. 

ri=800degs. abs. 

P2= pressure in orifice, or 0.57Pi =67 pds. 

r2=761degs. abs. 

Assume that the quality of the entering steam is 100% or 
that N coincides with M^ then 

Entvoipy HN =1.093 

Entropy PA =0.053 -1.093 = 1.146 



Entropy HN+FA =2.239 

2 239 
' =1.12 entropy corresponding to mean ordinate. 

800-761=39 degs. 
39X1.12=43.6 B.T.U. . 



Velocity =\/778x43.6x64.4 = 1480 ft. per second. 

The velocity calculated on page 64 is 1495 feet per second. 
The specific volume of steam at the orifice pressure of 67 pds. 
is 6.4 cu. ft. Cross-sectional area is 0.0355 sq. inch. 

The weight flowing per second is then 

0.0355X1480 ^^.^ 

144X6.4 =0-0^7 pound. 

Let area of orifice in sq. inches be called A; 

specific volimie (cu. ft. per pound) of steam after expand- 
ing to P2 ( =0.57Pi) be called V2; 
entropy values be designated by letter E with sub- 
scripts, that is, as Pi and P2, Fig. 22. 
temperatures corresponding to Pi and 0.57 Pi be called Ti 
and T2 respectively. 
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The weight flowing per second = 



J:}^V{E,-^E2){Ti-T2) (14) 

V2 

The formula may be extended so as to include cases in which 
superheated steam is used, by adding to the expression under 
the radical the equivalent of the superheat in the steam per 
pound. 

The volume V2 after expansion to 0.57p will be very nearly 
96.5% of the specific volume at the pressure 0.57pi. This 
may be verified by means of the heat diagram by finding 
the quality of steam after the expansion stated. 

Calculation of Rate of Flow and of Reaction against the Out- 
flow Vessel. — If the reaction due to a jet delivering a given 
weight of substance per unit of time be known the velocity 
of the jet can be computed. 

The velocity of a jet is produced by a force urging the sub- 
stance onward, and the work done by this force is the equivalent 
of the heat given up by the steam during its fall in pressure 
and temperature as it flows through the orifice, or nozzle. 

Nature of the Reaction. — A jet in flowing from an orifice 
in a chamber suspended by a flexible tube as in Fig. 23, 
causes the chamber from which the jet flows to move in a 
direction opposite to that of the flow of steam, and to assume 
some new position, as indicated by the dotted lines. While 
the force holding the chamber in this new position is the equiv- 
alent of the force urging the jet onward, and may therefore 
be used as such in computing the velocity of the jet, the true 
nature of the influence producing the reaction is not brought 
out by such an explanation. 

If a force could be conceived to act back through the stream 
and thus push the chamber into the new position, it would be 
necessary to conceive also of a point of application of the force 
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to the object moved — that is, to the chamber from which the 
jet flows. If the force were appUed to the steam within the 
chamber, the unit pressm*e within would be increased. This 
is contrary to observation, and, besides, such an increase in 
pressure would apply to all sides of the chamber, and no un- 




FiG. 23. 

balanced forces would arise to cause displacement of the chamber 
as a whole. 

It would be difficult to conceive of a force acting in a direc- 
tion opposite to that of the flow of steam, and being applied 
to the edges of the orifice in such a way as to affect the position 
of the chamber. 
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Without speculating further, the removal of pressure at the 
entrance to the orifice allows the steam about the entrance to 
expand in volume, to fall in pressure and temperature, and to 
be forced through the orifice by that part of the intrinsic energy 
of the steam itself which is given up during the expansion, and 
converted into the kinetic energy of flow. The diminution of 
pressure about the entrance to the orifice while the pressure on 
the other surfaces of the interior of the chamber remains the 
same as before results in an unbalanced force within the vessel, 
causing displacement of the vessel as" a whole. Equilibrium is 
restored only when the elasticity of the supporting tube causes 
a force sufficient to balance the resultant of the internal pres- 
sures. 

If a conically divergent nozzle of suitable proportions be 
added to the orifice on the side of the chamber, the expan- 
sion of the steam after it leaves the orifice may, with cer- 
tain initial pressures, result in a higher velocity of flow in a 
given direction than occurs after expansion through a simple 
orifice. If the steam, before leaving the large end of the nozzle, 
expands down to the external pressure at the exit from the 
nozzle, then the velocity of flow will be as great as it is pos- 
sible to attain with the pressures involved and the particular 
nozzle in question. 

The question arises, since an increase in velocity must be 
accompanied by an increased reaction, where does the addi- 
tional unbalanced force find its point of application? Assum- 
ing that for a given nozzle and given initial pressure definite 
orifice conditions exist as to pressure and rate of flow, the 
conditions of expansion in the part of the nozzle beyond the 
orifice may be supposed to not affect the orifice conditions. 
Taking two sections indefinitely near to each other, at which 
pressures p and (p—dp) exist, the pressure dp acts in the direc- 
tion AC J normal to the nozzle surface, upon each elementary 
area, and may be resolved into two components, AB and BC, 
perpendicular and parallel, respectively, to the direction of flow. 
If the nozzle sides make an angle a with the direction of flow 
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the components along and perpendicular, respectively, to that 
direction are (Fig. 24) : 

BC = dpsiaa, 

AB = dp cos a. 

If the rate of pressure fall along the nozzle be assumed, 
the integration of the above expressions over the interior sur- 
face of the nozzle will give values for the components AB 
and BC, the latter representing the reaction against the nozzle. 
Further analysis would not assist in the following appUcatioii 
of the reaction principle to problems in the flow of steam, 
since the pressures in the nozzle vary in a complex manner; 




Fig. 24. 

but the above indicates the general character of the forces 
involved. It is evident that the reaction accompanying flow 
through a straight nozzle or pipe would not differ from that 
through a simple orifice, except that the rate of flow would 
be affected by the friction caused by the nozzle walls. 

The development of equation 14 shows that the maximum 
possible velocity due to adiabatic expansion from Pi to P2 is, 
approximately. 



50103^Ii^\t,^T2) . 



= 158\/iEi+E2KTi-T2), . . . (15) 

where Ei and £2 represent entropy changes, as stated on 
page 66. 



Digitized by 



Google 



CALCULATION OF VELOCITY AND WEIGHT OF FLOW. 71 

If the expansion is that occurring in an orifice, the range 
of pressures is between Pi and 0.57Pi, and at the higher pres- 
sures, that is between 200 pounds and 100 pounds, the value 
of the expression under the radical is from 9.60 to 9.70. 
Below 100 pounds the value is from 9.0 to 9.4. Taking an 
average value of 9.5, the Umiting velocity in the plane of an 
orifice is, approximately, 

158 X 9.5 = 1500 ft. per sec. 

The weight of flow may be calculated by using the follow- 
ing formula: 

AV2 



Tr= 



1^2X144' 



where 4 = area of orifice in square inches; 

72 = 1450 for initial pressures below 100 pds. abs.; 
^2 = 1520 for initial pressures above 100 pds. abs.; 
^2 = cubic ft. per pound at pres. of P2=0.57Pi. 

For example, 

Let Pi = 155 pounds per sq. inch absolute. Then P2 = 

0.57X160 = 88 pounds. 

1^2=4.96. 

Let A = 0.0275 sq. in. 

^ 0.0275X1520 ^^,^, 
Weight per second = ^yI a y 4 Qfi =0-0585. 

This result may be compared with the result for 155 pounds 
pressure on page 92. 

A more satisfactory formula, however, is derived from 
the velocity as given on the preceding page, as follows: 

V = 158\/(^i-f^2)(7^i-r2), 
V2 
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72 STEAM-TURBINES. 

This will be found to give results agreeing very closely with 
the actual weight of flow from orifices with rounded entrance. 

The statement is frequently made and seems to have been 
largely accepted, that steam flowing through a simple orifice 
cannot attain a velocity greater than about 1500 feet per 
second. This is probably true for the position inmiediately 
at the smallest section through which the steam passes, but 
it should not therefrom be concluded that the total kinetic 
energy possessed by a jet from an orifice is limited to the amount 
corresponding to that velocity. It seems that in flowing 
through a simple orifice steam gives up energy imtil it attains 
a velocity corresponding to about that of sound, but that after 
that state of activity has been reached, further acceleration 
does not occur imtil the narrowest section has been passed. 
As soon as the steam reaches a point just beyond that section, 
however, it is free to expand to the pressure of the medium into 
which the orifice leads. The jet issues in a well-formed stream 
in a given direction, and as it falls in temperature the heat 
liberated tends to further accelerate the jet in the direction 
of motion. If there is no directing nozzle beyond the orifice, 
however, the jet begins to spread soon after leaving the orifice, 
and hence its kinetic energy is given up in directions other 
than that of the original jet. The same amount of energy 
is given up by a jet from an orifice as from an expanding nozzle, 
but the latter, if properly proportioned, serves to contain the 
steam during expansion so that the maximum possible velocity 
in a given direction is obtained with Uttle vibration of the 
atmosphere and consequent loss of energy. 

The experimental work previously referred to shows that 
much higher velocities than ordinarily supposed are possible 
by the use of orifices, and it has been found in building certain 
turbines of the impulse type that fully as good, if not better, 
results are obtained in the lower stages of turbines by the use 
of orifices instead of nozzles. The latter are especially suited 
to pressures above 70 or 80 pounds absolute. 

In the ideal case, used for predicting results to be expected, 
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the following steps may be taken towards calculating the 
weight of flow and velocity. 

(a) Find the weight of flow caused by the fall in pressure 
in the orifice to 0.57Pi, as in the equation 

V2 

(6) Find the velocity corresponding to the heat given up 
during drop in pressure to that existing at the exit of the orifice: 
or nozzle, or P3, from equation (15) : 



7=i58\/(£i+^3)(ri-r3), 

where Ez is the entr<^py change as marked on the diagram- 
(Fig. 22), and T3 is the corresponding absolute temperature. 

(c) Correct these by experimentally determined coefficients 
for friction and other losses, as will be explained in the following 
chapter. 

(d) If the weight of steam flowing through the passageway 
per unit of time has been determined experimentally, or if the 
reaction has been so found, it may be useful to employ these 
values for calculating the actual velocity. 

The reaction in pounds has been shown to equal the weight 
of flow per second times velocity in feet per second divided 
by g (=32.2). The equation for calculating the reaction may 
be written 

WV I'SS 1 1^4 

R = —=^{{E, + Es)iT,-Tz)\iX^{iE,+E2)(Ti-T2)\* 

K A A 

^^\iEi+Es){E,+E2){Ti-Ts)iTi-T2)]*. (16) 

In the above, A = area of least cross-section of passage, in 
square inches. 

V2 = specific volume of steam at 0.57Pi, in cubic feet. 

Values of v, E^ and T may all be taken from the heat dia- 
gram directly, with sufficient accuracy for engineering pur- 
poses. 
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An equation for calculating the reaction of a jei of steam 
Sowing into the atmosphere was developed about the time when 
Mr. George Wilson's experiments were made (1872), and al- 
though the equation must be regarded as empirical, it expresses 
^th remarkable closeness the results that have been obtained 
AS to the reaction of steam-jets discharging into the atmos- 
phere. The reasoning made use of in developing the equation 
was somewhat as follows: 

If steam be allowed to expand behind a piston in a cylinder 
from Pi to 0.57Pi, adiabatically, the mean effective pressure 
will be about 0.33Pi. If a stream capable of exerting this mean 
pressure were allowed to flow through an orifice, it would be 
able, according to the principles governing the impulse of jets 
of fluid, to exert an impulsive pressure, and therefore a reac- 
tion, of twice the pressure corresponding to its static head, or 
of O.66P1. Besides this pressure the reaction would be in- 
creased by the addition of the pressure in the orifice, or 0.57Pi, 
but as the flow is into the atmosphere, and Pi is in pounds 
absolute, the atmospheric pressure must be subtracted. The 
expression for the reaction then becomes 

H = Pi (0.66 +0.57) - 14.7 = 1.23Pi - 14.7 lbs. per sq. in. of orifice. 

The following table * shows the degree of approximation to 
'Bxperimentally determined reactions which can be attamed by 
use of the equation. The experiments were made by Mr. George 
Wilson with the apparatus shown on page 140. 

Further calculations by means of the formula just developed 
are given in Chapter VI. If it be attempted to apply the 
formula to cases of discharge into a condenser maintaining 
conditions of partial vacuum, it will appear that the results 
are not in accordance with calculations made on the basis of 
heat given up. The maximum velocity of flow of a jet dis- 
charging into a perfect vacuum would be, from the formula, 
that corresponding to a reaction of 1.23Pi. For steam of an 

* Proceedings of Engineers and Shipbuilders of Scotland, 1874-5 
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Absolute Pressure. 


Reaction, Orifice 




CalcuUted. 
Experimental. 


Pounds per 
Square Inch. 


1.0956 Sq. Ins. Area, 
by Experiment. 


Reaction Calculated. 


16.49 


3.54 


3.63 


1.025 


18.10 


6.52 


6.78 


1.040 


19.98 


9.86 


10.05 


1.019 


23.10 


14.75 


14.92 


1.011 


24.85 


17.27 


17.37 


1.005 


25.60 


18.32 


18.10 


0.988. 


27.30 


20.84 


20.68 


0.992 


39.40 


38.00 


37.00 


0.973: 


54.40 


59.00 


59.00 


1.000 


73.20 


85.11 

Reaction, Orifice 

0.4869 Sq. In. Area. 


82.60 


0.970 


22.80 


8.10 


8.21 


1.015 


42.20 


18.22 


18.14 


0.995 


65.40 


32.50 


32.04 


0.98& 


77.00 


39.55 


38.51 


0.97a 


. 84.90 


44.00 


43.72 


0.994 


93.00 


48.50 


48.58 


1.002 


112.70 


58.30 ' 


60.38 


1.034 


55.70 


26.67 


26.20 


0.983: 


84.70 


44.30 


43.56 


0.983 


113.70 


59.60 
Sum 


60.90 


1.022 




... 20.008 




Average of 20 


experiments 


... 1.0004 



initial pressure of 160 pounds absolute per sq. in., discharging 
into a vacuum of 28 ins. through an orifice of 0.25 sq. in. cross- 
sectional area, the maximum weight of flow per second would 
be 

1.1X0.25 



W- 



4.7 



V2.15x42=0.55pds. 



The reaction would be, by the above equation, 
R = (1.23X 160 - 1.0)0.25 =49 pounds, 

and the velocity 

^^ Rg 49X32.2 ^^„^^, 

7 = :^ = — Q-gg 2870 ft. per second. 

This result may be compared with that obtained by use of 
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76 STEAM-TURBINES. 

the approximation to the fundamental equation for velocity, 
eq. (15): 



= 158X24.2=3820 ft. per second. 

It will be shown in the following chapter how calculations 
made by the last used equation may be modified by a suitable 
coefficient for friction losses in the nozzle or orifice, so as to 
predict results to be expected in practice. 
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CHAPTER V. 

VELOCITY AS AFf^CTED BY FRICTIONAL RESISTANCES. 

Referring to Fig. 25, let a pound of steam be at pressure 
pi and volume vi, and let its adiabatic expansion be indicated 
by curve pi^i - P2V2' At P2V2 partial condensation of the poimd 




Fig. 25. 

of steam has occurred, and there exists a volimie V2 of steam, 

and a certain amoimt of water, the steam and water together 

weighing one pound. If the steam contained at pivi the heat 

Hi, and contains at V2 the heat H2, the increase of velocity 

of the steam that could occur, due to ^he fall from piVi to 

P2V2, is 

72 = 164.4 X778 X (ffi -il2) }*. 

77 
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78 STEAM-TURBINES 

Now let the pound of steam expand from the same initial 
condition pi^i to P2V3, in which vz is greater than V2. Since 
the final pressure p2 is the same for both cases of expansion^ 
the steam at the condition of greater volume per poimd, vs, 
is more nearly dry than at V2. This means that after expansion 
to ^3 the steam possesses more energy than after expansion 
to V2, or, in other words, it has given up less of its energy than 
was given up by expanding adiabatically. Having reached the 
lowest available pressure, and temperature at p2, the steam 
cannot give up any further energy, because it cannot fall any 
further in temperature. The shaded area (Fig. 25) represents 
the difference between the energy (in foot-pounds) given up 
by the steam in the two cases. Let the quantity of heat remain- 
ing in the steam at p2Vz be if 2'. This is greater than H2 be- 
cause less condensation has occurred during the fall from piVx 
than occurred during adiabatic expansion. 

The velocity of the steam after falling to P2V3 is 

72' = 1 64.4 X778 X (ff 1 -ff 2O }*. 

The velocity after adiabatic expansion to P2V2 is 

V2 = {64.4 X778 X (ff 1 -ff 2) }*. 

The difference between the squares of the velocities, or the 
loss of energy, is evidently represented by 

722-F2'2 = Fx,2= {Q4:AX778X{H2'-H2)]. 

Remembering that the quantity of steam involved is one 
pound, the loss of energy is 



^-778(HV-H2). 
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Let N, Fig. 26, represent the initial condition of the pound of 
steam (at piVi in the pressure-volume diagram), and let 
expansion occur adiabatically along NA to the temperature 
corresponding to p2. The amount of steam present at A will 
be FA -^FL pounds, and the amount of water will be 1 —FA ^ 
FL pounds. The quality of the steam will therefore be 
x^FA^FL. If expansion occurs in a passage which opposes 




frictional resistance to the flow, the steam gives up part of 
its energy to overcome the resistance, and the work thus done 
appears as heat in the walls of the passageway, or in the particles 
of the steam itself. Each indefinitely small drop in tempera- 
ture is accompanied by this giving up of heat to the surround- 
ings of the steam, and the surroundings give back heat to the 
steam as soon as the latter falls below the temperature to which 
the surroimdings have been heated. This giving back of heat 
to the steam re-evaporates the water of condensation resulting 
from adiabatic expansion and raises the quality of the steam 
so that expansion occiu*s along some such line as NX. If 
expansion occurs through a smaU hole into a comparatively 
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large chamber, as in a throttling calorimeter, the final velocity 
of the steam is negligibly small, and the work of friction is all 
spent in increasing the internal energy of the steam during 
its fall in temperature. Thus, as practically no heat escapes, 
the expansion ollows the constant heat curve Y. At any 
lower temperature, as at FL, the quantity of heat present is 
the same as was present at N, but no external work has been 
done; and if FL is at the lowest available temperature, the 
whole of the heat must be rejected and cannot be usefully 
employed. The case is like that of the water in the tail-race 
of a mill — ^it can fall no farther and hence can give up no more 
energy, although the mass of water present is the same as it 
was as it flowed in the penstock. The total heat above the 
starting-point F in a pound of steam at condition N, Fig. 23', is 

Hi=SiTeeiGFHNADG. 

If unresisted adiabatic expansion occurs along NA, the quantity 
of heat usefully employed in giving velocity to the steam will be 
that represented by area FHNAF. 

The heat rejected along the Une ,AF of lowest available 
temperature will be 

H2==a.Te8iGFADG. 

If the work of friction in the nozzle should be sufficient to cause 
the steam to fall in temperature along the constant heat curve 
y , the whole of the heat available at N would exist in the steam 
ufter falling to Z, and would be rejected along the line ZF. 
The heat so rejected would be 

jy2'=area(?i^Z/(?, 

which equals ffi, the original heat in the steam at N. The 
total amount of heat available at N would thus fall in tempera- 
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VELOCITY AND FRICTIONAL RESISTANCES, 81 

ture without doing any work towards increasing its own velocity 
— that is, the velocity at Z being ¥2^, 

72'= {64.4x778(ffi-ff20}*=0, 

since ff 1=^2'. 

The work of friction is represented by the area ANZA. 
It is obvious that the work of friction causes the entropy of the 
steam at its lowest temperature to be greater than it would be 
if adiabatic expansion occurred from N to A. The heat re- 
jected is therefore made greater by an amoimt represented by 
the area ADJZA, which represents the actual loss of kinetic 
energy due to friction. The work of friction represented by 
area ANZ is all returned to the steam, and serves to increase 
its dryness fraction, but in doing so it decreases the amount of 
energy the steam is capable of giving up towards increasing 
its own velocity. 

Example. 

Let the initial pressure at iV = 150.0 pds. sq. in. =pi; 
'' " final '' '' Z= 1.5 '' '' " =p2; 

'' '' quality of steam at iV= 0.90; 
*' '* steam fall in pressure along the constant heat 
curve Y. 

Heat of liquid at 150 pds. abs.=330 B.T.U. 

'' '' vaporization at 150 pds. abs. = 861 B.T.U. 
0.90x861+330 = 1105 B.T.U. total heat per pd. at N. 

Since the heat at Z is to be also 1105 B.T.U. and the 
total heat of saturated steam at L is 1117 B.T.U., the quality 
at Z may be found as follows: 

Heat of liquid at F=84.1 B.T.U. 

Quality at Z = (1105-84.1) -^ (1117-84.1) 

entropy FZ 
entropy FL ^'^^^' 
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82 STEAM-TURBINES. 

Entropy of vaporization at 1.5 pds. pres. = 1.790= en- 
tropy FL. 

Entropy FZ = 1.79 X0.987 = 1.766. 



Heat beneath i?'F= 330- 84= 246 B.T.U. 
" fli\r= 0.9X861= 775 " 

it 

1021 '' 



= if 1= heat in 
steam at 
initial con- 
ditions. 



Heat beneath i^Z= entropy FZxabs. temp, of steam at 1.5 
pds. pres. 
= 1.77X577 = 1021 B.T.U. 
=heat in steam at final condition at Z 

It is evident that Hi-H2'=0 and therefore that no 
velocity would result from fall of temperature along the 
curve F. It is to be noticed that in the above example the 
heat represented by area ADJZA equals that by FHNAF^ 
since GFHNDG equals GJZFG, and GDAFG is common to 
both areas. Thus the initial available heat just equals the 
loss of heat caused by the steam following the curve of con- 
stant heat. 

In general the steam in a nozzle expands according to 
some such curve as NX, between NA and NZ, and the shaded 
area NAXN represents the friction work, while AXKDA rep- 
resents the loss of energy due to the resistance. Since the 
friction work is all returned to the steam as heat it is not nec- 
essary to determine its value, but the loss of energy due to the 
frictional resistance is one of the most important items con- 
nected with steam-turbine calculations. 

Let Hi =heat in entering steam per pound at pressure pi ; 
52= heat rejected after adiabatic expansion to the lower 

pressure p2; 
ff„=l;ieat of vaporization of dry saturated steam at 
pressure p2. 

If the steam falls in pressure a'diabatically, and without 
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f Fictional resistance, the heat given up is H1—H2 and the 
velocity developed by the steam-jet is 

F={64.4x778x(jyi-ff2)}*. 

If y one-hnndredths of the heat Hi is lost, due to the fric- 
tional resistance corresponding to fall down the curve NX, 
Fig. 26, the heat given up will be (l—y){Hi—H2) and the 
resulting velocity will be 

F={64.4x778x(l-j/)(Fi-ff2)}*. . . . (17) 

The quality of the steam after expanding to p2 against 
the resistance will be higher than after adiabatic expansion 
by an amount represented by AX-^FL, Fig. 26. This ratio is 
the same as the ratio between the quantities of heat beneath 
AX and FL respectively. But the loss of heat, y{Hi-H2)f 
is equal to the heat represented by the area beneath AX, and 
the heat beneath FL is equal to the heat of vaporization, 
H^, of steam at p2. Therefore the increase of quality of the 
steam, due to the resistance, is 

x" = j/(ffi-ff2)-F,. / . . . . (18) 

The quality at X, Fig. 26, is the sirni of the per cent of steam 
at A and the percentage represented by. the above expression. 
Knowing the weight of steam flowing through a passage per 
unit of time, the volume may be determined from the quality 
of the steam. Knowing the volume and the velocity the 
proper cross-sectional area for the passage may be determined. 

Example. 

Let the initial pressure be 150.0 pds. per sq. in. abs. =pi; 

'' '' final " '' 1.5 '' '' " '' '' =P2; 

*' '* loss of energy in the passage be 15% or j/=0.15; 

'/ ' ' initial quality of steam be 0.98. 
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Then Fi =1090 B.T.U. 
Entropy at N (Fig. 26) =1.543. 

Entropy at A = 1.543 -entropy B(? = 1.543 -0.157 = 1.386. 
jff2= entropy FAxohs. temp, corresponding to p2 = 1.386 
X577=800B.T.U. 

Velocity F= { 64.4x778x0.85(1090-800) } * =3500 ft. per sec. 
The quality of steam at A would be 

x' = Entropy FA ^ entropy FL = 1.386 -^ 1.791 =0.774, approx. 

This quality is increased by the amoimt 

x"=j/(Fi-il2)-ir,=0.15x290-^ 1033=0.042, 

or the quaUty at X is x'+x"= 0.774 +0.042 =0.816. 

The specific volume of steam at p2, or 1.5 pds. abs., is 227 
cu. ft. Neglecting the voliune of the water of condensation, 
the volimie per poimd of the steam in the present example is 

227x0.816 = 185cu. ft. 

In any conduit or passage, if a steady flow of fluid takes 
place, the volume flowing per second is 

Q=AF, 

where A is the area of cross-section of the passage and V is 
the velocity. If Q is in cu. ft., then A should be in square ft. 
and V in ft. per second. If the passage varies in cross-section 
to -4.1 and the quantity Q remains the same, then Q=^AiVi, 
In general, for steady flow the equation may be written 

0=^7=^171=^2^2, etc. 

If the volume varies, then for a given area of cross-section 
the velocity will vary. In the present example, suppose 
0.25 pd. steam flows through an expanding nozzle and reaches 
at the large end a velocity of 3500 ft. per second, as found 
above, corresponding to a pressure of 1.5 pds. abs. per sq. in. 

The volume per pd. has been found to be 185 cu. ft., or 
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the vol. flowing per second is 0.25X185=46.2 cu. ft. It is 
required to find the cross-sectional area of the nozzle at the 
large end. 

0=46.2 cu. ft. per sec. 

7=3500 ft. per sec. 

A =0-7=46.2^3500=0.0132 sq. ft. 
or 0.0132X144 = 1.9 sq. inches. 

Problem. — Find the smallest cross-section of a conically 
divergent nozzle for carrying out the expansion indicated 
in the above problem, and find three intermediate cross-sec- 
tions, where the pressures will be 75, 50, and 25 pds. abs. respect- 
ively. Make the nozzle 8 inches long and sketch it on cross- 
section paper. 

Assume that the pressure falls in the throat of the nozzle 
to 0.75xinitial pres., or 0.75X150 = 112 pds. 



CalcifLations for P2— 1.5 
Pounds Absolute. 



Abs. 



»2 = 7.6 
Pds. 
Abs. 



Abs. 



Abs. 



Abs. 



-75 



Abs. 



i/, = (0.98 X861) + (330-84) - 

(B.T.U.) 
En. 



Ebo 

Efa ^En-Ebg 

Hz = ahB. temp. T^XEfa 

(B.T.U.) 

H,-H>, (B.T.U.) 

F = V[64.4X778X(1.00-0.15) 

(H,-H2)] (ft. per sec.) 

Efl = entropy of vaporization 

at 2)2 

Quality at A «= Efa -5- Efl = 
1.386 



1.791 

Heat of vaporization at pi'^Hv 

(B.T.U.) 
Increase in quality along AX 

= y{H\ —H2)-^Hv 

Quality at X =0.848+0.042 

Sp. vol. dry steam at j>2 (cu. ft.) . . 
Vol. per pd. of wet steam, 

227X0.816 = ^2 

Vol. per sec. =0.25X185 = 

A.rea (sq. in.), cross-section of 

1 n . T7 46^2X144 
nozzle-Q^F---3g5^ .... 

Diameter of nozzle, ins 



1090 
1.543 
0.157 
1.386 

800 
290 

3500 

1.791 

0.774 

1033 

0.042 

0.816 

227 

185 
46.2 

1.9 
1.56 



1025 
1.543 
0.264 
1.279 

820 
205 

2960 

1.542 

0.829 

988 

0.0311 
0.860 
50.0 

43.0 
10.75 

0.523 
0.819 



992 
1.543 
0.314 
1.229 

829 
163 

2640 

1.432 

0.856 

965 

0.0253 
0.881 
26.1 

23.0 
5.75 

0.313 
0.631 



965 
1.543 
0.354 
1.199 

840 
125 

2310 

1.350 

0.888 

946 

0.0198 
0.908 
16.1 

14.6 
3.65 

0.227 
0.538 



924 
1.543 
0.411 
1.132 

840 
84 

1890 

1.237 

0.915 

917 

0.0137 
0.927 
8.41 

7.81 
1.95 

0.148 
0.434 



897 
1.543 
0.446 
1.097 

842 
55 

1530 

1.169 

0.939 

898 

3.0092 
0.948 
5.75 

5.28 
1.32 

0.124 
0.404 
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The curves on Plates IV, V, and VI show that less steam 
flowed through the divergent nozzles at the right than through 
the orifices at the left. Also m the case of the nozzle with 
rounded entrance the maximum rate of flow was reached by 
the time the ratio of back pressure to initial pressure reached 
the value 0.85. It seems from the curves on Mgs. 62 to 56, 
and from data regarding orifices, that the pressure in general 
falls at the throat of the nozzle and then rises again. Ex- 
periments indicate that the pressure in the throat of the nozzle 
falls to that value which gives the maximum flow of steam 
by weight at any given initial pressure. By calculating the 
energy given up during the fall in pressure, the corresponding 
velocity may be ascertained, and the proper cross-sectional 
area for the smallest part of the nozzle may be found. 

Referring to Fig. 26, to calculate the smallest diameter 
of nozzle for the present example: 

The entropy FL = 1.10, 
'' -F^ = 1.06. 

Therefore the quality at 4=0.96 or 4% of the steam is con- 
densed in passing the throat of the nozzle. 

ffi =844+24 =868 B.T.U. 

H2=EfaXT2--1'0^X 797=845 '': 

Hi — ii2 ^ 23 

Neglecting the loss that may have occurred up to the point 
under consideration, 



Velocity in throat =\/778x64.4x23 = 1070 ft. per sec. 

Specific volume at 112 pds. =3.96 cu. ft. 

Volume at quaUty 0.96=3.8 cu. ft. 

Volume passing per second =0.25x3.8 =0.95 cu. ft. 
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0.95X144 
1070 
Diameter at '^throat= 0.404 inch or approximately 13/32". 



Area of cross-section = ' ..^ . — =0.128 sq. in. 



Having found the largest and smallest diameters of the 
nozzle the latter may be drawn to scale. The length must 
be decided upon according to circumstances and the designer's 
judgment as to the effect of length and angle of divergence 
upon the friction losses. The points in the length of the nozzle 
where the previously calculated pressures will occur may be 
located with the assistance of a pair of dividers for finding 
the diameters corresponding to the areas for their respective 
pressures. 

Another form in which the problem may present itself is, 
given the initial and final conditions of the steam, to find what 
loss' of energy will occur by reason of resistance in a given 
nozzle. 

Let it be found from a test that at the end of expansion 
'from 150 lbs. abs. to IJ lbs. abs. the quality of exhaust is 0.816. 
It is required to find the percentage of loss due to frictional 
resistance in the nozzle. 

As before, ^1 = 1090 B.T.U. fl^2=800 B.T.U. 
f?i-ff2=290B.T.U. 

Quality at ^4 = quality due to adiabatic expansion =0.774. 
Increase in quality represented by ^X =0.816 -0.774 =0.042. 
Hence, y{Hi-H2)^H^=^0.281y=0M2. 

042 
t/=loss of energy =^^=0.15, or 15%. 

This problem being the inverse of the one previously worked 
out, the result just found is the same as the assumption of 
energy loss in the previous example. 

The method developed in Chapter IV for simplifying com- 
putations of velocity by means of the heat diagram may be 



Digitized by VjOOQIC 



88 STEAM-TURBINES, 

used equally well in cases involving the allowance for losses. 
Thus, instead of equation (17), 

y = i64.4x778(l-t/)(ffi -il2) }*, 
may be written 

V = 158{(E,+E2){Ti-T2)(l-y)}^, . . (19) 

where Ei and E2 represent entropy changes at absolute tem- 
peratures Ti and T2 respectively, as before. 

If the values of y are known for a given type of nozzle 
operating under given pressures, the velocities may be pre- 
dicted. It is necessary first, however, to analyze results ob- 
tained by experiment in order to find proper values for the 
coefficient y. 

Suppose, for example, that curves representing actually 
obtained results from a given type of orifice or nozzle have 
been plotted. Curves A on Plates V and VI are of this charac- 
ter. Curves B are plotted from equation (17), using the value 
2/=0. The loss of velocity in the actual orifice or nozzle is 
then represented by the distance between the curves A and B. 
Let it be required to find the friction loss y at different initial 
pressures, and to use these values for obtaining a curve coin- 
ciding with curve A. 

Let the velocity from the actual curve A be called Va', 

it a a a a '^^^^^ a 5 u a y^ 

Then 7a=\/50103(i/i-H2)(l-j/); 

ye>=V50103(/fi-/f2); 

Y^^Vl-y or y=^l-[-yJ . 

Values of y may be plotted, as is done at the bottom of 
Plates II and III, from calculations given at top of page 89. 
These calculations apply to the curves A and C, Plate III. 
The curves show that as the initial pressure is decreased 
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Initia Pressure 
Absolute. 


V^ 


Vb, 


V. 
Vb' 


"'^-(^0'- 


60 
100 
140 
180 
220 


1830 
2370 
2680 
2890 
3050 


2260 
2640 
2870 
3030 
3140 


0.81 
0.90 
0.94 
0.95 
0.97 


0.44 
0.19 
0.12 
0.09 
0.06 



the friction loss in the expanding nozzle increases, this being 
especially true for pressures below 100 pounds per square inch. 
In the case of the orifice in a thin plate, on the contrary, the 
losses are less at low pressures than at high pressures. The 
curve of losses on Plate II shows the value of y to increase 
shghtly with the pressure, but the change indicated is so small 
that the value of y for this orifice may be regarded as constant 
at about 0.26. The values for the orifice and for the expand- 
ing nozzle are equal at about 80 pounds absolute initial pressure. 
For the nozzles experimented with by Messrs. Jones and 
Rathbone the losses at 100 pounds and 50 pounds initial pressure 
absolute were as shown in the foF owing table. The back pressure 
was atmospheric in all cases. In all the straight-bore nozzles 
the losses are higher for 100 pounds initial pressure than for 
50 pounds, but in the case of the expanding nozzle the reverse 
is true, the value of y at 100 pounds being only 40 per cent 
of that at 50 pounds. 









Loss Due to Friction. 


Diameter 
Nozzle, 
Inches. 


Kind of Nozzle. 


Initial 
Pressure, 

Pounds 
Absolute. 






Per Cent of 
Ideal. 


Value of y. 


A 


Straight bore, sharp entrance 


100 


11.3 


0.222 


A 


1° a ii . i 




50 


7.6 


0.163 


^ 


it ft H I 




100 


13.2 


0.255 


J 


It 11 ti I 




50 


10.5 


0.208 


i 


** '' rounded ' 




100 


10.6 


0.226 


i 


it H ti I 




50 


8.6 


0.164 


i 


Expand. '' *' ' 




100 


5.7 


0.125 


i 






50 


16.7 


0.312 


} 


Straight " sharp ' 




100 


7.5 


0.145 


} 




50 


3.6 


0.077 
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PLATE II. 
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Curve A, Mr. Rosenhain's experiments; velocity corresponding to meas- 
ured reaction of the jet from an orifice in a thin plate. 

Curve B, calculated velocity, upon the assumption that all the heat 
energy concerned in the drop from the higher pressures before the orifice 
to the constant atmospheric pressure beyond the orifice was converted 
into the kinetic energy of the jet of steam. 

Curve C, values of y at different pressures. 



Digitized by VjOOQIC 



VELOCITY AND FRICTIONAL RESISTANCES. 91 

PLATE UL 
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80 100 120 140 160 180 ! 
Initial Abs. Pressure Pounds per Sq. In. 
Curve A , Mr. Rosenhain's experiments ; velocity corresponding to measured 
reaction of the jet from an expanding nozzle. (Nozzle No. Ill A, page 108.) 
Curve -B, calculated velocity, assuming that all the heat energy con- 
cerned in the drop from the higher pressures before the nozzle to the con- 
stant atmospheric pressure beyond was converted into the kinetic energy 
of the jet of steam. 
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Calculations for Curves A and B on Plate II. 



Least diameter of nozzle . 1882^^ 

Greatest diameter of nozzle. 0.2550^' 



Length of nozzle. 0. 79" 

Least area of cross-section . . 2782" 



Initial 
Pressure, 

Pounds 
Absolute. 


n 


T» 


Ti-r, 


Ei+E^ 


Pounds 
Discharged 
per Second 

as 
Measured. 


Reaction 
Pounds, 
Observed. 


Velocity 

from 
Reaction. 


Velocity 
IdeaL 


35 


720 


673 


47 


2.67 


0.013 


0.45 


1120 


1770 


55 


748 


673 


75 


2.55 


0.021 


1.10 


1690 


2180 


75 


768 


673 


95 


2.48 


0.028 


1.80 


2070 


2420 


95 


785 


673 


112 


2.42 


0.038 


2.70 


2290 


2600 


115 


799 


673 


126 


2.37 


0.044 


3.45 


2520 


2730 


135 


811 


673 


138 


2.34 


0.052 


4.25 


2640 


2840 


155 


822 


673 


149 


2.31 


0.059 


5.05 


2760 


2930 


175 


831 


673 


158 


2.28 


0.066 


5.85 


2860 


3000 


195 


840 


673 


167 


2.25 


0.073 


6.65 


2940 


3060 


215 


849 


673 


176 


2.23 


0.079 


7.45. 


3040 


3130 
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CHAPTER VI. 

EXPERIMENTAL WORK ON FLOW OF STEAM THROUGH 
ORIFICES, NOZZLES, AND TURBINE-BUCKETS. 

In the design of nozzles and steam-channels in general the 
following questions are involved: 

(a) The weight of steam that will flow through when cer- 
tain pressures exist at the inlet and outlet ends respectively. 

(b) The velocity attained by the issuing jet of steam when 
a known weight per second is flowing. 

(c) The heat expenditure necessary in order to produce a 
given amount of kinetic energy in the jet as it leaves the nozzle 
or passageway. 

Experiments to determine the above have been made in 
various ways, and among the methods used are the following: 

1. Steam caused to flow from a higher to a lower pressure 
through various shapes of orifice and nozzle, and the steam 
condensed and weighed. The results obtained by this method 
give the weight of steam that the orifices and nozzles will dis- 
charge per unit of time under differing inflow and outflow 
pressures. This information, however, does not give the data 
for calculating the velocity attained by the steam, because 
the specific volume of the steam at different points along the 
nozzle depends upon the pressures at those points, and the 
latter are not known. Further, the nozzle allowing the greatest 
weight of steam to pass is not necessarily that giving the greatest 
velocity of outflow or the greatest energy of the jet. 

93 
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94 STEAM-TURBINES. 

2. Steam flowing as described in 1, but pressures along the 
nozzle investigated by means of a small "searching-tube" 
held axially in the nozzle. The tube has a small hole in its 
wall, and by moving the tube along the nozzle bore the hole 
occupies various positions and indicates on a gage connected 
to the end of the tube a more or less close approximation to 
the pressures existing at the points where the hole is brought 
to rest. It makes a considerable difference in the results^ 
however, whether the hole in the tube is perpendicular to the 
axis of the tube or slants in the same direction as the flow of 
steam or in the opposite direction. Holes have also been 
drlle(j[ in the nozzle walls and pressures measured at those 
points. From such observations of pressures, the specific 
volume of the steam at various cross-sections has been cal- 
culated, and, the rate of steam-flow being known, the velocity 
at the different sections has been approximately found. This 
method is open to the objections that the accuracy of the pres- 
sure readings is very questionable, and the extent to which the 
steam fills out the cross-sectional areas of the nozzles is not 
known. However, much very valuable information has been 
obtained by this means as to the variation of pressure and the 
vibrations of the steam in the nozzle, the effect of varying 
back pres ures, etc. 

In experiments made in Sibley College during 1904-5 by 
Messrs. Weber and Law, the searchingrtube was arranged so 
it communicated the pressure in the nozzle to the piston of a. 
steam-engine indicator, and thus an autographic representa- 
tion of the pressure changes was obtained. These experiments, 
and others along the same line, will be referred to later. 

3. By arranging the nozzle so that as the steam flows out 
of it the reaction against the nozzle accompanying the accelera- 
tion of the steam can be measured, it is possible to ascertain 
the velocity the steam attains. The rate of steam-flow is 
measured by condensing and weighing, and the velocity in 
feet per second equals the reaction in pounds multiplied by 
g (=32.2) and divided by the weight of steam flowing per 
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second. By measuring the weight and inlet and outlet tem- 
peratures of the condensing water, as well as the weight of 
condensed steam the heat given up in the nozzle can be found 
and the prime object of such experiments may be attained; 
that is, the efficiency of the nozzle may be found — or the amount 
of kinetic energy in foot-poimds that can be produced — by one 
heat-unit in the entering steam. Another way of stating the 
problem is : How much heat is required by a given nozzle in 
order to produce a foot-pound of mechanical or kinetic energy 
in the steam-jet? 

Weight of Steam Flowing Through Orifices and Nozzles 
AS Found Experimentally by Professor Gutermuth. 

Curves 1, 2, 3, and 4, on Plates IV, V, and VI, show the 
weight of steam which flowed from the four orifices shown, 

7)2 

for varying values of — and for varying initial pressures. In 

each case more steam flowed through the orifice with the 
rounded entrance than through that with the sharp-edged 
entrance, and in each case the weight of steam flowing per 
second reached a maximum value, beyond which the weight 
per second did not increase or decrease as the pressure p2 
was decreased. The question of the flow of steam, by weight, 
depends upon the pressures immediately in the orifice, as 
well as upon those in the inflow and outflow vessels. Curves 5, 
which represent the adiabatic flow of a gas which has the 
same ratio of specific heats as dry and saturated steam, accord- 
ing to the equation developed in Chapter II, are not applicable 
to the case of steam-flow, unless the steam remains dry and 
saturated during expansion, or else is initially superheated and 
remains superheated during expansion. Steam in expanding 
adiabatically from a saturated condition becomes partially 
condensed, — the specific heat of the mixture changes and 
the flow is not like to that of a gas. If the steam remained 
superheated, or dry and saturated, during expansion, the 
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Pounds discharged per sec 
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^ Pounds discharged, per sec. 



Digitized by 



Google 



98 



STEAM-TURBINES. 



*OOB J9d poSj'eqosfp spimoci 
^ ^ ^ 




'008 jed paSjvqasf p spuno^ 



Digitized by 



Google 



EXPERIMENTAL WORK ON FLOW OF STEAM, 99 

formula for the flow of gas would apply to that of the steam. 
As it is, however, the point at which the maximum flow of 
steam will occur, through an orifice having well-rounded entrance, 
iigrees more or less closely with the indications of the equation 
for a gas, as is seen by the curves given, and with certain modi- 
fications the equation may be used to indicate the conditions 
of maximum flow. A very useful equation was developed 
by Mr. R. D. Napier, and modified by Professor Rankine, 
based upon experiments by Napier and the equation under 
discussion. The discharge through an orifice a sq. ins. area 
from a pressure pi on one side to a lower pressure p2 on the 
other side may be calculated as follows, according to Napier's 
formula: 

W = ^ if ^=or is less than 0.60. 
70 , pi 



When ^ is greater than 0.60, W =g J { ^^^^ \ . 

Thus, in the case of curve 2, Plate IV, the discharge accord- 
ing to this expression would be 

-^, 0.0355X132 ^__. , _ 
7() =0.0669 pound per second. 

The observed maximimi flow is 0.063 +poimds, or about 94% 
of that given by the equation. 
Similarly, on Plate V, ciu^e 2, 

,., 0.0355X118 __^ , 

W= =7T =0.060 poimd. 

The observed maximum flow is 0.05, or about 95% of that given 
by the equation. 

On Plate VI, curve 2, 

TT7 0.0355 X103 ..^.. , 

W = =^ =0.0523 pound. 



Digitized by 



Google 



100 STEAM-TURBINES. 

The observed maximum flow is 0.050, or about 95.5% of that 
given by the equation. 

The above equation may be taken as a guide for calcu- 
lating the maximum flow of steam when the ratio p2-^pi is 
not greater than about 0.6, but it evidently does not apply 
closely unless the orifice has a well-rounded entrance. 

It is to be observed that curves 4 on Plates IV and VI, for 
the divergent nozzles, show a smaller steam weight discharged 
per second than is discharged from the plain orifice 2. This, 
however, does not mean that the velocity in the divergent 
nozzle is less than that in the plain orifice. 

The table opposite shows the results of experiments with 
the orifices on Plate VII, together with the calculations 
of the steam-flow by Napier's formula and by the thermo- 
dynamic formula which was developed in Chapter IV. All 
the experiments excepting those by Professqr Peabody were 
made in the Sibley College laboratories under the direction 
of Professor R. C. Carpenter. 

It has been shown in the preceding discussion that, at least 
for small diameters of opening, it is possible to calculate very 
closely the maximum weight of steam discharged per unit 
of time under given initial and final pressures. It has been 
quite thoroughly demonstrated that after a certain diminution 
of back pressure, the rate of flow, by weight, ceases to increase, 
and that it remains sensibly constant during further reduction 
of back pressure. The tables on page 109, calculated from 
the experiments of Mr. Walter Rosenhain, and of Professor 
Rateau, further confirm these statements. 

The question as to the rate of increase of flow up to the 
maximum rate has been answered for convergent nozzles of 
certain sizes by the formula by Mr. R. D. Napier (see page 99), 
the work of Professor Rateau (see page 106), and that of Pro- 
fessor Gutermuth (see Plates IV, V, and VI). 

The rate of flow, by weight, up to the point of maximum 
flow, depends very largely upon the shape of the inlet end 
of the orifice or nozzle, — whether the inlet is rounded or has 
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FLOW OF STEAM, THROUGH ORIFICES. 
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1.056 
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39 


24.7 
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.4S2 
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99.5 


233 


213. 1 


330 


1 .046 


1 .013 
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73.1 


39.2 


29.9 


14.8 


.S09 


.61S 


293.4 


99.5 


225.5 


213 


333 


1. 054 


1 .015 
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36.1 


24.8 


14. 9 
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.583 


288.8 


99.6 


235 
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1.054 


1 .033 
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36.1 


19.9 
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.398 


.583 
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36.2 
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14.8 


.339 
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1 .066 
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14.7 


.29s 


594 


311 


99.5 
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.598 
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square or sharp corners. The maximum rate of flow is reached 
much more quickly in some cases than in others, as is shown 
by Plates IV, V, and VI. 

Orifices and nozzles having well-rounded entrances will 
pass more ^team than those with sharp-cornered entrances, 
but this does not mean that they will emit a stream or jet 
having a correspondingly greater velocity than the latter. 
It seems that the rounded or bell-shaped inlet may cause a 
larger amount of steam to be admitted than can be efficiently 
expanded in the nozzle, and that a nozzle having its entrance 
only slightly rounded may have a higher efficiency than one 
with a large convergence of inlet. 

In general, the shape of the inlet has greater influence 
upon the rate of discharge than has that of the outlet; while 
the outlet end has more influence upon the efficiency of expan- 
sion of the steam, and hence upon its exit velocity. The 
experimental work to be discussed later bears out these state- 
ments. 

Whether or not the weight of steam flowing through ori- 
fices and passages of large size and more or less irregular 
shape can be calculated as satisfactorily as for the compara- 
tively small sizes that have been used in experiments is not 
certain. The quantity of steam that will flow through a hole 
one square inch in cross-sectional area, for instance, is so great 
that experiments with such large orifices are seldom made. 
However, the experiments of Professor Rateau, and of Mr. 
George Wilson, given in the tables on pages 106 and 109, were 
made with openings from about i inch diameter up to over 
an inch. Unless the source of steam-supply is of great capacity, 
experiments with openings of large area are of necessity made 
with comparatively low pressures. 

Plate VIII gives velocities calculated from the reactions 
measured by Mr. George Wilson (London Engineering, 1872). 
The rate of flow was taken from the curve on Plate X. 
The inlet side of the orifices was made in the shape of what is 
called the "contracted vein," with the idea of passing the 
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PLATE Vin. 
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Initial Pressure of Steam, Ponnds Absolute per Sq. In. 
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1900 



8000 



9800 




5 1600 



1400 



ISOO 



10 90 80 40 50 60 70 80 90 100 110 190 
Initial Pressure of Steam, Pounds Absolute per Sq. In. 

Curves A give velocity under ideal conditions of steam-flow into the 
atmosphere. 

Curves B and C give calculated velocity as indicated by measured re- 
action. From experiments by Mr. Greorge Wilson. 
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greatest possible volume of steam. The orifices were of com- 
paratively large size (2 and 3 centimeters diam. respectively), 
and it may be that the weight of steam discharged per second 
was somewhat greater than that calculated and used in finding 
the velocity from the reaction. That would account, at least, 
for the calculated velocity being somewhat above that given 
by the ideal curves A, because the velocity is calculated from the 
equation 

22x32.2 



7=: 



W 



and therefore varies inversely as the weight of flow, W,. How- 
ever the curves show the same characteristics as the other 
results given for orifices and straight tubes, namely, a decided 
falling off in velocity for initial pressure above 70 or 80 pounds 
absolute, and comparatively high velocities for pressures lower 
than 70 or 80 pounds. 

Further, comparing these curves with those from small 
nozzles for which the velocity has been determined by measure- 
ment of both reaction and weight of flow (see page 125), it 
seems safe to conclude that the velocities given on Plate VIII 
are not more than from 10 to 15 per cent too high, if indeed they 
are as much as that above the actual values. The surface of 
the orifice, causing frictional resistance to flow, increases only 
as the diameter of orifice, while the quantity of steam increases 
as the square of the diameter. It is therefore probable that 
with large orifices of favorable shape the frictional losses are 
proportionately less than with small orifices and nozzles, and 
that the high velocities indicated by the curves B and C were 
more closely realized than comparisons with results from smaller 
orifices and nozzles would lead one to believe. 

The calculated results in the following table agree more 
closely with observed results in the case of the convergent 
nozzles than in that of the orifice in the thin plate. The con- 
vergent nozzles were simply orifices with bell-shaped entrances, 
and it was shown on page 99 that the equations for weight of 
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discharge apply more closely to such orifices than to those with 
sharp-cornered entrances. 

Results op Experiments by Professor Rateau, and Calculations 

FROM Them. 



0.626 



0.308 






131.0 

121.0 

120.0 

95.0 

64.0 



o 
II 



75.0 
69.0 
68.5 
54.0 
36.5 



hi 



5.60 
6.02 
6.10 
7.60 
11.0 



I 

J 

< 



808 
803 
802 

785 
758 



I 

I 



768 
763 
762 
746 
723 



I 



40 
40 
40 
39 
35 



+ 



2.19 
2.23 
2.23 
2.31 
2.44 






0.530 
0.490 
0.490 
0.390 
0.270 



.'S 



II 



0.565 
0.530 
0.525 
0.424 
0.285 



A 



0.413 



0.135 



130.0 
120.0 
110.0 
153.0 



74.0 
68.5 
63.0 
87.0 



5.65 
6.10 
6.56 
4.85 



808 
802 
795 
821 



767 
762 
756 

778 



41 
40 
39 
43 



2.19 
2.23 
2.27 
2.15 



0.255 
0.235 
0.218 
0.295 



0.250 
0.230 
0.210 
0.294 



0.792 



0.495 



59.0 
54.5 
42.5 



33.6 
31.0 
24.2 



4.42 
11.80 
12.80 



752 

747 
732 



718 
713 
699 



34 
34 
33 



2.48 
2.49 
2.57 



0.361 
0.319 
0.246 



0.424 
0.392 
0.307 



B 



A 



0.953 



0.720 



34.7 

28.4 
50.8 
57.4 



19.8 
16.2 
29.0 
33.0 



16. So 
19.70 
23.50 
12.10 



719 
708 
743 

750 



688 
678 
709 
716 



31 
30 
34 
34 



2.65 
2.70 
2.53 

2.48 



0.370 
0.308 
0.532 
0.591 



0.367 
0.303 
0.544 
0.603 



A, convergent nozzle. B, orifice in thin plate. 

A large amount of data on the pressures existing at different 
points along steam-nozzles, and in jets from orifices, has been 
obtained by experiments, and such information has thrown a 
considerable amount of light on turbine operation. But given 
that sort of data alone, designers are almost as much at sea as 
before regarding the true efficiency of a nozzle or steam-passage 
and the actual velocity of steam-jets. 

The experimental work giving the most direct and satis- 
factory evidence concerning the efficiency of steam-flow in 
nozzles and orifices has been that determining the reaction of 
the jet against the vessel from which it flows. 

The work of Mr. George Wilson (see London Engineering, 
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Vol. XIII, 1872) and of Mr.Walter Rosenhain (see Proc. Inst. C. E., 
London, 1899) was of this character, and in both cases the experi- 
ments were evidently made with care. Mr. Wilson's apparatus 
is shown in Fig. 25. He did not measure the quantity of steam 
discharged, but did obtain a measure of the reaction accompany- 
ing discharge, under various initial pressures, into the atmos- 
phere, with the various orifices which he employed. The sec- 
ond table on page 109 gives a few of Mr. Wilson's results for the 
purpose of comparing the observed reactions with those given 
by the use of the equation developed in the following pages. 

Mr. Walter Rosenhain, of the University of Cambridge, 
has gone a step farther than did Mr. Wilsoi;i, as he has measured 
both the reaction and the rate of steam-flow. Mr. Rosenhain's 
experiments cover a wide range of initial pressures, but the 
final pressure is that of the atmosphere in all the experiments, 
as was the case with Mr. Wilson's experiments. 

Experiments are at the present time being carried on in 
Sibley College, in which the reaction and weight of flow are meas- 
ured, and in which the back pressure is carried down below 
the atmospheric pressure, as is the case in all condensing turbine 
plants. It is the purpose of the experiments to measure the 
heat in the discharge from nozzles in which known kinetic 
energy is developed, per pound of steam supphed, and thus to 
find the efficiency of the nozzles when discharging into the 
vacuum in the condenser. 

Mr. Rosenhain's apparatus is shown in Figs. 27-29, and 
the first table on page 109 gives calculations based upon the 
flow from the simple orifice. No. 1.. 

These results are given to show the degree of approximation 
to be attained by the use of the equations for calculating the 
weight of flow and the reaction as explained in Chapter IV. The 
velocities as calculated are also given, and all the variables are 
further represented in the curves plotted on Figs. 30-40. 

These experiments are of great importance in at least par- 
tially answering the questions stated on page 93. It is hoped 
that before long experimental results giving further information 
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Fig. 27. 



nB 




Fig. 28. 




Fig. 29. 



Hood for collecting steam and directing it to condenser. 
Mr. Rosenhain's apparatus. 
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will be available, especially regarding the flow into condensers 
maintaining conditions of vacuum. 

Experiments by Mr. Walter Rosenhain.* 



Absolute 

Pressure, 

Initial 

Pounds per 

Square inch. 



26 

35 

55 

75 

95 

115 

135 

155 

175 

195 

215 



Weight Flow per Second. 



Calculated. 



0.0105 
0137 
0.0222 
0.0287 
0.0364 
0.0430 
0.0511 
0.0587 
0.0656 
0.0726 
0.0805 



Actual. 



0.0137 
0.0220 
0.0290 
0.0370 
0.0440 
0.0510 
0.0580 
0.0640 
0.0720 
0.0780 



Velocity of Efflux. 



Calculated 

from 
Calculated 
Reaction. 



1770 
2010 
2250 
2410 
2470 
2520 
2560 
2610 
2650 
2660 



Calculated 

from 

Actual 

Reaction. 



1580 
1900 
2100 
2250 
2350 
2450 
2530 
2580 
2620 
2650 




Mr. George Wilson's Experiments. 





Area of 
Orifice 


Absolute 


Calculated 


Calculated 


Actual 


Calculated Velocity. 


Diagram 


From 


From 


■of Orifice, 


Square 


Initial 


Weight 
of Flow. 


Reaction, 


Reaction, 


Actual 


Calculated 


Inches. 


Pressure. 


Pounds. 


Pounds. 


Reaction 


Reaction 














and Calcu- 


and 














Uted 


Weight 














Weight 
of Flow. 


of Flow, 












^ 


Ft. Sec. 


0.787 


0.487 


114.0 


0.785 


61.0 


59.6 


2450 


2580 


tt 


tt 


108.0 


0.755 


57.5 


56.2 


2400 


2520 


tt 


tt 


97.0 


0.680 


51.0 


50.8 


2400 


2510 


it 


tt 


88.0 


0.614 


45.0 


46.4 


2440 


2475 


tt 


tt 


78.0 


0.550 


39.5 


40.2 


2360 


2390 


1.18 


1.096 


73.5 


1.27 


83.0 


85.1 


2160 


2350 


tt 


( ( 


67.0 


1.18 


74.0 


76.3 


2080 


2280 


tt 


tt 


61.0 


1.05 


66.0 


67.0 


2050 


2290 


tt 


tt 


66.0 


0.965 


59.0 


61.2 


2050 


2210 


it 


tt 


51.0 


0.890 


53.0 


53.8 


1950 


2130 



The calculated reaction given in the above tables was obtained by the 
use of the empirical formula developed on page 74, Chapter V, for jets dis- 
charging into the atmosphere. Thus, 

Reaction = 12 — (1.23Pi — 14.7) pounds per square inch of orifice. 

* Reviewed by permission of Mr. Rosenhain. 
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Mr. Rosenhain starts with the ppemise justified both by- 
theory and by experiment, that with a constant upper pres- 
sure a limiting velocity of efflux is reached when the lower 
pressure has been reduced to between 50 and 60 per cent of 
the higher pressure, while no limiting value is indicated when, 
with a constant low pressure, the higher pressure is increased* 
This does not apply to conically divergent nozzles, and the 
theoretical conclusions apply only to the narrowest section 
of a nozzle. The experimental conclusions apply only to 
orifices in thin plates or convergent nozzles of various types^ 
including short cylindrical tubes. 

Profiting by the records of previous experiments he de- 
cided that it would be desirable to measure the velocity of 
the steam as directly as possible, and to avoid estimating the 
density of the steam at the point of efflux. This estimation, 
depending upon temperature measurements, admits the greatest 
UabiUty to error. Moreover, the velocity required for steam- 
turbine purposes is the actual velocity attained by the steam on 
leaving the nozzle, not merely a figure in feet per second from 
which the mass discharged could be calculated when the area 
of the orifice and the density of the steam are known. He 
found it necessary, therefore, to measure both the mass dis- 
charged and another quantity involving the velocity. For 
this second quantity he chose the momentum of the escaping 
jet. He first tried to measure this momentum by allowing 
the jet to impinge upon a semi-cylindrical bucket or vane in 
such a way as to reverse the jet, estimating that the pressure 
on the vane should then be equal to twice the momentum 
given to the jet per second. This method did not prove satis- 
factory and was rejected. He then adopted the reaction 
method. 

Various methods of using the apparatus were tried, and, 
as a means of verifying the observations obtained by other 
methods, the method was adopted of obtaining the desired 
pressure at the gage by throttUng the steam at the valve. 
The only observable difference he found between the jet at 
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Pressure of steam in lbs. per square Inch. 
Fig. 30. 
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full way and by throttling to the same pressure was in the 
appearance of the jet. The throttled jet, when the throttling 
was considerable — as from 200 pds. per square inch to 20 lbs. 
per square inch — was of a darker color, much more trans- 
parent, but showing the brown color by transmitted light 
much more strongly; at the same pressure not the slightest 
difference in reaction could be observed between a "full-way" 
and a " throttled'' jet. 

The nozzles shown in section in Fig. 28 were of gun-metal, 
and were carefully prepared to exact dimensions. No. I is an 
orifice in a thin plate, produced by a very oblique chamfer on 
the outside. No. II consists of two parts drilled and turned 
up together. All the experiments with this nozzle as a whole 
were completed before the parts were separated to form the 
new nozzles IIa and lis. Nos. Ill and IV were made of 
approximately the same length as lis, and with larger and 
smaller tapers respectively. No. Ill was then cut down to 
form IIIa, the greatest diameter of which is equal to that of 
TV. Finally, IIIa was also cut down to form Ills. No. IV 
was also cut down by f inch at a time to form IVa, IVb, IVc, 
and IVd successively. In III and IV the inner edge of the 
nozzle is merely rounded off smoothly. These were designed 
on Unes suggested by the results of the experiments on II, IIa, 
a-nd IIb. The area of the orifice or nozzle does not enter into 
the calculation of the velocity. In order, however, to make 
the results strictly comparable, the entire set of nozzles was 
made with as nearly as possible the same least diameter, A inch. 
This diameter and the tapers approximate to those used on 
a De Laval 5-H.P. turbine-motor. A table showing the dimen- 
sions of the nozzles as supphed with this turbine is given on page 
114, for the sake of comparison. The actual least diameter 
of each nozzle was carefully measured with a micrometer micro- 
scope to an accuracy of 0.001 inch. 
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FiQ. 31. 
Pressure of Steam In Lbs. per Square Inch. 
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Pressure of Steam in Lbs. per Square Inch 
Fia. 32. 
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EXFERIMENTAIi NoZZLES. 



Number. 


Least 
Diameter. 


Greatest 
Diameter. 


Length. 


Taper. 


Remarks. 




Inches. 


Inches. 


Inches. 






I 


0.1873 








Orifice in thin plate 
Ck)mpound nozzle 


II 


0.1840 


0.287 


2.1 


1 in 20 


IlA 


0.1866 




0.5 




Inlet half of II 


IlB 


0.1849 


0.287 


1.6 


i in 20 


Outlet half of II 


III 


0.1882 


0.368 


2.16 


1 in 12 




IIlA 


0.1882 


0.255 


0.79 


1 in 12 




IIIb 


0.1882 


0.241 


0.64 


1 in 12 




IV 

IVa 


0.1830 
0.1830 


0.255 
0.242 


2.16 
1.785 


lin30 
lin30 


Inlet edges slightly rounded 


IVb 


0.1830 


0.230 


1.41 


lin30 




IVc 


0.1830 


0.217 


1.035 


lin30 




IVd 


0.1830 


0.205 


0.66 


lin30 


J 



De Laval Nozzles for 5-Horse-fower Turbine. 



Pressure. 


Least Diameter. 


Length. 


Taper. 


Pounds per Square Inch. 


Inch. 


Inch. 




136 


0.157 


1.57 


1 in 17.4 


105 


0.163 


1.57 


1 in 21.4 


Experiment IIb 


0.184 


2.11 


1 in 20.0 


100 


0.197 


1.57 


1 in 19.0 


60 


0.230 


1.57 


liii29.0 


58 


0.256 


1.57 


1 in 26.6 



The formula used for the calculation of the velocity of the 
steam in the jet is 

where Y is the velocity of the steam in feet per second; 
U is the reaction in lbs. weight; 
g is the acceleration of gravity taken at 32.2 feet per 

second per second; 
W is the weight of steam discharged in lbs. 
From the description of the experiments it will be seen 
that U and W are measured directly. For purposes of calcu- 
lation, points were plotted on squared paper showing for each 

nozzle 

(a) Steam pressure as abscissa, U as ordinate; 

(6) Steam pressure as abscissa, W as ordinate. 
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From the smooth curves drawn to represent these points 
values of W and R were taken and used in the above formula 



Discharge in Jbs. per second 
•- g 8 8 'S 



g g 8 S 5 
Disoharire In lbs. per second 



S 







to give values of V; and, finally, a third curve was plotted, 
showing 

(c) Steam pressure as abscissa, V as ordinate. 

This last curve represents the relation between pressure and 
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velocity, and also serves as a check on the accuracy of the 
arithmetical calculations. 

The formula used assumes that at the point where the 
velocity is measured the steam has reached atmospheric pres- 
sure, otherwise the reaction would be increased by the remain- 
ing pressure; that is, the velocity here determined is that 
which the steam attains on reaching atmospheric pressure 
where this occurs outside the nozzle, or its velocity on leaving 
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the nozzle where atmospheric pressure has been attained 
within the nozzle, in which case friction against the nozzle 
after complete expansion has occurred may cause the steam 
to lose some of its momentum. For practical purposes Mr. 
Rosenhain assumes that the velocities here found correspond 
to the kinetic energy of the jet on leaving the nozzle, an 
assumption which he found justified by observations on the 
shape of the jets. With the exception of those from the two 
very short nozzles. No. IIIb and No. IVd, the jets, — even that 
from No. I, — ^are very nearly parallel for several inches from 
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OalcnlnteS velocity in. teei per .second. 

i I 




I i 

Calculated y.elocity in feet per second. 



Digitized by VjOOQIC 



118 STEAM-TURBINES 

the end of the nozzle, or at most diverge at approximately the 
same taper as the nozzle. 

In the case of the expanding nozzles this shows that the 
steam is expanded to atmospheric pressure before leaving the 
apparatus. 

The first series of curves, Figs. 30, 33, and 36, represent the 
experiments made with nozzles. Nos. I, II, IIa, and IIb. The 
reaction curves. Fig. 30, are mostly straight lines, i.e., the reac- 
tion is simply proportional to the pressure, but the constants 
vary for different nozzles. In the case of No. I, the orifice in 
a thin plate, the curve is a straight line through the origin, 
while for all other nozzles the line could reach the origin 
only through a curve. With IIa there is a slight but distinct 
sinuosity in this curve, and the points of IIb show a tendency 
to something similar. Mr. Rosenhain verified this by repeat- 
ing the experiments under different conditions. He assigns 
the cause of the peculiarity to friction, as the sinuosity occurs 
only in those two nozzles where the friction would be large. 
It should be remembered, in comparing the curves, that the 
minimum diameters of II, IIa, and IIb are identical, but 
that of I differs very slightly. 

The discharge curves (Fig. 33) occupy natural positions. 
The nozzle having an easy inlet and an expanding outlet gives 
the greatest discharge, the inlet being evidently more important 
than the outlet, hence the near approach of IIa to I. 

The position of IIb so far below I would seem to justify 
Mr. Rosenhain's conclusion that 'Hhe sharp inlet is usunited 
to passing a large quantity of steam through an expanding 
nozzle; while, on the other hand, the velocity curves (Fig. 36) 
show that the quantity of steam passed by a nozzle depends 
very considerably on the shape of the inlet, and the velocity 
of the steam on leaving the nozzle depends more on the shape 
of the outlet portion." 

From this he concludes that the density of the steam at 
the narrowest section depends upon the shape of the inlet 
and that " this density for a given internal pressure is greater 
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with a well-rounded inlet than with a nozzle having a sharp 
inner edge." 

This would account at once for the most conspicuous feature 
of this set of velocity curves, viz., that up to a pressure of 
about 80 lbs. per square inch the greatest velocity is attained 
by a jet from an orifice with a thin plate; above 100 lbs. 
per sq. inch, lis, having a sharp inlet, gives a greater velocity 
than II, which has a rounded inlet and the same outlet. So 
that apparently a rounded inlet admits a greater weight of 
steam to the narrowest section than the nozzle can deal with 
efficiently. Thus, the advantage of I over IIa arises from 
its smaller discharge, which can expand with greater freedom 
and so develop a greater velocity than the denser steam issuing 
from IIa. 

Considering the kinetic energy developed per pound of 
steam, the velocity curves may be taken to represent the 
" efficiency '' of the various nozzles. From that point of 
view, Mr. Rosenhain concludes : " The effect of a sharp inlet 
is to reduce the density of the steam at the narrowest section, 
and hence less steam is passed, but the steam that does pass 
is fully or almost fully expanded; hence, though the dis- 
charge is reduced, the efficiency is increased." 

In consequence of this conclusion, he designed all the later 
nozzles with an inner edge only shghtly rounded off. 

Nozzle IV was cut down by small steps, |" being taken 
off the length each time, thus producing nozzles IV a, IVb, 
IVc and IVd. Figs. 32, 35, and 39 show the reaction^ 
discharge, and velocity at the nozzles. In order to present 
the results more clearly the curves of Fig. 40 were plotted. 
Here the length of nozzle is taken as abscissa, and reaction, 
discharge, and velocity are taken as ordinates for separate 
curves which have been plotted for steam pressures of 50^ 
100, 150, and 200 poimds (by gage) pressure respectively. 
" These curves show that reaction and discharge are influenced 
by the length of the nozzle in opposite ways. Very long nozzles 
with low steam pressure, or, more generally, nozzles that tend 
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to cause over-expansion, produce a large discharge but com- 
paratively small reaction." 

Considering further the question of " efficiency " in the 
sense just defined, it will be seen that the most efficient form 
of nozzle varies with the pressure. The reaction curve at 
100 lbs. per square inch shows a maximum at IVa which 
recurs much more markedly in the corresponding velocity 
curve. The shape of the curve at 50 lbs. per square inch 
indicates that for these low pressures a long expanding cone is 
distinctly bad; in fact, a comparison of Figs. 36, 37, 38, and 
39 shows that up to 80 lbs. per square inch an orifice in a 
thin plate is more efficient than any form of nozzle used in 
these experiments. 

At 100*lbs. per square inch the velocity curve shows both 
a maximum and a minimum. A maximum was to be expected; 
the minimum would seem to indicate that the increase of 
length from IVd to IVc brings the discharge up to the high- 
est value attainable for this pressure, while neither IVc nor 
IVb is long enough to develop the full reaction. Again, 
the fall in the velocity curve from IVa to IV he attributes 
to " over-expansion," especially as it disappears at 150 lbs. 
per sq. inch. Here the minimum has moved towards IVd, 
and it practically disappears at 200 lbs. per square inch. At 
150 lbs. per square inch IV seems just to touch the maximum 
velocity attainable by a nozzle of that taper, while for 200 
lbs. per sq. inch, even IV may be said to give insufficient 
expansion. 

As a guide to the design of the most efficient nozzle, then — 
that is, the one that will develop the greatest kinetic energy 
in the jet per pound of steam consumed — Mr. Rosenhain sum- 
marizes the results of the experiments as follows: 

''Up to a boiler pressure of about 80 lbs. per square inch, 
and for discharge into atmospheric pressure, the most efficient 
form is an orifice in a thin plate. For higher boiler pressures 
an expanding conical nozzle with an inner edge only slightly 
rounded should be used. The taper should not be very different 
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from 1 in 12, and the proper ratio of greatest and least diameters 
is given, according to present results, in the following table: 



Steam pressure, lbs. per sq. inch, gage . 


80 


100 


140 


160-200 


Hatio of diameters 


1.26 


1.26-1.33 


1.36 


1 36 







''The bearing of the above results on the thermohydro- 
dynamic equation of Weisbach is not very direct. The part 
played by friction in these nozzles is very great and can only 
be allowed for in the equations by the introduction of artificial 
coefficients, and these hardly seem worth calculating, especially 
as it seems doubtful if hydrodynamic equations are applicable 
to gases. Hydrodynamics is based on the assumption of a 
perfectly homogeneous fluid, but a gas, and still less a vapor 
carrying particles of water in suspension, does not satisfy this 
condition." 

EXPERIMENTS WITH TURBINE-BUCKETS. 

Extensive experimental turbine work was done in the Sibley 
College Laboratories during the years 1897-98-99, under the 
direction of Mr. Thomas Hall of the class of 1894, one of the 
designers of the Hall and Treat quadruple expansion engine. 
Mr. Hall held the Sibley Fellowship during 1894-95, and was 
subsequently an instructor for two years. During this latter 
period he superintended the experimental work discussed in the 
following pages, and to his efforts, supplemented by the effi- 
cient work of Messrs. Rathbone and Jones, '97-'98, and Messrs. 
Loetscher and McDonald, '98-'99, is to be given full credit 
for the valuable information obtained. The curves presented 
here have been plotted from the data obtained, some of the 
curves being given as originally plotted by the investigators. 

The points investigated were as follows: 

(a) The weight of flow of steam through nozzles of varying 
size under different initial steam pressures and atmospheric 
exhaust pressure. 
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(6) The actual velocity of the jet from the nozzles as indicated 
by the nozzle reaction. 

(c) The impulse exerted by the jet upon buckets having 
various angles of entrance and exit. 

(d) The impulse as affected by bucket-spacing. 

(e) The impulse as affected by clearance between the nozzle 
and the buckets. 

(/) The impulse as affected by placing a varying number of 
rows of stationary buckets in front of a set of movable buckets. 

(g) The impulse as affected by the clearance between rows 
of buckets 

(h) Tne substitution of air for steam, comparing the im- 
pulsive pressures upon the buckets in the two cases. 

(k) The impulse as affected by "cutting over" the edges 
•of the buckets by the jet of air from the nozzle. 

(l) The efficiency of rough surface buckets as compared 
with those having smooth surfaces. 

The discharge from nozzles and buckets was in all cases at 
atmospheric pressure. The nozzles experimented with were of 
diameters i", A", i", and f", 2 inches long, with rounded 
entrance and with sharp entrance, and with straight and ex- 
panding bores. The curves are marked so as to show to what 
character of nozzle they correspond. The weight of flow per 
second corresponds with the data previously given, and is 
given with other data for J" nozzles on Fig. 41. The curves 
for the i" nozzles show that for initial pressures up to about 70 
pounds absolute the straight nozzles gave higher velocities than 
the expanding nozzle, but that above 70 pounds the reverse 
was true. However, in these cases the jet from the straight 
nozzles acted upon the buckets more efficiently than did that 
from the expanding nozzle. 

The centers of the ends of the straight and the expanding 
nozzles were placed at the same distance from the buckets, 
and since the jet begins to diverge in the bore of the expand- 
ing nozzle, and not until it has left the straight nozzle, the 
expeiimenters concluded that the expanding nozzles hould be 
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50 00 70 80 
Absolute Pressures 



Fig. 41. — ^Note the difference in character of curves C and C, which are 
from the expanding nozzle, from the curves representing the straight-nozzle 
results. The energy of the jet from the expanding nozzle is below that from 
the straight nozzle up to about 70 pounds absolute, after which it goes 
above. 
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placed nearer the buckets than the straight nozzle for equal 
efficiency. 

In general, the impulse upon the 135° buckets, Figs. 42 and 
43, was somewhat higher than that upon the 150° buckets. This 
may have been due to the fact that the latter were somewhat 
thicker than the former, and hence had less space between them 
for passage of steam. Upon the basis of the tests made and 
shown by the curves, it was decided to use 135° buckets in all 
the tests, and to place the nozzles at such an angle that the 
stream would enter tangentially to the bucket surfaces. Suffi- 
cient buckets were used in all cases so that all the stream from 
the nozzle impinged upon buckets. There were from four to 
six buckets used in each set. 

The general arrangement of this apparatus used is given 
in Fig. 52. 

The clamps for holding the buckets were guided and attached 
to the balance scales, so that the impulse might be measured. 
The reaction upon the nozzles was obtained in a similar manner 
for each steam pressure employed, and the rate of flow at each 
pressure was determined by a separate test in which the steam 
from the nozzle was led to a condenser and then weighed. 
Preliminary runs were made \mtil the apparatus was in satis- 
factory working order, and results of subsequent rims were 
carefully checked by repeating the experiments. 

In each series of impulse tests the steam pressure was 
increased by increments of 10 pounds up to 100 pounds gage 
pressure. The method of weighing the impulse proved to be 
very deUcate, and the accuracy of the results is shown by the 
regularity with which they plot into smooth curves. 

Spacing of Buckets.— The curve of bucket-spacing, Fig. 44, 
rises rapidly from zero, where the buckets are together and 
there is only lateral pressure, to 8.8 pounds for 100 pounds 
steam pressure and spacing from |" to J". The impulse then 
drops off gradually. The curve indicates that the spacing may 
vary from y to -J" without affecting the efficiency seriously; 
but apparently |" to }" pitch gives the greatest efficiency. This 
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Fig. 42. — Curves showing impulse obtained with various steam pres- 
sures, using varying sizes of nozzle, and varying bucket angles. Upon the 
basis of these and the following curves, 135° buckets were decided upon for 
the experimental work. 
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70 

Qage Pressure 
Fig. 43. — ^Impulse on buckets as produced by different nozzles. These 
curves express efficiency of buckets and nozzles together, in terms of im- 
pulse per pound of steam used. 



Digitized by VjOOQIC 



EXPERIMENTAL WORK ON FLOW OF STEAM. 



129 



being a convenient spacing from constructive considerations, it 
was adopted for the subsequent experiments. 

Effect of Clearance between the Nozzle and the Buckets. — 
By means of shims between the nozzle support and the clamp 
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44. — ^These results led to the adoption 
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carrying the buckets, the effect of placing the nozzle end at 
varjdng distances from the buckets was tested, the distances 
varjdng from. H" to M". Very little difference in impulse 
could be detected, and only a few points were found, as shown 



Digitized by VjOOQIC 



130 STEAM-TURBINES. 

in Fig. 45. Apparently within the limits used, the distance 
of the nozzle from the buckets is not of great importance. 

Effect of Additional Sets of Buckets, through which the steam 
passes on its way to the movable buckets. 

With one set of stationary nozzles clamped in front of the 
movable buckets (these being reversed in position and the scales 
counter-weighted so as to measure the impulse), at 100 pounds 
per square inch gage pressure, the impulse on the movable 
buckets was 6 pounds. With two stationary sets clamped together 
without clearance between them, and placed before the movable 
nozzles as before, the impulse on the movable buckets was 4.8 
lbs. With three sets of stationary buckets the impulse was 
3.6 poimds. When no extra sets of buckets were used, the 
impulse on the movable buckets due to the direct jet from the 
nozzle was 8.8 poimds for an initial pressure of 100 poimds 
gage. 

If with two extra sets the first set of extra buckets (station- 
ary) should receive 8.8 pounds, the second set 6, and the movable 
4.8 pounds, the total impulse would be the sum of 8.8, 6.0, 
and 4.8, or 19.6 pounds. The upper curve (Fig. 46) was plotted 
upon this assumption, adding to the impulse of the first set 
that of all the following. It has been the experience of builders of 
the many-stage impulse-turbine that the pressure beyond a row 
of buckets is often higher than that before it, and it is probable 
that in the arrangement imder discussion the steam-flow would 
be checked by the accumulation of pressure in the later buckets, 
thus preventing thp full impulse from being realized. 

The middle curve shows the obtainable impulse for the 
ordinary arrangement of impulse-turbine, in which only the 
alternate rows of buckets rotate, the others being the stationary 
guides. The total impulse given by this arrangement is much 
greater than that given by the single row of buckets, but not 
as great as though all the rows rotated. 

While these curves indicate relative, values of the losses 
occurring in the guide-blades, the results are probably quite 
different, numerically, when the movable buckets are travelling 
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rapidly in front of the guide-buckets and disturbing the steady 
flow of steam. 

Effect of Clearance between Sets of Buckets. — In turbine 
construction it is necessary to provide clearance between the 
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moving and stationary rows of blades or buckets, and this 
was not allowed in the previously described experiment for 
finding the effect upon the impulse of increasing the number 
of rows of stationary buckets. 
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To determine the effect of clearance two sets of stationary 
buckets were placed before the movable set, and the clearance 
was obtained by interposing strips of sheet metal between 
the stationary sets. Runs were made with clearances of A"> 
A", and J". 

The curve at the top of Fig. 47 shows the impulse at 80 
pounds initial pressure with varying amounts of clearance. 
The points determined all fall on a smooth curve, and show that 
clearance up to A" has apparently very little effect in diminish- 
ing impulse. From A" to A" the loss is noticeable, and after 
A" it is great, increasing rapidly with the clearance. On the 
lower part of the page are shown curves of impulse with differ- 
ent clearances. Calling the impulse obtained with no clearance 
at all 100 per cent, the losses due to increased clearance are as 
follows at 100 pds. initial pressure by gage. 

Buckets clamped close together, no 

clearance im.pulse 4.8 pds. = 100% 

A-inch clearance '' 4.8 '' =100% 

A- '' '' '' 4.5 '' = 94% 

'' '' 3.6 '' = 75% 

These figures and the curves indicate that the clearance 
between rows has an important bearing upon turbine econ- 
omy. A certain amount of clearance is necessary for me- 
chanical reasons, especially since the parts of the machine are 
exposed to high temperatures. Especial attention to this 
point is required in machines that are to use superheated 
steam. 

Use of Air [instead of Steam. — ^The nozzle directing the 
jet upon the buckets was attached to a source of compressed- 
air supply, the remainder of the apparatus being the same 
as that used in the steam experiments excepting that the 
canvas shield used with steam was no longer necessary. 

As is shown by the curves (Figs. 48 and 50), the impulse 
with air was in each case about 12 per cent higher than with 
8team of corresponding initial pressure. The effects produced 
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Tig 47. — Relation between impulse and clearance between buckets, 
showing decrease of the impulse due to increase of clearance. 
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were the same in character as those produced by steam, and as 
air was more agreeable to operate, the remaining experiments 
were made with it instead of steam. 

Effect of "Cutting Over" the Edges of the Buckets.— The 
nozzle angle was shifted from its former position so that instead 
of directing the jet tangentially upon the bucket surfaces at 
■entrance, it caused the stream to be divided or split by the 
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Fig. 48. — ^Relation between impiilse produced by steam and by air« 

edges. The results are shown in Fig. 49 for 100 pounds 
initial pressure. The most efficient angle was found to be 
that given tangency of the stream to the buckets, or 22^ degrees 
with the vertical. Larger angles cause an action against the 
backs of the buckets, while with smaller angles the stream 
is spread by the edges of a number of buckets and do^ not 
strike any as efficiently as when directed tangentially to the 
bucket surfaces at entrance. 



Digitized by VjOOQIC 



136 



STEAM-TURBINES. 



EfSciency of Rough Surface Buckets as Compared with those 
having Smooth Surfaces. — ^The buckets as used in the previous 
experiments had been finished to very smooth surfaces and 
it was desired to find out to what extent this contributed 
towards high efficiency. The buckets were therefore taken 
from the clamps, covered with shellac and sprinkled with 
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Fig. 49. — Effect of cutting over the edges of the buckets. For these ex- 
periments 22i° was found to be the angle of nozzles giving highest efficiency. 

brass filings. These were allowed to stick and they effectu- 
ally roughened the surfaces. The buckets were then reset 
in the clamps and runs were made, using air as the working 
fluid, with one set of movable buckets and also with two sta- 
tionary sets placed before the movable set. 
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The losses resulting from increased skin friction were very- 
considerable. With one set of movable buckets only, the 
loss amounted to 6 per cent — that is, the impulse at 100 pounds 
initial gage pressure was only 94 per cent of the impulse for 
smooth buckets at the same pressure. The curves. Fig. 51, 
show the relation between the impulse as received upon smooth 
and upon rough buckets respectively. The runs made with 
two extra sets of rough buckets placed before the set of mov- 
able buckets show very much increased losses and indicate 
that the loss is directly proportional to the number of sets 
added. The investigators plotted a curve (not reproduced 
here) based on this indication, and concluded that, calling the 
smooth buckets 100 per cent efficient, the following would 
result from the addition of successive sets of rough buckets 
of the kind employed in the experiments. 

Efficiency. 

One set smooth buckets 100 per cent. 

'' '' rough " 94 '' '' 

Two sets rough '' 82 '^ '' 

Three'' '' '' 64 '' '' 

Four '' '' '' 42 '' '' , 

This means that if the working fluid were caused to pass 
through four sets of such rough buckets as used, before strik- 
ing the single movable row of rough buckets, the impulse 
upon the latter would be less than half of what would be obtained 
with one set of smooth buckets acted upon directly by the 
jet from the nozzle. 

The following inferences are drawn from the experimental 
work discussed in the preceding pages: 

1. Rate of flow, by weight, is greater through an orifice 
with rounded entrance than if the entrance is sharp-cornered 
or only sUghtly rounded. 

2. Rate of flow, by weight, is decreased by the addition of 
a nozzle, either diverging or straight, to the discharge side of 
the orifice. 
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3. Rate of flow, by weight, reaches a maximum when the 
final pressure is from about 0.85 to 0.50 times the absolute 
initial pressure. 

4. The maximum rate of flow from the sharp-cornered 
orifice occurs after a somewhat greater reduction of back pres- 




Apparatus used by Mr. George Wilson, for determining reaction due to steam 
flow from orifice at M. (Reproduced from London "Engineering," 1872.) 

sure than is required with the rounded orifice to bring about 
the maximum rate of flow. 

5. The addition of a divergent nozzle to the orifice seems 
to cause the maximum rate of flow to occur earUer — that is, 
after less reduction of back pressure — than is the case with the 
simple orifice. 
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6. The velocity attained depends to some extent upon the 
rounding of the orifice or entrance to the nozzle, and may be 
greater with the square or slightly rounded entrance than 
when the rounding is of greater radius. 

7. As shown in Figs. 53 and 64, from the experiments 
of Messrs. Weber and Law in Sibley College, and Fig. 55, 




Apparatus used in Sibley College experiments with nozzles and buckets. 

from Dr. Stodola's "Steam-turbines," there is, with all shapes 
of orifice there represented, a sudden drop of pressure inmie- 
diately in the narrowest section of the orifice, to below the 
back pressure, then a rise of pressure as the steam leaves 
the orifice, accompanied by variations above and below the 
back pressure, till the pressure in the jet gradually steadies 
down to that of the medium into which it is flowing. The 
Sibley College experiments were made with the searching-tube 
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Fig. 52. — Curves representing ideal conditions of flow, with adiabatio 
expansion, and nozzle crossHsections made so as to carry out such expan- 
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communicating with the piston of an ordinary steam-engine 
indicator, and the rapid vibrations were not indicated to the 
same extent as in the experiments described by Dr. Stodola. 



Effect of Increased Back Pressure. 




Fig. 53. — ^Nozzle used in experiments of Messrs. Weber and Law, and curves 
obtained with varying back pressures. 

8. According to the experimental work discussed, a simple 
orifice is more efficient than an expanding nozzle for initial 
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pressure up to about 70 pounds absolute; for higher initial 
pressures an expanding nozzle, with entrance only slightly 
rounded, is to be used, and its efficiency increases as the initial 




0. 0.5 1.0 1.6 

Inches 

Fig. 64. — Orifice used by Messrs. Weber and Law, and curves obtained with 
varying back pressures. 

pressure increases. Plate III shows a value of j/=0.06 for 
pressures about 200 pounds by gage. Such high efficiency 
cannot be obtained with an incorrectly designed nozzle. 

9. It appears that steam flowing through a simple orifice 
does not attain a greater velocity, while in the orifice itself, than 
from 1400 to 1500 feet per second, no matter how much the 
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pressure is reduced in the receiving space. However, as shown 
on page 117, the velocity of the jet issuing from a simple 
orifice into the atmosphere, as indicated by the reaction 
against the discharging vessel, may be as high as from 2600 
to 2700 feet per second. The fact that the weight of flow 
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can be so closely calculated upon the basis of a heat drop cor- 
responding to about 1500 feet per second velocity in the orifice 
is significant of the truth of the first statement. The additional 
circimistances that the reaction indicates a much greater final 
velocity of efflux, and that the simple orifice has been found in 
practice to be superior in efficiency to the expanding nozzle 

* Figs. 55, 56a, and 56 are from Dr. Stodola's book on Steam Turbines. 
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for low initial pressures, lead to the conclusion that a consid* 
erable portion of the energy in the steam after it leaves the 
throat is efifective in further accelerating the jet in its initial 
direction. The remainder of the energy given up is spent 
in producing the vibrations already described, and in causing 
a general displacement of the atmosphere into which the jet 
flows: It is the province of the expanding nozzle attached 
to the simple orifice to contain the steam during its total 
expansion from initial to lowest possible back pressure, and 
to thus cause the velocity of the jet to attain the maximum 
value corresponding to the total change from energy in the 
form of heat to kinetic energy of the jet, and to direct the flow 
into a given line of action, so that the jet may be usefully 
employed. 

10. In the divergent or expanding nozzle the interchange 
of heat energy between the steam and the walls of the nozzle 
causes more heat to be rejected in the exhaust than would be 
rejected if the flow were frictionless. This is one cause of losa 
of energy and therefore of diminished efiiciency. 

11. Another loss of energy may occur, due to incorrect 
proportions of the nozzle; that is, while having correct! cross- 
sectional areas for the desired flow of steam, the nozzle may 
be too long or too short, and thus the angle of divergence may 
be such that the jet will leave the nozzle walls and so not fill 
out the cross-sections. This leads to vibrations of the stream 
and consequent loss of energy. The nozzle should be so ar- 
ranged that the steam will expand while in the nozzle to just 
the pressure of the medium into which it is to flow. The curves 
A, Cj and D, in Fig. 56, show the vibrations occurring when 
the back pressure is either less or greater than that at the end 
of expansion in the nozzle. Curve B shows the correct con- 
dition, the back pressure being just that at the large end of 
the nozzle. In Figs. 53 and 54 are shown curves obtained by 
Messrs. Weber and Law by the use of a searching-tube and 
indicator as before described. 

These curves show, for varying back pressures but con- 
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stant initial pressure, the drop occurring at once upon arrival 
of the steam in the throat of the nozzle, and the rise following 
the initial drop of pressure. The smooth curve bounding 
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Fig. 55a. 

the ends of the pressure curves on Fig. 55 is the curve of 
adiabatic expansion. 

The fact seems to be that a great increase in velocity occurs 
at entrance to the nozzle, after which the velocity is checked 
and the pressure rises. Dr. Stodola explains this as ". . . be- 
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cause steam particles possessed of great velocity strike against 
a slower-moving steam mass, and are therefore compressed to 
a higher degree . . . according to the theory of 'compression 
shock ' of Von Riemann/' 

Cm-ve Nj Plate IX, was plotted from a tabulated series 
of results of experiments pubUshed by Dr. Stodola in his work, 
''The Steam-turbine/' The curve represents the fall in pres- 
sure as the steam advanced along the nozzle shown above the 
curves; curved has been calculated with the value j/ = 0.20, 

kglqcm 




-80 -20 -10 



10 aO 30 40 50 
Distance along Nozzle 



70 80 
mm 



Fig. 56. 



This is seen to coincide very closely with the experimentally 
determined curve. 

Curves B and C represent calculated pressures along the 
nozzle with allowances of 10% and energy loss respect- 
ively. Assuming that the nozzle was so designed that the 
steam filled out the cross-sectional areas, the velocities along 
the nozzle were as given by the velocity curve, reaching about 
3400 feet per second. 

The experimentally determined pressures used in plotting 
curve N were those obtained with the hole in the side of the 
searching-tube sloping against, the stream, and were higher 
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PLATE IX. 
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than when the hole was normal, or when it sloped away from 
the stream. If the lower values are more nearly correct, then 
the energy loss was less than 20%. 

The initial pressure used in the experiments is given as 
149 pounds absolute. By comparing the friction loss of 20% 
with that indicated on Plate III, the latter is, for the same 
initial pressure, only 12%, and this tends to confirm the 
inference pointed out by Dr. Stodola, that the friction loss 
is lower than 20%. The values of y calculated in the table 
at the end of Chapter V, from the Sibley College experiments, 
«how, for 110 pounds absolute pressure, a frictional loss of 
12.5% in the expanding nozzle used. 
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CHAPTER VII. 

THE IMPULSE-TURBINE. 

The impulse-turbine may be designed in any one of the 
following waj^'s: 

(a) Single stage, consisting of a set of nozzles and a single 
wheel carrying one row of blades. The pressure is the same 
on the two sides of the wheel, or disc, the whole pressure drop 
occurring in the nozzles. This gives very high peripheral 
velocity, and since the diameter must be kept small enough 
to keep the centrifugal forces within Umits, the number of 
revolutions is very great. The de Laval turbines run at speeds 
of from 10,000 to 30,000 revolutions per minute, giving a 
peripheral velocity of 1200 to 1400 ft. per second. The exces- 
sive angular velocitj'' of the rotating part necessitates the use 
of gearing in applying the power to machines. 

(6) Other rows of blades may be added, either upon the 
single wheel or upon separate wheels, in order more com- 
pletely to absorb the energy of the steam leaving the nozzles. 
There is no further pressure drop, however, after leaving the 
nozzles, and only one set of the latter is supplied. This type 
has therefore a single pressure stage and several velocity 
stages, and high peripheral velocity. 

(c) The first nozzles may be so arranged as to expand the 
steam through only a portion of the pressure and temperature 
range available, thus causing the steam to leave the first set 
of nozzles at a much lower velocity than results from the single- 

151 
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pressure-stage turbine. Since good efficiency demands that 
the peripheral velocity of the blades be proportional to the 
entering steam velocity, the peripheral velocity may be decreased 
with the decrease of steam velocity. The steam is reduced in 
the first nozzles to a pressure considerably higher than the 
condenser pressure, and hence may be expanded through 
another set of nozzles arranged to discharge upon another set 
of blades, on a separate wheel, in a separate compartment or 
division of the turbine-casing from that containing the first 
wheel. The second set of nozzles and blades constitutes the 
second stage of the turbine. By sufficiently limiting the 
pressure drop that can occur in a single set of nozzles, the 
velocity of exit of the steam, and consequently the necessary 
peripheral velocity of the blades, may be greatly reduced. 
The many-stage impulse-turbine thus consists of several 
single-stage turbines, placed in series with one another. The 
steam leaves each set of blades with considerable velocity, 
but since the next wheel is in a separate chamber, and the 
steam has to pass through a set of orifices or nozzles to reach 
it, the exit velocity cannot be used as velocity. The steam 
comes partially to rest before going through the next nozzles, 
and the energy in the exhaust from the preceding blades is 
expended in producing impact, and consequently in raising 
the temperature and pressure of the steam ,before it enters 
the succeeding nozzles. Thus the exit velocity from all but 
the wheel next to the condenser is effective in doing work in 
the turbine. In passing through the chambers and passages 
there is loss due to leakage through the clearance spaces, and 
this causes loss of the heat in a certain amount of steam which 
gets through without doing work on the turbine-buckets. 

The Single-stage Impulse-turbine. — ^The velocity of steam at 
exit from a nozzle may be determined as previously indicated, 
and gives the value shown by V in Fig. 57, being the abso- 
lute velocity of the steam as it enters the turbine. 

Considering first a simple impulse-wheel, rotating with a 
peripheral velocity of u feet per second, the velocity of the 
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entering steam, relatively to the velocity of the rotating blades 
on the wheel, will be represented by v {=AC) in magnitude and 
direction. In order that the steam may enter the blades 
without shock, the angle of the entering edge of the blades 
with the direction of motion, u, must be J, th^same as the direc- 
tion of relative velocity of the entering steam. Assuming that 
no frictional losses occur in the blade-channels, the relative 
exit velocity will be Vi = v. The angle of exit may be made 
according to the judgment of the designer, and, as has been 




Fig. 57. 

seen (see page 20), this angle determines to a great extent 
the efficiency of the wheel. Mechanical considerations prevent 
the obtaining of complete reversal of the jet in this type of 
turbine. Usually the angle ^ is made equal to the angle J, 
and the cross-sectional area at exit from the blades equals 
that at entrance to them. 

It is shown by the examples on page 23 that if V and 
Vi are, respectively, the absolute velocities of the entering 
and departing steam, the work done upon the blades by W 
pounds of steam passing them per second is 

K^W(V^-Vi^)-^2g, foot-pounds. 
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Since the kinetic energy at velocity V =q-, the efficiency 
72 _ 7^2 

The velocities may be represented as shown in Fig. 58, V 
and Vi being the initial and final absolute velocities respect- 
ively. 

Let the initial velocity be 3500 feet per second, = V. 
'' a = 30°. 

'' peripheral velocity = 1200 feet per second, =u. For 
the ideal case shown at the left on Plate X the relative entrance 
and exit velocity is r = 2540 ft. per sec. This gives Vi, the 
absolute exit velocity, as 1870 ft. per sec. The energy given 
up to the buckets, per pound of steam, is 

<«=|1H0S-136,000 foot-poun*. 

This may also be computed by resolving the absolute veloci- 
ties V and Vi along the direction of motion of the buckets, 
and adding the components, multiplying by the peripheral 
velocity, u, and dividing by g. The horizontal components 
may be taken from the diagram by measurement. 

Thus the energy given up is 

{C^Ou (3030 + 640) X 1200 ...^^^ 
~g = 32:2 = 136,000 + . 

Losses in Nozzles and Buckets. — As the steam expands in the 
nozzle it experiences frictional resistances which cause it to give 
up less energy than it would under ideal conditions of flow, and 
the loss therefrom diminishes the nozzle exit velocity, F, to some 
value /V( = FO, where / is equal to the square root of the 
quantity 1-y m the example on page 83. Thus, for j/ = 0.15, 
/-\/a85 = 0.92. 

The coefficient / varies according to the length and other 



Digitized by VjOOQIC 



THE IMPULSE-TURBINE. 



155 







i 







IMJzed by VjOOQ IC 



l^ STEAM-TURBINES. 

proportions of the nozzle. The initial velocity being F' (^/F) 
gives i/ as the real relative velocity of the steam at entrance 
to the first moving blades of a stage. This is fm-ther decreased, 
by resistances in the blades, to the value Vi^=ki/. The loss 
of energy, per pomid of steam, will be, in the nozzle, 



aerg 


72 
yis 


-(/F)2 
29 


'. 72 


— 7'2 

2g ' 


V2 

2g~ 


72. 


2g ~ 


7/2 

2g- 





A line representing F' may be drawn in the velocity diagram 
at the right of Plate X, and this combined with u gives 1/, 
the real relative velocity at entrance to the moving blades. 
The loss in the moving blades is 

t/2 (^^)2 ^2 



where k=\/l — y\ y' being the per cent loss of energy occa- 
sioned as the steam passes through the moving blades. More 
properly, j/' is the percentage of the available energy which 
is effective in heating the buckets and other steam-passages, 
and so not effective, at the point under consideration, for pro- 
ducing velocity of flow. The remaining energy, after deducting 
both losses, is 

7/2 ^'2 7/2 

2g ^ ^2g 2g 

7/2_7^/2_(l_^.2y2 

=; 2g • 

These quantities are to be used in the modified velocity 
diagram at the right on Plate X, and this may now be drawn 
according to the following assumptions. Let the loss due to 
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friction m the nozzles correspond to a value of j/=0.12; and 
in the buckets let 2/ =0.14. The fraction by which the entrance 
velocity is decreased is /, and the actual velocity of the steam 
from the nozzles will be 

Therefore /=Vl-j/, as before stated; and in the present 
example the value is VO.88, or 0.94, approximately. Then 
F' = 0.94X3500 = 3290 ft. per second. The resulting relative 
velocity is i/=2330, and this is diminished in the buckets to a 
value W, where A; =\/l -0.14 =0.928. The value of Vi' is 
then 0.928x2330=2160 ft. per second, and the absolute velocity 
of exits from the buckets is yi' = 1570. The nozzle angle 
of course remains as it was before, but the angle J' has become 
slightly greater than the corresponding angle A in the ideal 
case. The work done, per pound of steam, is 

,^, 32302 -15702- 0.14 X (2330)2 ,,^^^^^ 

K' = gj^ ^^ = 119,000 foot-pounds. 

The work done in the f rictionless turbine was found to be 

S ^002 — 15^702 
^° 64 4 ^ 136,000 foot-pounds. 

The efficiency in this ideal case was 

3500^-18702 

35002 -0.714. 

The efficiency after deducting the loss due to friction is 
119,000 



136,000 



X 0.714 =0.624. 



This figure does not represent the true efficiency, because losses 
due to windage and to friction of journals and stuffing-boxes 
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have not been considered. Assimiing a loss of 10 per cent 
due to these causes, the work deUvered by the machine is 

0.9 X 119,000 = 108,000 foot-pounds. 

The efficiency is therefore 0.566. 

Since one pound of steam, in passing through the turbine^ 
causes 108,000 foot-pounds of work to be deUvered to the shaft, 
the steam consumption of the machine in pounds per deUvered 
horse-power hour is 

1,980,000 
108,000 

Assuming the revolutions of the wheel per minute to be 
15,000, the diameter to give a peripheral velocity of 1200 feet 
per second is 

1200X60 , ^^r . 1 ..«, . 1 

= 1.53 feet, or about 18^ inches. 



15,000X3.14 



If the wheel were to deUver 100 horse-power, it would use 
1840 pounds of steam per hour, or about 0.51 pound per second. 
The nozzle discussed in the example on page 85 would deUver 
about half of that amount of steam, but five or six nozzles cf 
smaUer diameter and length might better be used than two of 
those referred to. 

The dimensions of the nozzles may be found by the same 
method as used in the previous nozzle calculations. 

The Two-stage Impulse-turbine, with Several Rows of 
Buckets in Each Stage. — Let an impulse-turbine have two 
stages, eack containing one set of nozzles, and three rotating 
and two stationary sets of buckets, as shown in Fig. 60. Let 
the initial pressure at the throttle-valve be 160 pounds per 
square inch absolute. 

Let expansion in the first nozzles be from 160 pds. to 14 
pds. absolute. 
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Fig. 60.— Vertical section, two-stage Curtis turbine, 500 K.W., 1800 R.P.M. 
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Let expansion in the second nozzles be from 14 pds. to 
a vacuum of 29 inches of mercury. 

The ideal case will be considered first, allowing for no 
losses excepting that due to the energy in the exhaust-steam. 

From the curves on Plate XI it is found that the steam 
during its expansion in the first-stage nozzles gains a velocity 
of 2990 feet per second. This may be found with the aid of I 

the heat diagram at the back of the book. Thus, 



Ti, corresponding to 160 pds. absolute, = 824° F. abs. 
T2, '' '' 14 '' '' =670° F. '' 

Assimiing 100% dry steam, — from the chart, the total heat 
is 1192 B.T.U. per pound at the initial pressure. After adia- 
batic expansion the heat in the mixture is 1014 B.T.U 

1192-1014 = 178 B.T.U. given up. 

The velocity = 7=224x^178=2990 ft. per second, approximately. 

Let the peripheral velocity u be 400 feet per second. This 

w 
gives a ratio of tp= 0.135. 

Let the angle of the nozzles with the plane of rotation of 
the buckets be 20°. 

The velocity diagram for the first movable buckets may 
be drawn as before, the entrance and exit angles of the 
buckets being the same as those made by the relative velocity 
lines with the direction of motion of the buckets. 

From the relative exit velocity Vi ( = v) may be found 
the absolute velocity Fi, and, since the stationary buckets 
receive the jet in the direction corresponding to the absolute 
velocity, they may be sketched in, as at B, These stationary 
buckets act as nozzles for the succeeding movable buckets, 
and the direction of the relative velocity fine, ^2, is used for 
determining the angles of entrance and exit for the movable 
buckets at C. In similar manner each stationary and mov- 
able set may be outlined. 
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The efficiency of the system is 

where Vn is the final absolute exit velocity. In the present 
case there are five sets of buckets, including movable and 
stationary, and hence n=5. 

The distance YZ, Plate XII, equals u(n+l), and 

Fn2 = 72+{(n+l)w}2-2F(n + l)wcosa. 

For the ideal case imder consideration the efficiency is 

72-7^2 2(n-fl)ucosa \(n + l)u\^ 
y2 ~ y y2 ' 

In the single-stage turbine n = l and the efficiency is 



4i/ 
V 



(cos a-'^j, 



as was shown on page 23, Chapter I. 

In the present case n = 5; cos 20° = 0.94, approx. 

^^ . 2X6X400X0.94 (6)2x(400)2 ^^^ 
Efficiency^ 2990 (2990)2 -^'^+^ 

From the diagram, Plate XII, F6 = 1080 ft. per sec, 

^^ . (2990)2 -(1080)2 ^^^ 
Efficiency =^ ^^990)2 =0.86+. 

The variation of efficiency with a and with n and u is 
shown on plate on page 207. 

The velocity diagram shown at the left on Plate XII is 
for the ideal case. The velocities represented by the various 
lines are as follows: 
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7= absolute velocity leaving nozzles. 

Vi= '' '' '' buckets No. 1. 

72- '' '' '' " '' 2 and equals Fi. 

73= '' '' '' '' '' 3. 

TT" __ f< (( c( a a 4 << ti Y 
6 = 



y a i a cc a 5 



i; = relative velocity leaving nozzles. 
Vi = ' ' ' ' ' ' buckets No. 1 and equals v. 

t;2= '' '' " " '' 2. 

t;3= '' '' '' '^ '' 3 '' '' i;2. ^ 

V4= '' '' •'' '' '' 4. 

vg^ '^ '' '' '' '' 5 '' '' v^. 

Since there are no losses during the passage of the steam 
through the nozzles and buckets, all the energy given up is 
effective in producing rotation, and the work done may be 
calculated as follows : 

In first movable buckets, (2990)2 - (2230)2 ^64.4=61,700 ft.-lbs. 
' ' second '' " (2230)2 - (1560)2 -64.4 = 39,500 ' ' 

''third '' '' (1560)2 -(1080)2-^64.4 = 19,600 '' 



Total 120,800 ft.-lbs. 

This is to be compared with 72 — 752 -^2^ 

.»r«.l20,800. 

The eaciencyis '^^T'' =0.87. 

The velocities obtained in actual turbines are less than 
those just* considered, because of the frictional resistances 
encountered by the steam in its passage through nozzles and 
buckets. The diagram is therefore to be modified accord- 
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164 STEAM-TURBINES. 

ing to the reduction in velocity, and the blade angles made 
to correspond. 

Calling the loss of energy y, as before, let the initial veloc- 
ity V correspond to the value j/ = 0.08. 

The steam, as it issues from the nozzle, will then have a 
velocity of 

7' = 224\/l78x0.92 = 2870 feet per second. 

Let the steam, as it passes through the buckets, fail to 
gain the full velocity of the ideal case because of frictional 
resistances represented by the following values of y: 

During passage through set No. 1 j/=0.03 

" '' 2 2/ = 0.05 

i' , '' '' '' 3 j/=0.06 

'' '' 4 y=Om 

'' '' 5 j/=0.07 

The velocities to be used in lajdng down the diagram will 
then be: 

y =2870 feet per second, as already found. 

vi' = 2500\/l-0.03 = 2450 feet per second. 



y2'=2080Vl-0.05 =2030 



a a (( 



i;3' = 1690^1 -0.06 =1640 '' " '' 

F4' = 1320\/l-0.07 =1280 '' '' '' 

t;6' = 1020Vl-1.07 = 985 '' '' '' 

y6' = final absolute velocity = 850 '' '' '' 

The resulting modified velocity diagram is shown in the 
center of Plate XII. The efficiency of this stage of the tur- 
bine is not represented, as before, by the difference of the 
squares of the two absolute velocities, — ^initial and final, rer 
spectively, — for the decrease of the final velocity V^ below the 
value in the ideal case is due to the fact that the steam is 
carrying away with it heat energy, which in the ideal case 
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would be given up as kinetic energy corresponding to in- 
creased velocity. The heat carried away is available for doing 
work in the second stage of the turbine. 

The work done on each of the movable sets of buckets 
may be determined as was done in the case of the single-stage 
turbine discussed on page 157. Thus, for the nozzles and 
first moving buckets, 



7'=/7, where /=\/l-2/=Vl -0.08=0.96. 
Therefore 7<= 0.96x2990 = 2870 feet per second. 
The work done on the first moving buckets is 

. 2870^-208^-0.03x2500^ .^,^ ft.-p<b. 

Similarly, the work done on the second moving buckets, that is, 
on set No. 3, is 

Ks' = { {V2y - (FaO^ - (1 -h^W^ ]^2g 

2030^-1330^-0.06x16902 ^^ ^^^ . , 
= gjT = 33,800 f t.-pds. 

Finally, the work done on the last moving buckets (set No. 
5) is 

K5'={(y/)^-(Vsy-o,o7x(v4y\ -2^ 

12802-8502-0.07x10302 ,^,^^,, ^ 
^ QiA " ^'^^ f t.-pds. 

The total work done on the wheels by the steam, per pound, 
is the sum of these amounts, or 104,900 foot-pounds. 

In the ideal case the work was 120,800 foot-pounds, and 
the efficiency was 0.87. 
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The efficiency in the present case is 

104,900 



120,800 



X 0.87 = 0.755. 



The steam consumption of this turbine, if no further stage 
were added, would be 

1,980,000 ,„^ 
IfUQOO "^ pounds per horse-power hour. 

If there were a loss of 10%, due to friction of journals and 
to windage, as was assumed in the case of the simple impulse- 
turbine of one rotating wheel, the steam consumption of the 
first stage of turbine in the present example, if worked alone, 
would be about 21 pounds per horse-power hour. This is 
about 12% higher than that of the simple turbine, but the 
important difference between the two machines lies in the 
fact that, while the simple turbine considered has a peripheral 
speed of 1200 feet per second, and a ratio of initial steam 
velocity to peripheral velocity of 1 to 2.9, the turbine with 
three rotating wheels develops power with about equal economy 
when working at a peripheral velocity of (400 feet per second or) 
one third that of the simple turbine, and with a ratio of 
peripheral to initial steam velocity of about 1 to 7.2. It is 
to be remembered, also, that the simple turbine considered 
is assumed to exhaust into a condenser, although it has some- 
what low nozzle efficiency; while the turbine with three rotat- 
ing wheels is assumed to be exhausting at about atmospheric 
pressure. This was done in the present example in order that 
the effect of adding a second set of nozzles and three more 
rotating wheels might be shown, and it remains to investigate 
that part of the problem. 

Calculations for the Second Stage of the Turbine. — From 
the heat diagram it was found, in the first part of the example, 
that steam in expanding adiabatically from 160 to 14 pounds 
absolute pressure gave up 178 B.T.U. per pound. In a fric- 
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tionless and otherwise ideal turbine all of this energy would 
be effective in producing velocity of flow in the nozzles. The 
frictional resistance opposed by the surfaces of nozzles and 
buckets causes the steam to give up less heat as work on the 
buckets, and therefore to carry away more heat into the ex- 
haust, than it would in a frictionless turbine. The useful 
work done upon the buckets of the three moving wheels con- 
sidered has been found to be 104,900 foot-pounds per pound 
of steam. This is equivalent to 135 B.T.U. 

If losses caused by leakage past the buckets, and by 
mechanical friction, windage, etc., be neglected, the steam at 
•exhaust from the last of the three movable buckets will 
possess an amount of heat greater than it would have 
possessed • after purely adiabatic expansion, equal to 178 — 
135 = 43 B.T.U. per pound. After adiabatic expansion, if 
such had occurred, from 160 to 14 pounds absolute, the steam 
would contain 1018 B.T.U. per pound, and its quaUty would 
be 0.868. The heat of vaporization of dry saturated steam 
s,t 14 pounds absolute is 967 B.T.tJ. There is present in 
each poimd of the mixture of steam and water 1.00—0.868 = 
0.132 pound of water, and to evaporate this would require 
0.132X0.967 = 128 B.T.U. The amount of heat available for 
accompUshing evaporation, and therefore for increasing the 
quality of the steam, is 43 B.T.U. This is sufficient to in- 

43 

urease the quality by jog X 0.132 =0.0443. The quality of the 

steam entering the second-stage nozzles will then be 0.868 + 
0.044=0.912. 

Steam of 14 poimds absolute pressure and 0.912 quality 
contains 1060 B.T.U. per pound. This steam is to expand 
in the second-stage nozzles to a final pressure corresponding 
to a vacuiun of 29 inches of mercury or a temperature of 540 
degrees absolute. Following the vertical line on the heat 
diagram from the state-point for the steam before it enters 
the second-stage nozzles down to the line of 540 degrees abso- 
lute temperature, the heat contents of the mixture of steam 



Digitized by VjOOQIC 



168 STEAM-TURBINES. 

and water, after expansion, is 875 B.T.U. The heat avail- 
able for producing velocity in the jet from the second-stage 
nozzles is then 1060-875 = 185 B.T.U. 

The heat employed in the first stage was. . 135 B.T.U. 

Total 320 B.T.U. 

The total heat drop during expansion of dry saturated 
steam from 160 poimds absolute to a vacuum of 29 inches 
is 320 B.T.U., in case the quahty of the exhaust is as indicated 
by the above calculation, that is, 0.78. The quality after 
adiabatic expansion would of course be lower than this. Let 
the energy loss due to friction in the second-stage nozzles 
be that corresponding to a value of 2/ = 0.26. The initial 
velocity of steam, as it strikes the first buckets, will then be 

7" =224\/l85x0.74=2620 feet per second. 

Let the values of y for the second stage be as follows: 

During passage through set No. 1 2/= 0.05 

'' '' '' '' '' 2 2/ = 0.06 

'' '' '' '' '' 3 2/=0.08 

'' '' '' '' '' 4 2/-0.10 

*' '* '' " '' 5 j/=0.12 

The velocities will then be as follows: 

7" =2620 feet per second, as already found, 
vi" = 2250\/f^0.05 = 2190 feet per second. 

F2" = 1800^1-0.06 = 1745 



cc 



t;3" = 1400\/l-0.08 =1345 '' '' 

74" = 1070Vl-0.10 =1015 '' '' 

V5"= 780\/T^ = 730 '' " 
F5" = final absolute velocity = 520 



tt 

tt i€ 
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As the losses increase, the blade angles become greater 
and greater, and the designer may decide to limit the size of 
•exit angle. Suppose, for example, it were thought advisable 
to limit the exit angles to 45° or less. The angle of V/' would 
become larger than 45° if the method of laying out the dia- 
;gram were not changed. A line Z"L may be drawn making 
an angle of 45° with the line of action of the buckets, and v^' 
may be revolved so as to coincide with X"L, Completing 
the diagram as shown, by measuring off each succeeding 
velocity line, as v^" upon Z^'L, the corresponding velocities 
may be found, and the exit angles of the buckets made as 
desired. A similar change might have been made in the dia- 
gram for the first stage, and would have resulted in smaller 
•exit angles for the last buckets. This would have slightly 
increased the efficiency of the first stage, but that it would 
have improved the turbine as a whole is doubtful. 

The work done by the steam upon the moving buckets 
of the second stage may be calculated as was done for th^ first 
etage. 

For the first moving buckets, 

^_„ J2620)-l(18W-0.05X(2250P _ j^^,..^ 

a745)'-(l»70F-0.08x(1400)» _ „ 

64.4 ' 

^^„.(1015y-(5W-0.12x(7W . j^ „ 

Total work of second stage 89,900 f t.-pds, 

Work of first stage of turbine, 104,900, say 105,000 



Total work of turbine, per poimd of steam, 194,900 

Taking the losses due to friction of journals, windage, and 
leakage as 22 per cent of the work done by the steam, the 

steam consimiption of the turbine is iQg'onoyn 7^ ^"*^^ pounds 
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per delivered horse-power hour, approximately, or 17.4 pounds: 
per K.W. hour. 

These calculations are based upon saturated steam at the 
throttle-valve. When superheated steam is used the losses, 
are much lower and the economy correspondingly higher. 
This is shown in the tables of performance of the various tur- 
bines, the steam consumption being as low as 11.3 pounda 
per electrical horse-power hour when operating with 200 de- 
grees F. superheat. This means 15.1 pounds per K.W. hour. 

Up to this point nothing has been said as to the amoimt 
of power the turbine is to develop. It has been shown that 
the steam consumption per deUvered horse-power at the tur- 
bine shaft may be expected to be 13 pounds. This economy 
refers to the full-load conditions, and the steam consmnp- 
tion will increase at loads below and above full loads. If 
the turbine is intended for operating an electric generator 
having an efficiency of 0.88, the steam used per electrical 
horse-power hour will be 14.8 pounds at full load. This will 
be increased by from 15% to 20% at 50% overload. Taking 
the increase as 15%, the steam consumption at 50% over- 
load will be about 17.4 pounds per electrical horse-power 
hour. 

Let the turbine be required to operate a generator deUv- 
ering 400 electrical horse-power at full load, and 600 electrical 
horse-power when called upon for maximum overload. The 
total amount of steam required will be as follows: 

Full load, Tr = 14.8x400-^3600 = 1.65 pounds per second. 

At 50% overload, TF' = 17.4x600-^3600 =2.9 pounds per 
second. 

To find the diameter, of the turbine-wheels. — ^The conditions 
may present themselves in either of the following ways: 

(a) The peripheral velocity having been decided upon 
in designing the buckets, the number of revolutions of the 
machinery to be operated fixes the diameter of the wheels. 
The blade spacing and length must then be made such that 
the steam-passages will have the correct cross-sectional area. 
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(6) The revolutions per minute may be left undetennined 
until the cross-sectional area necessary for the passage of 
the required amoimt of steam has been found. A given 
design of buckets having been completed, as in the preceding 
pages, the pitch of buckets may be decided upon according 
to the designer's judgment, and the diameter of wheels neces- 
sary to give the required cross-sectional area of steam-passage 
may be determined. The machinery to be operated must 
in this case be designed to correspond in revolutions with 
the turbine. 

The volume of steam is supposed, in this type of turbine, 
to remain constant during its passflge through the wheels 
of a given stage; but the velocity of steam continually decreases,, 
as shown by the velocity diagram. It is therefore necessary 
to increase the cross-sectional area as the distance from the 
nozzle increases. This may be done by lengthening the 
blades and by decreasing the blade thickness, while main- 
taining a constant pitch of buckets. The area might also 
be increased by varying the pitch of buckets. If the cross- 
sectional area should be increased by making the wheels of 
increasing diameter, the smallest being near the nozzles, the 
steam would not have a direct path from the buckets of one 
wheel to those of the next, and the arrangement would lead 
to serious losses. The base line of blades is therefore kept 
of uniform diameter throughout a given stage of the turbine, 
and the length and thickness of blades are varied so as to 
increase the cross-sectional area. The area through the first 
sets of buckets may be made much greater than necessary 
for the steam-passage, in order to keep the wheel diameters 
the same as that of the last wheel, and to maintain a desired 
pitch and thickness of buckets. Since the velocity through 
the buckets of the last wheel in any stage is much lower than, 
is the case in the first wheel, and since the volume remains 
constant, the diameter of wheels depends upon the area neces- 
sary through the last wheel of the last stage, where the 
velocity is lowest. It is therefore necessary to determine, firsts 
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the necessary area through the passages between the buckets of 
the last set of the second stage. 

The results of experiments on the spacing of buckets, described 
in Chapter VI, indicate that the spacing, for buckets of the 
type considered here, may vary from i inch to | inch with- 
out greatly aflfecting the efficiency. The buckets as designed 
for the last moving set in the second stage are about A inch 
thick at the thickest part, and if they should be spaced } inch, 
the opening for passage of steam at the narrowest point would 
be A inch. 

The steam is to expand, in the nozzles of the second stage, 
to the pressure of the condenser, in which is a vacuum of 
29 inches of mercury. The quaUty after expansion was found 
to be 0.78, and as the specific volume of saturated steam at 
the vacuum pressure is 657 cubic feet, the volume of the steam 
in the second stage, per poimd, will be 

0.78X657 = 512 cubic feet. 

Since 2.9 poimds of steam pass through the turbine per second, 
the volume to which the steam-passages must be proportioned 
is 

2.9 X 512 - 1490 cubic feet. 

Let the revolutions per minute be 2000. Then for a pe- 
ripheral velocity of 400 feet per second the mean diameter of 
the bucket path will be 

400 X 60 ^ g^g2 feet or 46 inches. 



3.14x2000 



Since the spacing of buckets is | inch, there will be 46x3.14-^ 
0.75 = 193 spaces. 

From the velocity diagram the steam leaving the last 
buckets of the second stage has a relative velocity of 730 feet 
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per second. The area required to allow 1490 cubic feet of 
steam to flow per second at a velocity of 730 feet per second is 

1490 
^ """730" ^^'^^ ^^' ^^' ^^ ^^^ ®^' '^^' 

The clear space between buckets is A inch, and therefore the 
blade length is 

294 
^ = i93"^<a56=2-72 inches. 

As before mentioned, the area through the first row of the 
first stage, and through the earUer rows of that stage in gen- 
eral, will be greater than necessary, owing to the relatively 
high velocities and low specific volumes in those parts. This 
probably is not a detriment because the tendency of the steam 
seems to be to " back up '' or accumulate in pressure towards 
the later buckets, and it seems reasonable to suppose that 
greater freedom of passageway in the first stage, and larger 
exit angles, would tend to prevent this. The " backing up " 
of pressure is well illustrated in the experiments described in 
Chapter VI. 

The height of the first buckets is determined by the diam- 
eter, or width, of the jet from the first nozzles, since it is neces- 
sary to provide full area for the steam to act against, after it 
leaves the nozzles. 

The experiments with orifices and nozzles indicate that 
the steam should be conducted from the first stage to the 
second by orifices rather than by expanding nozzles. 

The methods of design given may be applied to turbines 
having any number of stages into which it is thought advisable 
to subdivide the machine. It is probable that with the greatly 
increased temperature range obtained when superheated steam 
is used it will be found advantageous , to increase the number 
of stages. 
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CHAPTER VIII. 

THE IMPULSE-AND-REACnON TURBINE. 

The work done in the first stationary blades of the fric- 
tionless reaction-turbine is that necessary to accelerate the 




Fig. 61. 



jet from its practically zero velocity at entrance to the turbine- 
casing to the velocity Vi at which it enters the first moving 
blades. If the work in the stationary blades is called K^, 
then 



K. = Vr'^2g. 
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The velocity relatively to the moving blades, at entrance to 
them, is Vi, and this increases to V2 at exit from the moving 
blades. The work done in the moving blades is then 



^m = 



29 • 



Part of Km produces pressure against the blades and part is 
lost as exit energy, due to the velocity V2* 




Fig. 62. 
The total work, including the energy in the exit steam, is 

Kt =Ka+Km' 

The work done in the moving blades is to the total work done as 
-^, and this fraction is called the " degree of reaction." 
The net work accomplished upon the turbine is 

K=Kg-{'Km — '2Zj 

expressed in foot-poimds, and the efficiency is 

K-^{K,+Km). 
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Example No. 1. — ^Let initial steam-pressure =150 pounds 
per square inch absolute; let the drop in pressure in the first 
set of guide-blades be 10 pds. and let a similar drop occur 
in the first set of moving blades. Let ai =30^ and let a2=«i- 
Find the work done on the moving blades per pd. steam. Let 
peripheral velocity =250 ft. per second. 

It is first necessary to calculate the velocity at entrance 
to the moving blades. Assume the expansion to be adiabatic, 
with no frictional losses. 




w = 25Q ft. sec. 
Fig. 63. 



Heat given up in guide-blades =6.0 B.T.U. or 7i=550 ft. 
per second. From the velocity diagram, Vi =360 ft. per second. 

The work done m the moving blades is ^ — ^ — foot-pds., 

which equals the heat given up during the passage of the steam 
through the moving blades multipUed by 778. The heat given 
up during adiabatic expansion from 140 to 130 pds. is 6.9 B.T.U. 

Then % ' =6.9x778, 

2g 

or 



V2 = V64.4 X 6.9 X 778 + (360)2 =V475,312 = 690 ft. per sec, 
Approximately. The work done in the stationary blades is 

if,= y^ = ^-^=4700 ft.-pds. per sec. 
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The work dope in the moving blades is 

^ V2^-iu^ (690)^ - (360)2 

Km=^ — 27~" ^ 64 4 =5360 ft.-pds. per sec. 

The total work done is 

ii:,=i^,+ij:^=4700+5360=10,060 ft.-pds. per sec. 

From this last is to be deducted the work 

V2^ (500)2 

2"= c^A =3890 ft.-pds. per sec. 

The net work accompUshed in the tm*bine is 

K^Ks-^Km-^ =6170 ft.-pds. per sec, 

or 11.2 horse-power. 

The efficiency is 

K 6170 

The degree of reaction is 

Kn. 5360 

K, ~ 10,060 ~"'^'^^' 

or approximately one-half degree reaction, which is about that 
used in reaction-turbine construction. The exit velocity in 
the above turbine is so high that the steam consumption would 
be very large, and the need for more stages is obvious. Thus 
the steam consumption per horse-power per hour would be 

Yj-rt =321 poimds. 
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STEAM-TURBINES. 



The many-stage reaction-turbine consists of guide and 
rotating rows of blades, as indicated in Fig. 64. There may- 
be many consecutive rows, all having the same diameter, 
followed by others of greater diameter, as the required area 
for passage of the steam becomes greater and greater. 

Assuming that the diameter of the rows, or wheels, is con- 



state a -^ 



stage B 



stage O < 




u«260 



Fig. 64. 



stant, the peripheral velocity of all blades will be the same. 
Let this be called u, as before. 

The diagram. Fig. 64, is constructed for constant condi- 
tions of absolute and relative velocity throughout the various 
stages, and, as stated above, all stages are alike in diameter. 
In the first guide-wheel the work done is 
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In the first moving wheel the work done is 

In each guide-wheel after the first the work done is 

29 ' 

and the work in each moving wheel is the same as stated' 
above; that is, 

29 ' 

In general, if there are n sets of wheels (that is, n stages), each' 
consisting of one guide and one moving wheel, there will be 
n-1 sets, or stages, besides the first stage. The total work 
will be 

Let K=the work in each stage except the first, so that 

The efficiency of a single stage is K^ — . 

If a2=ai, as in Figs. 61 and 62, then Vi =t;2, and F2 = Vi^ 

K.2(ItS')„d efficiency- ^i^>. 
But Vi^ - 7i2 + 1^2 - 2uVi cos a. 
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Therefore the efficiency = — f7 tT^ 

Vl Vi^ 



=^[2cosa-^J. 



The variation of efficiency for Fi=300 feet per second, 
^ith variation of a and u, is shown on page 206. 
The total work done in n stages is 

Since 17- is the work lost at exit from the turbine, the net 

work done, per pound of steam, =nK. 

Example No, 2. — ^Taking the velocities as given in Fig. 64, 

Fi =550 for each guide-wheel, 
F2 = 500 for each guide-wheel, 
Vl =^360 for each moving wheel, 
V2=690 for each moving wheel, 

(550P-(500)^ (690)^ -(360)^ mTOffr^H. 
K = gj^i + gi^i = 6170 f t.-pds., 

work done in each stage per pound of steam used. This is, 
of course, for a frictionless and otherwise ideal turbine. In 
such a machine, if expansion occurred from 150 pds. abs. to 
130 pds. as in the example on page 176, there would be avail- 
able 12.9 B.T.U. or, approximately, 10,000 foot-pounds of 
energy per pound of steam, and an ideal turbine would require 

only 'n. =1.62 stages to completely utilize the energy avail- 

. able. 

If expansion should occur from 150 pds. to 1.5 pds. rbeo- 

lute, as in the example on page 83, there would be 290 B.T.U. 

1 available, or 290x778=225,000 foot-pounds. In an ideal 
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reaction-turbine of the kind above described, the number of 
stages required to absorb this energy would be 

225,000 ^^ . , , 

fi17n ^ ' approximately. 

Example No. S. — ^Let the initial steam-pressure in a many- 
stage reaction-turbine be 165 pds. abs., and let the vacuum be 
27 J inches of mercury. Let the mean diameter of blades be 2 feet 
throughout the turbine, and the revolutions 3000 per minute. 
Let the initial velocity of steam leaving the first guide-blades 
be 600 feet per second. Let ai (Fig. 65) be 32 degrees, and 




FiQ. 65. 

a2=cci. Assume adiabatic expansion and allow for no losses. 
Draw velocity diagram and compute the number of stages. 
Let quality of steam at initial condition be 0.98. 

The quality of steam after expanding from 165 poimds 
absolute to a vacuum of 27i inches of mercury, according to 
the conditions of the problem, is 0.775. From this information 
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the total heat given up in the turbine may be calculated, and 
the number of stages follows from the known amount of heat 
given up per stage. 

Peripheral velocity =314 ft. per sec. 

To find the heat drop, H, required to produce 600 ft. per, 
sec. velocity (from a velocity of zero at entrance of steam), 

6002 = 778x64.4xiy, or iy = 7.18 B.T.U. 

From the velocity diagram, Vi=370 ft. per sec, and this is 
to be increased to V2 as follows: 

V2^ - Vi^ = 64.4 X 778 X 7.18, or Vg = 850, approx. 

From the velocity diagram, V2 is 610 ft. per sec. 
The work done per stage is then 



6102-6002 + 8502-3702 ^^^^ ^^ ^ 
^j^ =9050 ft.-pds. 

9050^778 = 11.6 B.T.U. 



From the calculations on page 183 the heat given up during 
expansion = 306.9 B.T.U., or, say, 307 B.T.U. The equiva- 
lent of this heat is to appear as work delivered by the turbine. 
If the equivalent of 11.6 B.T.U. appears per stage, then it 

307 
will require rY-^ = 26+ stages to absorb the energy available. 

The steam consumption of a turbine working between 
known Umits may be calculated as follows, for assumed 
losses due to steam friction and friction of rotating parts, 
and loss due to leakage. The dotted line. Fig. 66, indicates 
the condition of the steam during expansion through the 
turbine. 
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First, assuming adiabatic expansion, allowing for no losses: 

Heat of liquid at 165 pds. abs. . . - 337.6 337.6 

Heat of vapor'n at 165 '' " ..= 855.3 855.3 X 0.98 =838.2 



Heat of liquid at 1.23 pds. abs. . . = 77.06 

Heat of vapoi^n at 1 .23 " " . . = 1037.8 

1037.8X0.763 = 791.84 



1175.8 



868.90 868.90 



Heat given up = £r, -fl^z- 306.9 B.T.U. 

Let the loss of heat in the blades, due to friction, be j/=0.26. 
Heat utilized = (l-y) (Hi - H2) = 306.9 X 0.74 = 227 B .T.U. Sup- 
pose the energy in the exhaust is 8% of the initial energy 



E-.5228 




165.pda.^ | £ „5223-^..98 x 1.035= 1.536 
((qnality = .98) 



E=.1458 



/ 



E— 1.891 



E-- 1.821 




quality « .7634 ^^^ « .886 
1088 

E«1.9(yr T2«=«e9.8°ab8. 

Pi^ZA Inches mere. 
»L88pdsuaba» 
JE= 1.536 

(quamy-l^«.,rM 



Fig. 66. 



at entrance to the blades, and the loss due to friction of the 
rotating drum and of the bearings = 10%. Let the loss due 
to leakage =7%. Sum of losses = 25%, besides the 26% heat 
loss due to steam friction. Then 75% X 227 =170 B.T.U. 
available from each pound of steam flowing through the tur- 
bine. Suppose 1 pd. flows per sec, or 3600 pds. per hour. 
Ft.-pds. per min.= 60x170x778 = 7,935,600. Horse-power = 

7.935,600 ^,^ ^, ,. 3600 _ . , 

'^^'^ Steam consumption =277r = 15 pds. per de- 



= 240. 



33,000 
livered horse-power hour. 
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In reaction-turbine design the assumptions made at the start 
are chosen from among the followmg items: 

1. Initial and final steam-pressures. 

2. Initial quality of steam, or degree of superheat, if any. 

3. Losses to be experienced by the steam during its passage 
through the machine. 

4. Initial velocity of steam as it leaves the first guide-blades. 
6. Angle at which the guide-blades discharge to the moving 

blades. 

6. Angle at which the moving blades discharge to the 
guide-blades. 

7. Peripheral velocity of the blades in the various cylinders. 

Assumptions as to the above make it possible to deter- 
mine cross-sectional areas at different points in the turbine,, 
the length and width of blades, and to estimate the heat losses. 
From these data the probable steam consumption may be 
calculated for a given rate of power developed. 

The number of revolutions per minute may be decided 
upon from considerations of the use for which the turbine is 
intended. The drop in energy in the various stages deter- 
mines the initial velocity of steam through the blades, and 
the peripheral velocity of the latter should be from one third 
to one half of the steam velocity, the ratio for highest efficiency 
depending upon the exit angles of the blades. 

From Fig. 67 it is obvious that the cross-sectional area 
through a row of blades decreases as the exit angle with the 
direction of motion of the blade becomes smaller. Considering 
the two extreme Umiting cases, if the steam were discharged 
from a set of blades in the direction of motion of the blades — 
that is, if a became zero — the cross-sectional area would become 
zero. If the blades discharged in an axial direction, the cross- 
sectional area, assuming infinitely thin blades, would be equal 
to the length of the blades, multipUed by the circumference 
on the mean diameter of the row of blades. That is, the area 
would equal the whole annular area swept by the blades. 
Between these two extremes are the actual conditions, and 
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the actual area for infinitely thin blades would be to the whole 
annular area swept by the blades as a is to 6 (Fig. 67). But 
«-^6=sina, and the area for blades having a length L and 
rotating on a mean diameter D would be 

area=;rDL sin a. 

The blades have a certain thickness to afford strength, and 
the diameter of cyUnder and length of blades must be propor- 
tioned so that the required area for passage of steam may be 
obtained. If the thickness of the blades is half the mean 
clear opening between two blades, then the area correspond- 
ing to blades without thickness should be multiplied by 1.5, 
and the proper diameter of cylinder and length of blades cal- 
culated. The blade thickness must in all cases be taken 
account of in calculating cross-sectional area. 

Fig. 67 shows how the area decreases with the angle a, 
and that for a given axial space occupied by a row of blades 
the steam-channel becomes longer, as well as narrower, with 
decrease of the angle a. From these facts it follows that, 
while the power absorbed per stage apparently increases as a 
decreases, thus reducing the number of stages, the friction 
losses become greater as a decreases. There is thus a Umit 
beyond which it does not pay to decrease the exit angles. In 
reaction-turbines the exit angle is ordinarily from 20° to 30° 
for both guide and mo\dng blades. If the exit angle is made 
too large, each stage absorbs and deUvers too Uttle energy, 
and too many stages are required. This not only increases 
the size of the turbine, but also lengthens the path of the steam 
and makes the friction losses greater. 

It has been shown that the friction losses increase with 
the square of the velocity of the steam. Making the drop in 
each wheel small, by increasing the exit angles, results in 
increased number of stages, and large friction losses, due to 
the lengthened steam path. Making the drop large in each 
stage increases the velocity of steam, and the friction losses 
increase as the square of the velocity. The choice of the con- 
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ditions as outlined at the top of page 184 is to be made with 
a view to reducing friction and other losses to a minimum, 
by properly proportioning, with respect to each other, the 
peripheral velocity of the blades of the various stages, the 
angles of exit, and the drop in heat contents per stage, which 
determines the velocity of the steam. 

In making calculations based on the preliminary assum* 
tionsy the heat diagram is used. Considering only that por- 
tion to the left of the curve of saturated steam, curves of 
constant heat, constant quaUty, and constant volume are 
drawn, and methods of interpolation may be used for finding 
the quaUty, volume, and heat contents of steam at any tem- 
perature and specific entropy within the limits of the dia- 
gram. 

The intervals between all quality curves are alike for any^ 
one temperature, and the same is true of the curves of con- 
stant heat. 

Example No, U* — ^Let steam at 165 pds. abs. and 98% 
quality expand to a pressure of 2.5 inches of mercury, or 1.23 
pds. abs. The upper and lower temperatures are 826.5 and 
570 degrees absolute respectively. 

(a) Assuming that expansion is not adiabatic, but that the 
steam loses 26% because of friction, find what the quaUty of 
the steam will be at the lower temperature, and at 600, 650, 
700, 750, and 800 degrees absolute. See dotted expansion line. 
Fig. 66. 

(6) Find the heat contents, per pound of the steam, at each 
of the above temperatures. 

(c) Plot curves of heat drop, and of specific volume of the 
steam, for the expansion indicated, as is done on page 189.. 
To find the volumes, multiply the specific volume of dry steam: 
at the various temperatures by the corresponding qualities.. 
Disregard the volume gf the water. 

The scale provided for measuring the diagram at the back 
of the book will be found useful in avoiding arithmetical 
work. 
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The curves asked for in the above example, and plotted ni 
Fig. 68, represent the characteristics of the turbine, giving 
for each cylinder the mean values of peripheral and steam 
Telocity, and mean cross-sectional areas for passage of steam. 
"These are tabulated below. In designing it is advisable to 
plot the curves as the first step, and calculate the remaining 
quantities in the table from the curves as a basis. 

Let the peripheral velocity of the turbine-blades vary as 
shown on the curve (Fig. 68), and let the relation between 
peripheral arid steam velocities at entrance to the moving 
blades be as follows : 

^ ^ «^ 

Tir=0.35. 

From this and the curve of peripheral velocity the curve of Vi 
may be plotted. The. curve of peripheral velocity is assumed 
so that a satisfactory length may be given the turbine-blades. 
The blades of the first cyUnder should not be excessively short, 
'Otherwise the clearance would be too great a percentage of 
the total cross-sectional area. A high peripheral velocity 
means high initial steam velocity, which in turn means small 
cross-sectional area for passage of steam, and consequently 
short blades. A certain amount of clearance space is necessary 
for mechanical reasons, and steam is free to leak through with- 
out doing work. If the blades are very short, the clearance 
becomes a considerable percentage of the total cross-sectional 
•.area for passage of steam, and leakage is excessive. For this 
Teason the initial peripheral and steam velocities are kept 
low and the blades made correspondingly long. 

From these considerations the curve of peripheral velocity 
begins at about 130 ft. per second in the present case and 
gradually increases to about 350 ft. per second. The cor- 
responding initial steam velocity curve begins at 360 and 
ends at about 1040 ft. per second, between the Umits of tem- 
perature 826 and 570 degrees absolute. The relation between 
these two curves is Fi = w-h0.35. 
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Let the turbine consist of five cylinders, the blades being 
of a single length for each barrel. The cylinders will be arranged 
to absorb the heat drop between the temperature lines shown 
in Fig. 68, and in the following table, which contains various 
necessary quantities taken from the curves, or calculated as 
described: 



Cylinder 
No. 


Degrees 
Temp. 
Drop. 


B.T.U. 
Heat 
Drop. 


Mean 
Periph- 
eral 
Vel. u. 


Mean 

Initial 

Vel. Vi. 


Mean 
Sp. Vol. 

of 
Steam. 


Mean 

Diameter 

of Row 

of 

Blades. 

Ins. 


Average 
Crofls- 

sectional 
Area of 

(^linder, 
Sq. In. 


Length 

Blades, 
Ins. 


1 
2 
3 
4 
5 


56 
60 
60 
45 
35 


43 
53 
53 
46 
32 


130 
150 
200 
270 
330 


375 
420 
550 
750 
950 


4.03 

9.02 

24.80 

66.80 

164.00 


16.5 
19.0 
25.5 
34.5 
42.0 


6.5 

13.0 

27.3 

35.8 

103.0 


.50 

.875 

1.37 

2.00 

3.14 



Let the turbine be required to develop 1000 brake horse- 
power, at 1800 revolutions per minute or 30 per second. This 
fixes the mean diameter of the rows of blades of the various 
cyhnders, since the peripheral velocity is determined by the 
curve. Let this be calculated and inserted in the table as 
above. The mean specific volume of the mixture of steam 
and water may be found from the curve at the top of Fig. 68, 
for each cyUnder. The curve is to be found, in the first place, 
from the steam-table values of specific volume of dry steam, 
by multiplying these by the quahty of steam as determined 
from the expansion curve on the diagram. Each cyhnder 
of a turbine is usually made to gradually enlarge in cross- 
sectional area as the steam expands. The present calcula- 
tions apply to the. average cross-section for each cylinder. 

To find the cross-sectional areas it is necessary to cal- 
culate or to ascertain in some way the probable steam con- 
sumption of the turbine, as the volume of steam flowing per 
second is required. From the expansion curve on the heat 
diagram, the heat given up per poimd of steam may be found 
by measurement. In this case it is the same as the quantity 
found on page 183, or 227 B.T.U. Let the other losses be the 
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same as found on page 183, which result in a steam consumption 
of 15 pounds per brake horse-power hour. 

To calculate the cross-sectional area for each cylinder let 
v=mean specific volume of the steam and water mixture at 
the cylinder under consideration. The weight flowing per 

second when developing 1000 horse-power will be-o7^=4.2 

pounds, and the volume per second will be 4.2 X v. Taking 
the velocity as that at exit from the guide-blades, the cross- 
sectional areas for the first and the succeeding cylinders will be : 

Ai = — ^=3 — =0.045 sq. ft. == 6.5 sq. ms. 

A2=^^^^|^ = 0.090 - -= 13.0- - 

4 2 V 24 ^ 
.13= 550 =0.190 " "= 27.3 " " 

A4=^^^g^=0.374 " "= 53.8" " 

4 2y 164 
A5= g^Q -=0,715 - ''=103.0'' " 

These are inserted in the table above. 

To find the length of blades in the present problem assume 
that the exit angle for all the stages is 22 degrees. 

As shown on page 186, if L is the length of blade, and D 

the mean diameter of section of the annular space occupied 

by blades, the net area for passage of steam would be, for 

infinitely thin blades, 

A 

A =7:DL sin a. or L= -jr—, . 

TtD sin a 

• 
If the blades, due to their thickness, occupy one third of the 
cross-sectional space, the necessary area becomes 1.5^, or, 
since sm 22° =0.374, 

1.5 A 1.28A 



L = 



3.14Z)X 0.374 D 



Digitized by 



Google 



192 STEAM-TURBINES. 

Calculating the mean length of blade, the following values 
are obtained: 

V 1.28X6.5 ^,^ . ^ 
Li== — ^n g =0.50 inch. 

L2=^-^^ =0.875 " 

1.28X27.3 .„ 

■^3- 255 ~^-^' 



1.28X103 
42 



Ls== 2: =3.14 '' 



These have been inserted in the table on page 190. 

It now remains to determine the number of stages that are 
necessary in each cyhnder to absorb the energy given up 
during the fall in temperature assumed at the beginning of 
the problem. 

From Fig. 69, Plate XIII, it is evident that if ai=a2, Via 
and V2a will be equal to each other. Also, Via will equal F2a. 

The energy given up per stage in any cyhnder is equal to 
the sum of the amounts given up in a row of guide-blades and 
a row of moving blades and equals, for each stage of the first 
cyhnder in the present example, 





K- 2g 


But 


Vla^ = V2a^ 


and 


V^J'^Vu'. 


Therefore X = 2(^-:-"'-^) = 2(^^-l-^-^) 



29 2g 

This simply means that, under the stated conditions (equal 
€xit angles), the energy given up in a rota.-ng wheel equals 
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that given up in the guide-wheel before it. It is necessary 
to construct the velocity diagram for only one of the wheels 
or rows of blades in a cyUnder, since that for the other would 
be exactly similar. 

In Plate XIII the single Une making the angle a = 22^ with 
the direction of motion of the blades may be used to represent 
in direction all the initial velocities, and combining them with 
their respective peripheral velocities gives the relative veloci- 
ties necessary for finding the value of K in the above equa- 
tion. The values of Vi and V2 tabulated on page 190 were 
taken from the velocity diagram on Plate XIII. The work 
done in each stage of each cyUnder, and the number of stages 
required to absorb the energy given up in each cyUnder, may 
be calculated as follows : Taking the first cyUnder, each stage 
absorbs the work 



or 2 91 B.T.U. 



Since there are 42 B.T.U. to be absorbed during the passage 
of the steam through this cyUnder, the number of stages re- 
quired wiU be 

42 

^ = 14.5, — say 15 stages. 

Similar calculations give the foUowing number of stages for 
each cyUnder. 

No. of Stage. Stages. 

1 15 

2 14 

3 8 

4 4 

5 2 
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These figures, as they stand, would not be satisfactory for use 
in determining the final dimensions of a turbine. The angles 
of the blades would be varied more or less from one cyUnder 
of blades to another, to suit various requirements, and the 
cylinders would usually not be so numerous as here indicated. 
For a turbine of the size given, three cyhnders might be used, 
leaving the first two about as the figures indicate, but rear- 
rs^nging the last three cyhnders so as to combine them into 
one, consisting of blades increasing in size as they approach 
the exhaust end. By a series of calculations similar to those 
above, the required variations may be determined. 

The pressure drops in the above example are, approximately: 

1st cylinder 165 pds. abs. to 76 pds. abs. 

2d '' 76 '' " '' 29 '' " 

3d '' 29 '' '' '' 9 '' '' 

4th " 9 '' '' '' 3.2 " '' 

5th " 3.2 " '' '' 1.2 '' '' 

This large number of cyhnders was adopted in order to give 
practice in making the calculations, but a better arrangement 
from both thermal and mechanical considerations, would 
result from the following conditions: 

Example No. S. — Proportion an impulse-and-reaction turbine 
according to the curves given in Fig. 68 with the following 
pressure drops: 

Cylinder No. Pressure Drop. 

1 165 pds. abs. to 50 pds. abs. 

2 50 '' '' '' 16 '' '' 

3 16 '' '' '' 1.2 '' '' 

The following table gives the particulars taken from the 
curves on page 189. In everything except pressure drop the 
particulars of the design are the same as for the turbine of five 
cyhnders, worked out above. From the curves, page 189^ 
and the temperature drop corresponding to the fall in pres- 
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sure, the quantities are calculated as was done in the previous 
example. 



■Cylin- 


Pres- 
sure 
Drop, 
Pds. 


Tem- 
pera- 
ture 
Drop, 
Degs. 


Heat 


Mean Velocities. 


Mean 


Mean 
Diam- 
eter 
Blades, 
Ins. 


Mean 
Clear 
Area, 
Sq. In. 


Mean 
Len'th 
Blades 

Ins. 


Num- 


der 
No. 


Peri- 
pheral. 


Steam 
^1- 


Steam 

V2. 


Specific 
Volume 
Cu. Ft. 


ber of 
Stages 


1 
2 
3 


115. 
34 

14.8 


84 

65 

107 


68 

59 

100 


138 
170 
265 


385 
435 
775 


260 
325 
535 


6 

18 

100 


17.5 

20.5 
34.0 


9.4 
22.7 

78.0 


0.69 
1.42 
2.94 


21 
18 

8 



Each of the sections of the turbine (three in this case) is 
properly called a cylinder, and each cyhnder contains blades 
of various lengths, increasing as the pressure becomes lower, 
thus affording increasing area for the passage of steam. Each 
cylinder may contain several rows of blades of given length 
and contour, and then several rows of another length and 
contour. Each of these sets of rows is called a barrel, and a 
cylinder may contain many barrels. The figures in the table 
refer to the mean dimensions of the respective cylinders, hence 
the blades at the high-pressure end of the cylinder will be 
shorter and those at the low-pressure end longer than given 
in the table. 

The diameter of the spindle, or rotating part of the tur- 
bine, depends primarily upon the peripheral velocity of blades 
and the rate of revolution; the former depends upon the initial 
steam velocity employed. With given diameters for the 
various cylinders, and with certain thickness, spacing, and 
exit angles of blades, the length of blades depends upon the 
necessary cross-sectional area for the passage of steam through 
the various cylinders. 

The Parsons type of turbine for stationary use has ordinarily 
three cylinders, and the mean diameters of the rows of blades 
in the various cylinders are made in about the following pro- 
portion: 

d = mean diameter of smallest cyhnder; 
1.4 to 1.5d = '' '' '' middle 

2 to2.75d= '' '' '' large '' 
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Calling one stationary and one moving row of blades, taken 
together, a stage, there are ordinarily from 50 to 100 or more 
stages in turbines of fairly large size; that is, from 300 K. W. 
upward. 

Since turbines are used in connection with very low exhaust- 
pressures, the volume of steam passing the low-pressure blades 
per second becomes very great, and the diameter and blade 
dimensions for that end of the machine should be considered 
first. The dimensions of the smaller parts may then be pro- 
portioned accordingly. 

Variation of Friction Loss. — ^The experimental work discussed 
in Chapter VI indicates that the friction losses in an expanding 
nozzle increase as the pressure decreases, and that the increase 
of the value of y is very rapid at very low pressures. Experi- 
ments with turbines show that much more energy is lost if 
the steam used is moist than is lost when dry or when super- 
heated steam is used. During expansion the steam gives up 
heat, as work, and a considerable ^amount of water of con- 
densation is formed. The presence of water in the steam is 
thought to be responsible for what cutting of the blades occurs, 
and this indicates that the water causes resistance* to passage 
of the steam. 

From these indications it seems reasonable to conclude 
that the friction loss, as represented by y, is greater in extent 
towards the low-pressure end of the machine than it is at 
early points of the steam-path, and the " Curve of frictional 
effect " shown in Fig. 71 has been drawn with this point 
in mind. It shows the value of y to be used at each of the 
temperatures dealt with in designing the turbine. The flatten- 
ing out of the " Curve of heat given up " shows that if the 
losses due to the accumulation of water on the blades, or along 
the steam-path, should increase according to the curve assumed, 
it would not pay to reduce the temperature of the exhaust 
below 540°. As the use of superheated steam reduces the 
losses in the turbine, it seems that a low vacuum is more 
effective, economically, with superheated than with moist 
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steam, although it undoubtedly is one of the chief considera- 
tions in both cases. 

The following problem involves some considerations not 

.80 1 1 1 1 r— 1 1 1 1 1 1 \ rT—\ 1 r"oo 




850 



800 



750 



700 650 600 
.▲bfMlute Temp., DeT^ F, 

Pig. 71. 



taken up in the foregoing examples, and the results correspond 
more nearly with the proportions adopted in practice. The 
curves and diagrams in Figs. 71 and 72 apply to this example. 
Example No. 6. — ^Let a turbine be required to develop 
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1000 horse-power at full load, and be capable of using suffi- 
cient steam to produce 1500 horse-power, without the use 
of by-pass valves. 

Let the initial pressure, at the throttle: valve, be 160 pounds 
absolute per square inch, and let the condenser maintain a 
vacuum of 29 inches of mercury. The upper and lower tem- 
peratures will then be 824° and 540° absolute respectively. 
The steam entering the turbine will be supposed to be dry 
and saturated. 

Let the loss of energy due to friction of bearings, to exhaust 
velocity, and to windage be 18 per cent of the energy given up 
by the steam. The total heat given up by the steam, accord- 
ing to the curve in Fig. 71 is 245 B.T.U. per pound, and of 
this 82% is to be useful in developing energy of rotation. The 
steam consumption of the turbine will then be 

1 980 000 
nS2v24^y77S == 12.7 pounds per deUvered horse-power hour. 

When called upon for 50% overload the turbine will use 
more steam than this by, say, 16%, or the steam-channels 
must be so designed that they will accommodate 14.8 pounds 
per horse-power hour, when the machine is deUvering 1500 
horse-power. The steam used will then be 

1500X14.8 = 22,200 pounds per hour, 
or 6.16 pounds per second. 

Let the pressure, temperature, and heat drop in the three 
cyhnders be as follows: 



Pressure Absolute. 


Temperature Drop. 


Heat Drop. 


1 160 to 45 


824-735- 89° 
735-653= 82° 
653-540 = 113° 


86 BTU 


2. 45 to 10 ins. mercury . . 

3. 10 ins. to 29 ins 


80 '* 
79 *' 



Let the angles of exit of the moving blades equal those 
of the stationary blades, and have the values given below, 
for the various stages. These angles are varied to some extent 
from one set of blades to another, and in general are capable 
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Vi=430. 




Vi«aoo. 




Fig. 72. 
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of being " gaged " or set as may be found necessary or obtain- 
ing proper axial thrust conditions. 



Cylinder 
No. 


steam > Peripheral 
Velocity. Velocity. 


Angle of 
Exit. 


1 
2 
3 


300 
430 
575 


140 
200 
380 


24° 



The velocity diagrams for the three stages may now be 
drawn, as in Fig. 72, and the work done in each row of 
stationary and moving blades may be determined. Thus, 

3Q02 _ 1802 
In first cyUnder, work per row= — wrj =895 foot-pounds, 

equivalent to 1.15 B.T.U. 

Since there are 86 B.T.U. given up in this cyUnder, and 
since the work in the moving rows is the same as that in the 

stationary rows, there will be ^-o =36 moving and 36 stationary 

rows of blades in the first cylinder. In similar manner the 
number of blades in the second and third cylinders may be 
found with the following result : 

Moving blades — H.P. end of spindle 36 

" " Middle cylinder on spindle. . . 18 
L.P. end of spindle 14 



Total . 



68 



There will of course be an equal number of rows on the sta- 
tionary casing of the machine. 

Diameter of Cylinders. — ^Assuming the speed of revolution 
of the turbine as 2000 per minute, the mean diameters of the 
rows of blades in the various cyUnders is fixed by the assumed 
mean peripheral velocity of blades. 

Cyl. No. Mean Diameter. 

• 1 1.335 feet or 16 inches. 

2 1.91 '' '^ 23 '' 

3 3.97 " '' 47.5 '' 
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Length of Blades. — In each cylinder there are usually 
several barrels, each containing blades of a given length, but 
the blades of each barrel, advancing from the high-pressure 
end of the machine towards the condenser, are longer than 
those of the preceding barrel. In the first cylinder there may 
be three different lengths of blade, in the second four, and 
in the third five or six. The variation in length is for the 
purpose of increasing the cross-sectional area for the passage 
of steam as the latter expands in volume. The proper area 
for any section of the turbine may be calculated by finding 
the volume of the steam at that section from the curve of 
volumes, as plotted in Fig. 71. 

The mean specific volumes of the mixture of steam and 
water while passing cyUnders Nos. 1, 2, and 3, respectively, 
are, approximately, 4, 16, and 150 cu. ft. The weight of 
steam passing per second is 6.16 pounds, and the exit veloci- 
ties are 300, 430, and 575 feet per second for the three cylin- 
ders respectively. Therefore the mean areas should be: 

6.16x4 
1st cyUnder, ' ^^ =0.082 sq. ft. = 9.9 sq. in. 

2d '^ ^^^^ =0.23 - - = 27.5 - - 

3d - ^^^1^^ = 1.60 - - =1920 - - 

Making the same assumption as to blade thickness as in the 
previous problem, the mean blade lengths for the three cylin- 
ders are 

^^=3.14xl6Xsin24° =0-73 , -say J"; 

1.5x27.5 ,, 

■^='~3.14x23Xsin26.5°7-^--^^~^y ^* ' 

1.5X192 
^3=3l4^47.5Xsin 30o = 3-87 -say 3i . 
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The areas at entrance to the blades are made larger than those 
at exit, since the velocities at entrance are lower than at exit. 
This may be seen from the velocity diagram, which also shows 
typical blade sections. 



QUANTITIES USED IN CHARACTERISTIC CURVES IN FIG. 71. 


1 


2 


3 


4 


5 


6 


7 


8 


T2 


(^i-J&3) 


E2 


Hv 


92 


x' 


x" 


X2 = X' + X" 


540 


1.47 


1.96 


1058 


47 


0.750 


0.0995 


0.850 


575 


1.41 


1.80 


1034 


82 


0.783, 


0.064 


0.847 


600 


1.36 


1.70 


1017 


107 


0.800 


0.049 


0.849 


650 


1.28 


1.51 


982 


158 


0.848 


0.030 


0.878 


700 


1.21 


1.35 


946 


208 


0.895 


0.016 


0.911 


750 


1.14 


1.21 


911 


259 


0.942 


0.007 


0.949 


800 


1.07 


1.09 


875 


311 


0.982 


0.002 


0.984 


824 


1.04 


1.04 


857 


335 


1.00 







9 


10 


11 


12 


13 


V = X2 (sp. vol. at Tz) 


y 


/f2 = X'l/^ + (72 


H,-H, 


H = {H,^H^Xl-y) 


558 


0.30 


841 


351 


245 


203 


0.22 


892 


300 


234 


107 


0.185 


921 


271 


221 


36 


0.145 


991 


201 


171 


15 


0.120 


1055 


137 


121 


7.0 


0.100 


1118 


74 


66 


3.7 


0.090 


1160 


22 


20 


... 


0.075 


1192 










El=:1.56 



Ti=824.^ab3. 



E1-E3 




Pig. 73 



/ft; = heat of vaporization at T2', 
^2 = heat or liquid at T2', 
x' = quality after adiabatic expan- 

A m E] — E^ 

sion to T2,= ^ %• 

x" = increase of quality due to fric- 
tion, =y{Hr-H^~-Hv; 
X2 = quality after actual expansion 

to T2; 
v = volume after actual expansion 

to T2; 
y= energy loss; 
/fi = total heat in steam, per pd., 
at Ti, as it enters turbine; 
^^2 = total heat in steam, per pd., 
after adiabatic expansion to 
T2', ^ 
H = heat given up during actual ex- 
pansion to T2, 
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Comparison of Efficiencies of Single-stage Impulse- and 
Single-stage Reaction-turbines. — ^The expressions for the hy- 
draulic efficiency of the two types have been developed in 
preceding chapters and are as follows, for impulse- and for 
reaction-tm-bines respectively: ' 



Impulse-turbine, Efficiency = ^r- - 
Reaction-turbine, Efficiency = p^ • 



cosa- 



u 



2 COS a 






These equations are plotted on Plates XIV and XV, and 

the variation of maximum efficiency with jr- and with the 

angle at which the steam leaves the nozzles or the guide-blades 

is shown on Plate XVI. 

Expressed numerically, the cm'ves on Plate XIV show the 

u 
following values of the ratio y- for the conditions stated: 



Impulse-turbine 



Reaction-turbine 



a 



a 



= 10°. 

20°. 

30°. 

40°. 
= 10°. 

20°. 

30°. 

40°. 



yT for Max. Efficiency. 

../.. .51 
48 

44 

38 

97 

93 

87 

80 



The steam velocities used in the impulse-turbine are much 
higher than in the reaction-tvu-bine, but the ratios of peripheral 
to steam velocity, for maximum efficiency, are lower. In the 
compound impulse-turbine the work done in each stage is 
greater than that done in the reaction-turbine per stage, and 
there are therefore fewer stagfes in the impulse-turbine. 
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In the impuise-turbine the efficiency is zero when cos a = 1 
and t^ = F; that is, when the jet follows directly behind the 
buckets, with the same velocity as the buckets. 

Plate XVII shows the variation of efficiency for the com- 
pound impulse-tuibine, with a and u, for varying number of 
stages. 

In the reaction-turbine the efficiency is zero when cos a = 1, 
and u = 2V. 

While the reaction-turbine requires a greater value cf the 

11 
ratio y for maximum efficiency than does the impulse-turbine, 

its greater number of stages causes the steam velocity produced 
per stage to be much lower. This permits the attainment of 
satisfactory efficiency at comparatively low peripheral veloci- 
ties. 

In general, structural considerations, and the speed at 
which the machinery that is to be operated can conveniently 
revolve, determine the size and revolutions of turbines, and 
when these are properly adjusted about the same results in 
respect to economy are attained by the two types. 
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CHAPTER IX. 

TYPES OF TURBINE AND THEIR OPERATION. 

Detailed descriptions of the steam-turbines in use at the 
present time are available in -catalogues, and in technical books 
and papers, so that in the following discussion only the dis- 




FiG. 74. — Simple impulse-wheel, De Laval type. 

tinctive features of certain representative types will be dealt 
with. 

The turbines that have been developed commercially in 
this country are of three types: (a) the De Laval; (6) the 
Parsons; (c) the Curtis. 

The De Laval Turbine is shown in Figs. 74 to 78. It is a 
simple impulse-turbine, consisting essentially of a single wheel 
or disk, upon the rim of which are mounted buckets, or blades, 
which receive impulse from a set of expanding nozzles delivering 
steam at high velocity. The buckets are placed radially around 

20» 
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the circumference of the wheel, and the nozzles are distributed 
about the circumference as shown in Fig. 74. 




Fig. 76. — ^De Laval turbine rotor. 

The essential parts of this turbine are: 

(a) The nozzles, in which the steam expands to the con- 
denser pressure, and attains the maximum possible velocity 
under the conditions of operation. 

(6) The blades, or buckets, which change the direction of 







•"^KgCCC/T 



t ■*, ^ * \ b ^ 



Fig. 77. — De Laval nozzle and valve. 

the flow of steam, and thereby transform the energy of the 
jet into useful work in turning the shaft upon which the wheel 
is mounted. 

A distinguishing feature of this type of turbine is the high 
speed of rotation of the wheel. This is made necessary because, 
in order efficiently to utiUze the energy of the steam-jet, the 
peripheral velocity of the buckets must be from 0.35 to 0.5 of 
the velocity of the steam leaving the nozzles* The high periph- 
eral velocity could be obtained at a low speed of revolution 
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if the wheel diameter were to be made correspondingly large. 
But large diameters are impracticable because of the frictional 
forces which would be brought into play, and certain pro- 
portions have been found which permit of a reasonable peripheral 
speed and allowable stresses in material of the wheel or disk. 
The speed of revolution, however, remains high, and can be 
utilized for driving machinery only by the use of gearing. 
The number of revolutions per minute varies from 8000 or 




Fig. 78. — De Laval governing mechanism. 



10,000, in 300-horse-power turbines, to 25,000 or 30,000, in 
very small machines. Since it is impracticable perfectly to 
balance a wheel of the type used, a hght, flexible shaft is 
employed, which allows the wheel to assume its proper center 
of rotation, and thus to operate Uke a truly balanced rotating 
body. 

The De Laval turbine has the advantage of developing 
a large amount of power per unit of weight, and is readily 
appUed to the driving of electric generators, centrifugal pumps, 
and blowers. 
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DE LAVAL 300-HORSE-POWETl TURBINE-TESTS, CONDUCTED BY 
MESSRS. DEAN AND MAIN. 

Tests with Saturated Steam. 

Number of nozzles open, eight (8). 
Average reading of barometer, 29.92 in. 
Average temperature of room, 90° F. 



lfl02. 


FTntir, 


.1^ 

j 5289 
( 5073 
j 5286 
{ 5283 

( 5233 


lis 


Hi 

Pi 




Jll 




1 


i 




in 

in 


May 23 
May 23 
May 23 
May 23 
May 23 
May 23 
May 23 
May 23 


8.15 a.m. 

9.15 a.m. 

9.15 a.m. 
10.15 a.m. 
10.15 a.m. 
11.15 a.m. 
11.15 a.m. 
12.15 a.m. 


70 
70 
70 
70 


2.15% 
2.15% 
2.15% 
2.15% 


5107 
4896 
5104 
5101 


204.7 
206.2 
207.2 
207.4 


196.2 
196.2 
196.3 
198.9 


26.7 
26.6 
26.6 
26.6 




332.2 
332.4 
332.2 
334.9 


15.37 
14.73 
15.37 
15.23 


Inde- 
pendent 
Average 


8.15 a.m. 
12.15 p.m. 


70 


2.15% 


5052 


206.4 


196.9 


26.6 


747 


333.0 


15.17 



Number of nozzle.s open, seven (7). 
Average reading of barometer, 29.90 in. 
Average temperature of room, 97* F. 



May 23 
May 23 
May 23 
May 23 


12.45 p.m. 
1.45 p.m. 
1.45 p.m. 
2.45 p.m. 


j 4675 
} 4499 


60 
60 


2.15% 4516 
2.15% 4344 


207.0 
207.7 


196.6 
196.4 


26.8 
26.8 




284.4 
285.2 


15.88 
15.23 


Inde- 
pendent 
Average 


12.45 p.m. 
2.45 P.M. 


} 4587 


60 


2.15% 4430 

1 


207.3 


196.5 


26.8 


746 


284.8 


15.56 



Number of nozzles open, five (5). 
Average reading of barometer, 29.83 in. 
Average temperature of room, 97° F. 



May 23 
May 23 
May 23 
May 23 


3.00 p.m. 
4.00 p.m. 
4.00 p.m. 
5.00 p.m. 


} 3483 
} 3219 


51 
61 


2.15% 
2.15% 


3358 
3100 


207.5 
207.8 


196.5 
195.1 


27.3 
27.4 


.... 


194.8 
195.6 


17.24 
15.85 


Average 


} 3351 


51 


2.15% 


3229 


207.6 


195.8 


27.35 


751 


195.2 


16.64 



Number of nozzles open, three (3). 
Average reading of barometer, 29.81 in. 
Average temperature of room, 80° F. 



June 10 
June 10 
June 10 
June 10 
June 10 
June 10 


6.35 p.m. 
7.35 P.M. 
7.35 i.M. 
8.35 p.m. 
8.35 p.m. 
9.35 p.m. 


} 1996 
} 2098 
} 1984 


33 
33 
33 


2.15% 
2.15% 
M5% 


1921 
2021 
1909 


201.1 
201.6 
201.7 


196.5 
198.9 
198.4 


28.1 
28.1 
28.1 




115.0 
122.0 
121 6 


16.70 
16.57 
15.71 


Inde- 
pendent 
Average 


6 35 p.m. 
9.35 p.m. 


} 2026 


33 


2.15% 


1950 


201.5 


197.9 


28.1 


751 


118.9 


16.40 



All barometer readings are reduced to 32° F. 
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Tests with Superheated Steam. 

Number of nozzles open, eight (8). 
Average reading of barometer, 30.18 in. 
Average temperature of room, 83° F. 
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Date, 
1902. 


Hour. 


Weight 

Steam 
Used 

Hour, 
Lbs. 


Pres- 
sure 
above 
Gov- 
emoi^ 
valve, 
Lbs. 


Pres- 
sure 
below 
Gov- 
ernor- 
valve, 
Lbs. 


Vacu- 
um, 
Ins. 


Super- 
heat 
Gov- 
ernor- 
valve. 


Revs. 

uteof 
Gene- 
rators. 


Brake 
Horse- 
power. 


Steam 
Used 
per 
Brake 
Horse- 
power 

Hour, 
Lbs. 


May 22 
May 22 
May 22 
May 22 
May 22 
May 22 


8- 9 A.M. 
9-10 A.M. 
10-11 A.M. 

11-12 A.M. 

12- 1 P.M. 

1- 2 P.M. 


4833 
4936 
5083 
4976 
4841 
4768 


208.3 
207.5 
207.7 
208.3 
207.5 
206.9 


200.6 
199.3 
202.1 
199.4 
194.3 
195.6 


27 2 
27.2 
27.2 
27.2 
27.3 
27.2 


81° F. 
86° F. 
91° F. 
88° F. 
82° F. 
75° F. 





356.6 
355.7 
357.8 
354.1 
343.5 
344.4 


13.55 
13.88 
14.21 
14.05 
14.09 
13.84 


Inde- 
pendent 
Average 


8- 2 P.M. 


4906 


207.0 


198.6 


27.2 


84° F. 


750 


352.0 


13.94 



Number of nozzles open, seven (7). 
Average reading of barometer, 30.07 in. 
Average temperature ofrroom, 90° F. 



May 22 
May 22 
May 22 
May 22 


2.10 p.m. 
3.10 p.m. 
3.10 p.m. 
4.10 p.m. 


} 4316 
} 4248 


207.5 
207.3 


196.2 
197.9 


27.4 
27.4 


67° F. 
61° F. 




299.8 
297.3 


14.39 
14.29 


Inde- 
pendent 
Average 


2.10 p.m. 
4.10 P.M. 


( 4282 


207.4 


197.0 


27.4 


64° F. 


756 


298.4 


14.35 



Number of nozzles open, five (5). 
Average reading of barometer, 29 . 79 in. 
Average temperature of room, 89° F. 



June 10 
June 10 
June 10 
June 10 
June 10 
June 10 


8.45 a.m. 

9.45 a.m. 

9.45 a.m. 
10.45 a.m. 
10.45 a.m. 
11.45 a.m. 


} 3068 
}. 3010 
} 3020 


199.2 
201.5 
201.4 


196.5 
197.2 
196.1 


27.6 
27.4 
27.4 


8°F. 
12° F. 
10° F. 




196.3 
197.3 
196.5 


16.71 
16.26 
15.37 


Inde- 
pendent 
Average 


8.45 a.m. 
11.45 a.m. 


}3033 


200.7 


196.6 


27.5 


10° F. 


743 


196.5 


15.44 


June 10 
June 10 
June 11 
June 10 
June 10 
June 10 


1.45 p.m. 
2.45 P.M. 
2.45 p.m. 
3.45 P.M. 
3.45 p.m. 
4,45 p.m. 


} 3107 
( 3054 
} 3025 


201.4 
203.1 
202.7 


196.7 
199.0 
197.5 


27.4 
27.3 
27.4 


13° F. 
15° F. 
19° F. 




194.8 
197.9 
194.7 


15.95 
15.43 
15.54 


Inde- 
pendent 
Average 


1.45 p.m. 
4.45 p.m. 


} 3062 


202.4 


197.7 


27.4 


16° F. 


747 


196.0 


15.62 



Average of both tests 745 



16.63 
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The following table * gives results of acceptance tests made 
upon a 300-horse-power De Laval turbine in November, 1904: 

Machine No. 208S. Nov, 18, 1904. 

Result Sheet. 



Run No 

Duration of run, minutes 

Revolutions of generatornshafts 
per minute 

Steam-pressure above governor- 
valve, pounds, gage 

Steam-pressure below governor- 
valve 

Load in per cent of rated load 

Vacuum, inches mercury 

Back pressure, pds. sq. m. abs. . . 

Number of nozzles open 

Quality of steam, per cent 

Superheat of steam, deg. F 

Total D. H.. P 

* ' steam per hour, pounds 

Steam per D. H. P. hour, pounds 

Total K.W 

Steam per K.W. hour, poimds . . . 



1 
55 

907 

152 

133 

27.25 

1.60 

4 

100 



98.1 
2286.4 
23.3 
S6.63 
40.4 



2 
55 

897 

152 

144 

i 

27.19 

1.64 

5 
100 



159.5 
3049.0 
19.1 
100.38 
30.35 



3 
55 

900 

152 

140 

I 

26.85 

1.84 

7 
100 



236 

4183.9 

17.71 

155.2 

26.95 



4 
55 

898 

152 , 

136 

1 

26.20 

2.14 

9 
100 



302.5 
5326.5 
17.6 
201.13 
26.5 



5 
55 

895 

152 

140 

li 

25.75 

2.36 

10 

19.9 

348 

6145.0 

17.64 

233.2 

26.35 



The Parsons Turbine embodies a combination of the impulse 
and reaction principles. The steam expands during its passage 
through the Parsons turbine much as it does in an expanding 
nozzle; that is, the cross-sectional area of steam-passage increases 
from the high- to the low-pressure end of the turbine, according 
to the volume and velocity of the steam at the various points 
of its path. The annular space between the stationary casing 
and the rotating spindle corresponds essentially to a simple 
steam-nozzle, with the difference that in a nozzle the heat 
energy is expended upon the steam itself in producing high 
velocities of efflux; whereas, in the turbine, the kinetic energy 
of the steam due to the heat drop in any one stage is expended 
in producing rotation of the spindle. 

The heat given up in any one stage is limited to that amount 
which will produce the kinetic energy desired to be absorbed 
in that stage. Further increments of heat drop in succeeding 
stages add successive increments of rotative effort to the spindle, 

* Thesis test of Messrs. Crosier and Little, Sibley College, 1906. 
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until, when the steam has passed entirely through the tur- 
bine, it has fallen in temperature and pressure an amount 
corresponding to the total heat given up as work, plus the 
losses experienced in the machine. 

The fact that the heat drop is divided into a great num- 
ber of steps, the energy being absorbed as rotative effect during 
each step, causes the steam velocity to be kept low throughout 
the machine, and allows a comparatively low peripheral speed 
of blades to be employed with good efficiency. 

The general arrangement and various details of the Par- 
sons turbine, as manufactured by the Westinghouse Machine 
Company, are shown in Figs. 80-89. . 

The curves in Fig. 79 show economy attained by the use 
of saturated steam and superheated steam, and the effect 
of increase of vacuum. 

The tables on pages 217-225, kindly furnished by the 
Westinghouse Machine Company, give results of tests covering 
a wide range of turbine sizes and conditions of operation. 

The table below gives the trial results represented by the 
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curves plotted in Fig. 79. The turbine was of 400 K.W. rated 
capacity, equipped with automatic by-pass valve. Revolutions 
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per minute 3600. The results are intended to show the gain 
in economy due to the use of superheated steam. It is to be 
noted that the vacuum was only about 27 inches of mercury. 
The power was absorbed by a water-brake. 
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Fig. 79. 

The table on page 228 gives the trial results, represented in 
Fig. 79, from a 750-K.W. Parsons turbine running at 1800 
revolutions per minute. The power was absorbed by a water- 
brake. The results are intended to show the gain in economy 
obtained by increasing the vacuum from 26" to 28". All 
the tests were made with superheated steam. 
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Gage Pressure. 


Vacuum, 


Degrees 


Brake 


Steam Consumption. 










Before 


After 


Inches. 


Superheat. 


Horse- 


Total 


Per B H P. 


Entering 
Throttle. 


Passing 
Throttle. 








per Hour. 


Hour. 


153 


62 


26 


150 


524 


8459 


16.04 


152 


108 


26 


146 


1025 


13516 


13.18 


150 


136 


26 


147 


1285 


16784 


13.14 


146 


122 


26 


142 


1586 


19938 


12.98 


152 


51 


28 


144 


520 


7194 


13.85 


149 


102 


28 


153 


1067 


12578 


11.79 


151 


125 


28 


152 


1346 


15368 


11.42 


150 


138 


28 


153 


1530 


17623 


11.52 



The essential difference between the impulse- and the 
reaction-turbines is, that in the former the pressures on the 
two sides of a rotating wheel and also of a guide-wheel are 




Fig. 82. — Blading of a Westinghouse-Parsons steam-turbine. Rotor only. 

equal to each other, or are supposed to be in the ideal case; 
in the latter the pressure drops from the entering side of either 
a guide or a rotating wheel, and thus expansion and acceler- 
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ation of the jet occur in each row of blades. In the simple 
impulse-turbine a set of nozzles discharges upon the buckets 




Fig. 85. — ^Rotor, complete, with balance-pistons, Westinghouse-Parsons 

turbine. 




Fig. 86. — Bearing, with concentric brass sleeves, Westinghouse-Parsons 

turbine. 

of a single wheel. In the compound impulse-turbine a set 
of nozzles discharges upon a series of moving and stationary 
rows of buckets, the latter changing the direction from the 
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former, so that rotation in a common direction is produced by 
the action of the steam upon each moving wheel. The dis- 
charge from any set of rotating and guide wheels may be 
allowed to expand through a second set of nozzles, or orifices, 
and the resulting jet caused to act upon a second series of 
rotating and guide wheels. The same process may be repeated 
in succeeding stages, to as great an extent as necessary to 
absorb as much as possible of the energy of the steam. 

In the Parsons turbine as appUed to stationary work, 
the end thrust caused by the axial component of the action 
of the steam on the blades is neutralized so as to prevent 
the spindle moving in an axial direction, by balance-pistons, 
as shown at P in Fig. 80. These are grooved at the periphery, 
and mesh with corresponding grooves and projections on the 
stationary part of the machine so as to prevent leakage of the 
steam past them. The area of the pistons is proportioned 
according to the amount of thrust which they are required 
to balance. 

For the low-pressure cylinders of Parsons turbines the 
blades become quite long, and in order to give them sufficient 
stififness special means are taken for holding the outer ends 
of the blades. The Westinghouse Machine Company employs 
for this purpose a special form of wire " lacing," which holds 
the ends of the blades firmly. The recess in the largest blade 
shown in Fig. 89 is for receiving the stiffening-strip or shroud- 
wire. 

In the turbines for the large Cunard steamer "Carmania*' 
this form of fastening was tried first, but was modified because 
the expansion of the turbine parts required that the ends of 
the blades should be held less rigidly. The modification con- 
sisted in making the shroud-wire in sections, and joining the 
ends by inserting them in short lengths of tubing, flattened 
so they took the place of the shroud-wire at certain places in 
the circumference. The shroud-wire was thus provided with 
sUp-joints, as the ends were free to move back and forth in 
the flattened tubes. 
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In Parsons turbines of small sizes flexible bearings are 
used in order to permit the spindle to revolve about its gravity 
instead of its geometric axis, so that at high speeds the effect 
of minute errors in balancing of the disks may be neutralized. 
The flexible bearings consist of several concentric bronze 
sleeves, with sufficient clearance to allow oil-films to form 
between the sleeves, thus permitting the shaft to vibrate within 
narrow limits. In all machines running below 1200 revolu- 




FiQ. 87.— Westinghouse-Parsons governor and connections to controlling-valve. 

tions per minute, however, the flexible bearing is replaced by a 
solid self-aligning bearing. 

Water-sealed packing-glands are used at the ends of the 
casings to prevent the escape of steam or the influx of air 
at the point of entry of the shaft. 

Steam enters the turbine through a strainer, thence through 
a poppet-valve controlled by the governor. In the manner 
of operating this valve practice varies among the different 
makers of Parsons turbines. As made by the Westinghouse 
Machine Company, the poppet-valve opens and closes at inter- 
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vals proportional to the speed of the turbine. At light load* 
the valve opens for short periods, remaining closed the greater 
part of the time. As the load increases the valve remains 
open longer, until when full pressure is continually maintained 
in the high-pressure end of the turbine the valve merely vibrates 
without sensibly affecting the pressure of the steam. If the 
load on the machine is still further increased, an auxiliary 
poppet-valve begins to open, and admits steam from the 
throttle-valve directly into the lower cyUnders of the turbine, 
increasing the total power developed. The economy decreases 
with the opening of this secondary or " by-pass '' valve, but 
the range of load at which the turbine may be operated with 
a fair degree of economy is very greatly extended. The inter- 
mittent action of the valve admitting the steam is accompanied 
by a constantly reciprocating motion of the operating mechan- 
ism, which is thereby made especially sensitive. 

The bearings of Parsons turbines are supplied with oil 
under pressure, a continuous stream being circulated by an 
oil-pump operated from the main shaft. 

The Allis-Chalmers Company of Milwaukee has recently 
entered the steam-turbine field with a turbine of the Parsons 
type, with the arrangement of blading shown in Figs. 92 to 
94. The roots of the blades are formed in dovetail shape, 
and inserted in slots, cut in foundation- or base-rings, the 
slots conforming to the shape of the blade-roots. The foun- 
dation-rings are of dovetail cross-section, and are inserted in 
dovetailed grooves, cut in the turbine spindle and cyUnder 
respectively, in which they are firmly held by key-pieces. 
The latter, after being driven into place, are upset into under- 
cut grooves. The tips of the blades arc protected and rein- 
forced by a shouldered projection, which is inserted in a slot, 
punched in a shroud-ring. These slots are so punched as to 
produce accurate spacing, and at the same time to give the 
proper angles to the blades, independent of the slots in the 
base-ring. After insertion in the slots, the blade-tips are riveted 
over. 
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The shroud-rings are made in channel shape, with thin 
projecting flanges. This is to protect the ends of the blades 
in case of accidental contact, and at the same time is thought 
to reduce the loss by leakage. The blading is put in place 
and fastened by machinery. 

There is, in this type of Parsons turbine, a special arrange- 
ment of balance-piston, placed in the low-pressure end instead 
of in the high-pressure end of the turbine, and leakage past 
it is prevented by what is called a labyrinth-packing, consisting 
of radial bafiles. The construction and general arrangement 
of the turbine is shown in Figs. 90-95. 

The meaning of the word "stage" in the two types of tur- 
bine has been variously defined. In the impulse-turbine a stage 
consists of a set of nozzles and a set of buckets upon which 
the jet from the nozzles acts. If, as in the case of the Curtis 
turbine, and others of the same type, the discharge from the 
first moving buckets is guided into succeeding moving buckets, 
in order to absorb further the kinetic energy which has been 
produced in the nozzles, the whole combination of nozzles 
and the wheels upon which the jet acts is called a stage. If 
a second set of nozzles be added, discharging upon one or more 
moving wheels, this becomes the second stage of the turbine, 
and so on. 

In the Parsons turbine, since the stationary or guide 
blades, in one row, act as nozzles for the succeeding row of 
moving blades, the two rows taken together may be correctly 
called a stage. Exception has been taken to this, upon the 
ground that expansion occurs in the moving as well as in the 
guide blades, and it has therefore been suggested that each 
row of moving blades and each row of guide-blades form 
a complete stage. Throughout this book the word stage, as 
applied to the Parsons type of turbine, means a row of guide- 
blades and a row of moving blades taken together. 

The surfaces upon which the steam acts in impulse-turbines 
are commonly called buckets, a name used in connection with 
water-wheels. In turbines of the Parsons type the surfaces 
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acted upon by the steam are of quite different shape, and of 
greater length than those in the impulse-turbine, and are known 
as bladesy or sometimes as vanes. Fig. 89 shows various sizes 
of blades, as used in Parsons turbines; and on page 163 are 
shown outlines of the buckets used in the Curtis turbine. 




Fig. 88. — ^Westinghouse-Parsons governor. 

The Compound Impulse-turbine. — The best known tur- 
bine of the compound impulse type manufactured in this 
country is the Curtis. Figs. 96-105 show general arrange- 
ments and structural details of the machine as manufactured 
by the General Electric Company. 

As shown in Fig. 60 illustrating the 500-K.W. two-stage 
machine, the turbine proper is divided into two compartments, in 
each of which are three moving bucket-wheels and two rows of 
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stationary buckets. The three moving wheels in each stage 
are firmly bolted together, and are attached to a single hub 
mounted upon the vertical main shaft of the turbine. Before 
^entering the buckets of the first stage the steam passes through 




a set of twelve nozzles, about J inch diameter, covering a sec- 
tion of the circumference about 28 inches in length. The 
clearance between the edges of the revolving and stationary 
buckets is about jV ^^ ^^ mch, and they are arranged so that 
there is no possibility of bucket interference. 
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The nozzles directing the steam upon the buckets of the 
second-stage wheels are placed in a diaphragm which separates 
one stage from the other. The twelve nozzles of the first 
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stage are divided into six sets, each containing two nozzles^ 
and each set is supplied with steam through a single vertical 
poppet-valve. The upper end of the valve is of cylindrical 
shape, of larger diameter than the valve itself, and moves 
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ALLIS- CHALMERS CO 

patented 

Fig. 94. 
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Fig. 95. — Rotor for turbo-generator (Allis-Chalmers Co.). 
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up and down in a vertical cylinder. The valve is caused to 
open by steam, which is admitted through a port, opened 
and closed by a pilot, or " needle," valve. This pilot-valve 




^HRUii^i 





Fig. 97.— 2000-K.W. Curtis turbine, 750 R.P.M., 6600-volt generator. 

is actuated by an electromagnet, the circuit in which is made 
jand broken by a controlling mechanism, which in turn is actu- 
ated by the governor at the extreme upper end of the shaft. 
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The number of valves which are open, and the length of time 
they are open, control the steam-supply, and therefore the 




Fig. 98.— 2000-K.W. Curtis turbine, four^tage, 750 R.P.M., 6600-volt 
generator. 

power of the turbine. The valves which are operative at any 
one time are always either full open or completely closed, there 
being no intermediate position. 
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^ FiQ. 100. — New 2000-K.W. 60-cycle turbine and generator. 
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Surrounding the shaft, above the first stage, and at the 
lower part of the second stage, are packing-boxes, which pre- 
vent leakage of air into the two chambers containing the 




Fig. 101.— Tension-spring governor for 600-K.W. Curtis turbine. 

revolving wheels. There are two carbon rings in each of 
these packing-boxes, which fit the shaft and the top and bot- 
tom of the packing-box closely. The space between the rings 
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is filled with steam, at a pressure slightly above that of the 
a,tmosphere. If any leakage should occur past the lower ring 
of the first-stage packing, or past the upper ring of the second- 
stage packing, steam would flow in and prevent the entrance 
of air into the turbine. 




Fig. 102. — Buckets on one of the wheels of a 500-K.W. Curtis turbine. 

The lower end of the shaft is supported by a cast-iron step- 
bearing, which takes the weight of the turbine and generator. 
This bearing is kept continually supplied with lubricating- 
oil under pressure, which is maintained by a small electric 
pimip, mounted on the base of the turbine. An accumulator 
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is arranged, so that if the pump should break down, the supply 
of oil would be automatically continued. 

When it is desired to run the turbine non-condensing, the 
exhaust is carried away from the first stage of the turbine 
through an atmospheric vent-pipe, fitted with an automatic 




Pia. 104. — ^75-K.W. Curtis turbine-wheels, assembled in wheel-casing. 
Upper half of casing removed. 

relief-valve. The second-stage nozzles may be shut off by ^ 
valve, when the turbine is to operate non-condensing. 

In the supply-pipe is an automatically operated butter- 
fly valve, arranged to cut off the steam-supply in case the 
speed of rotation becomes too high. A strainer is located 
between the throttle-valve and the steam-chest, to prevent 
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the entrance of any solid matter that might injure the work- 
ing parts of the turbine. 

The table of results of Curtis turbine tests shows the 
economy attained with the use of two-stage turbines at the 




Pig. 105.— Rotating parts of 25-K.W., 3600 R.P.M., Curtis turbine, 
non-condensing. 

Newport Station of the Old Colony Street Railway Com- 
pany (see pages 254 and 255). The tests were made by 
Mr. George H. Barrus. Upon the basis of these results he 
makes the following comparison between the economy of the 
turbine and that of the direct-connected reciprocating steam- 
engine. 

Taking the efficiency of the engine installation as 85 per 
cent, that is, I.H.P.-^Elec. H.P. =0.85, for high-class com- 
pound steam-engines the consumption of dry steam may 
be taken as 134-0.85 = 15.3 pounds per E.H.P. hour. The 
turbines tested, at full load, consumed 14.7 pounds per E.H.P. 
Thus the turbine was 4 per cent more economical at full load 
than a first-class compound reciprocating-engine, direct-con- 
nected. At half load the reciprocating-engine consumes 14.5 
poimds per I. H.P. hour. The efficiency of the generator at 
half-load is 0.70, or the steam consumption is 14.5-5-0.70=20.7 
pounds per E.H.P. hour. The turbine consumed 15.9 pounds 
per E.H.P. hour; or, effected a gain of 23 per cent. 
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Continuing, Mr. Barrus says: ''The coal consumption on 
Jan. 15 was 2.54 pounds dry coal per K.W. hour of total out- 
put. If this test had been made with furnace efficiency as 
high as has been obtained with these boilers, the figure would 
have been 2.29 pounds of coal. There was an abnormal loss 
of steam between boilers and turbine, being 14.8 per cent and 
16 1 per cent. In good practice this should not be over 7.5 
per cent. Allowing for such a loss, the coal consumption 
would be 2.12 pounds per K.W. hour, or 1.58 per E.H.P. hour. 
Compared with power-station practice, this figure should be 
converted to switchboard output, and coal slightly wet. Allow- 
ing for current used by condenser auxiharies, as 14.9 K.W., 
and for 4 per cent moisture in coal, the consumption of 
wet coalper K.W. hour of switchboard output, in good 
practice under these circumstances (the average net load be- 
ing 407 K.W.), becomes 2.29 pounds. With corresponding 
high-class reciprocating-engine stations, the coal consumption 
per K.W. hour, of switch-board output, is from 2.5 to 2.6 
pounds. 

"These tests were made with two-stage turbines, and fur- 
ther economy may be expected from turbines with a larger 
number of stages. 

''The advantage of superheating revealed by the Newport 
tests, on coal basis, is only 4.4 per cent under the most favor- 
able conditions of temperature and efficiency. This result 
was obtained with a temperature of 700° at the superheater. 
There is good reason for expecting that increasing the number 
of stages of the turbine will be attended by a proportional 
gain, due to superheating, over the two-stage machine. What- 
ever percentage of saving in steam consumption may thus 
be secured, there will be the same percentage of increase in 
coar economy, and the improvement will be clear gain.'' 
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Economy of Turbine expressed in Heat-units per 
Electrical Horse-power. 

The B.T.U. per E.H.P. hour were 16,923, at full load, 
with saturated steam, and 15,012 with 289.6® superheat (using 
0.48 as the specific heat of superheated steam). The heat 
utilized in evaporation per pound of dry coal was 10,765 
B.T.U. On this basis the above figures represent a con- 
sumption of 1.57 pounds dry coal per E.H.P. hour for 
saturated steam, and 1.39 pounds for superheated steam per 
E.H.P. hour. The heat consumptions given are equivalent 
to 282 B.T.U. per E.H.P. per minute for saturated steam, and 
250 for superheated steam. 

The comparisons given above, between the performance of 
turbines and compound reciprocating-engines are based upon 
the results of one particular type of turbine, because the 
figures were at hand, but any of the well-developed, types 
would give approximately the same results under similar . 
conditions. 

The turbine, although possessing distinct advantages in point 
of convenience, space, oil and attendance required, has not 
yet equaled the steam economy attained with the best triple- 
expansion stationary reciprocating engines. A comprehensive 
comparison places the two types of motor very close together 
in general utility and effectiveness, with the turbine gaining 
ground for power station services. 

Fig. 100 shows one of the latest designs of Curtis turbine, 
having four stages and rated capacity 2000 K.W. The results 
in the following table are from a test made at Schenectady in 



FuU Load. 



Half Load. 



Quarter 
Load. 



No Load. 



Duration of test, hours 

Steam-pressure, gage 

Back pressure, inches mercury. . 

Superheat, degrees F 

Load in kilowatts 

Steam per kilowatt hour, pounds 



1.25 
166.3 
1.49 
207 
2023.7 
15.02 



0.916 
170.2 

1.40 

120 
1066.7 
16.31 



1.00 
155.5 
1.45 
204 
555 
18.09 



1.33 

154.5 

1.85 

156 

1510.5 
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1905, under the direction of Messrs. Sargent and Lundy of 
Chicago. The revolutions per minute were 900. 

In Figs. 103 to 105 are shown small horizontal Curtis tur- 
bines, direct-connected to generators. The latter are direct- 
current machines and operate at the speeds of revolution given 
in the table on page 259. 

Other types of ttirbine are about to be introduced in this 
country, similar to the output of European firms. The Hooven- 
Owens-Rentschler Company of Hamilton, Ohio, is building 
the Hamilton-Holzwarth turbine, which is of the general char- 
acter of the Rateau turbine, operating upon the impulse prin- 
ciple entirely, and having several compartments, each con- 
taining a rotating wheel. 

The Zoelly turbine, also of the many-stage impulse type, 
is being manufactiu-ed by the Providence Engineering Works, 
of Providence, R. I. 

Capacity and Speed of Revolution of Turbines. — ^The follow- 
ing tables give particulars of Parsons and of Curtis turbines, 
as built for operating electric generators. 

PARSONS TURBINES. 

«- «r R.P.M. R.P.M. 

^•^- 60-cycle. 26-cycle. 

300 3600 1500 

400 3000 

500 3600 1500 

750 1800 1500 

1000 1800 1500 

1500 1200 1500 

2000 1200 1500 

3500 720 750 

5000 720 750 

6000 720 750 

7500 720 750 

200 K.W. direct-current, 1850 R.P.M. 

The speed of revolution of De Laval turbine generators is 
given in the tables of tests. The speed of revolution of the 
turbine-wheel is usually ten times that of the generator arma- 
ture. 
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CURTIS TURBINES. 
DIRECT-CURRENT. 



Horizontal Shaft. 



aaas. 


Poles. 


K.W. 


R.P.M. 


Volts. 


C 


2 


15 


4000 


80-125 


1 1 


2 


25 


3600 


125-250 


it 


4 


75 


2400 


125-250 


it 


4 


150 


2000 


125-250 


It 


4 


300 


1500 


125-550 



Vertical Shaft. 



aass. 


Poles. 


K.W. 


R.P.M. 


Volts. 


C 


4 


500 


1800 


550 



ALTERNATING-CURRENT. 



Vertical Shaft — 60-ctclb. 



Class. 


Poles. 


K.W. 


R.P.M. 


Volts. 


ATB 


4 


300 


1800 


240- 4000 




4 


500 


1800 


240- 6600 




6 


1000 


1200 


480- 6600 




8 


1500 


900 


480- 6600 




8 


2000 


900 


1150-13200 




12 


3000 


600 


600-13200 




10 


5000 


720 


2300-13200 



26-CTCLK. 



Class. 


Poles. 


K.W. 


R.P.M. 


Volts. 


ATB 
it 
tt 
it 


2 
2 
4 
4 


300 

800 

2000 

5000 


1500 

1500 

750 

750 


370- 6600 

600-13200 

2300-13200 

2300-13200 
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Clearances in Turbines. — In impulse- turbines fitted with 
guide-buckets the clearance between buckets is important; 
but, as was shown in the experimental work described in Chap- 
ter VI, small clearances, such as are necessary for mechanical 
operation of the wheels, do not seriously affect the efficiency. 
The following clearances are recommended by the General 
Electric Company * 



Turbine. 


Clearances. 


Rating. 


Stages. 


First Stage. 


Second Stage. 


Third Stage. 


Fourth Stage. 


500 


4 


0.06 inch 


0.06 inch 


0.06 inch 


0.06 inch 


800 


4 


.07 *' 


.07 " 


.07 '^ 


.07 " 


1000 


7 


.08 '' 


.08 '* 


.08 " 


.15 '* 


1500 


4 


.06 '' 


.06 *' 


.06 " 


.08 '' 


2000 


4 


.06 *' 


.06 '' 


.08 '' 


.08 " 


3000 


4 


.07 '* 


.07 '* 


.07 - 


.08 '' 


5000 


4 


.07 '' 


.07 ^' 


.07 '' 


.08 *' 


5000 


6 


.10 '' 


.1 '' 


.1 *' 


.2 '• 



In the ideal many-stage turbine, since there is no drop in 
pressure in any given stage after the steam leaves the nozzles, 
the direction of flow is determined by the nozzles and guide- 
buckets, and the clearance past the periphery of the wheels is 
of Uttle or no consequence. A certain amoimt of clearance is 
desirable from mechanical considerations, and this apparently 
does not interfere with the efficiency of the actual machine. 

In the reaction type of turbine it is the limitation of clear- 
ance past the periphery of the blades that is important, and 
not that between the rows of blades. This is because there is 
expansion of the steam all along the turbine, and the steam 
tends to flow in all directions. Leakage past the ends of the 
blades is, therefore, to be prevented, and the clearances are 
kept as small as possible. Knowledge regarding the expansion 
of the spindle and casing caused by the temperatures attained 
in operation is possessed by turbine-builders, and the clear- 
ances are arranged accordingly. The clearances between rows 

* See Report of Committee for the Investigation of the Steam-turbine, 
National Electric Light Assoc, June, 1905. 
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of blades vary from J or A inch in the high-pressure stages to 
one inch or even more in the lower-pressure stages. The clear- 
ance between the tips of the blades and the casing or spindle, 
as the case may be, is limited to a few one-thousandths or a^ 
few one-hundredths of an inch, according to circumstances. 

The gain due to increase of vacuum is illustrated by the 
following extract from the ''Report of the Committee for the 
Investigation of the Steam-turbine," appointed by the National 
Electric Light Assoc., and before referred to : 

''From a recent test made by your committee on a 2000- 
K.W. turbine, different vacua were run for the specific purpose of 
obtaining the vacuum effect; it was found that for this turbine 
running at 1800 kilowatts the increase in economy is 5.2 per 
cent from 23-inch to 27-inch vacuum, and 6.75 per cent from 
27-inch to 28-inch. 

"Unde the following assumed conditions the economy 
effected in operating under high vacuum would work out some- 
what as follows : 

Assumed size of unit, K.W 2000 

Average load 1500 

Hours run per day 15 

Hours run per year (300 days) 4500 

Price coal per ton, 2000 pounds $3 .00 

Evaporation 9 pounds 

Economy pounds water per kilowatt 22 

Rise in vacuum 26-28 inches 

Assumed per cent increase of economy due to 

increase of vacuum from 26-28 inches 6 per cent 

Water saved per K.W.-hour 1 .32 

Water saved per year 140,000 cu. ft. 

Cost of water saved per year at 2 . 58 $35 .00 $35.00 

Coal saved per year 500 tons 

Cost of coal saved per year at $3.00 $1500.00 $1500.00 

$1535.00 
Increased cost of condenser plant for 28-inch 

over that of 26-inch assiuned $5000.00; in- 
terest on above at 5 per cent, depreciation 
10 per cent, other fixed charges, including 
repairs, 2 per cent, total 17 per cent $850 . 00 850 . 00 

Saving per year $685.00 
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Saving per year $685.00 

The above does not include the extra cost in steam 
to run the larger auxiliaries, but, inasmuch as 
such exhaust-steam would return a benefit to 
the feed-water if they were all steam-driven, we 
will assume that the extra cost in water is 2 per 
cent of the total steam guaranteed by the turbine 
and will amount per year to $12.00 12.00 

Total net saving $673 .00 

With interest at 5 per cent this represents a caj^ital 

saving of 13,460.00 

Sizes of Condensers and Auxiliaries. — "The turbine instal- 
lations concerning which we have received information, where 
28 inches of vacuum is maintained with a cooUng-water tem- 
perature of 70 degrees F., show a miniumm ratio of cooUng 
feurface in the condenser to steam condensed, per minute, of 
6.9 square feet per pound. But the more usual ratio, even 
where the cooling water is from 5 to 10 degrees lower in tem- 
perature, is 8 to 9 square feet per pound. In the first instance 
noted above it is to be remarked that the ratio of circulating 
water to condensed steam is 70 to 1. With greater cooling 
surface ratios the proportion of cooling water is reduced. 

''In actual practice, for temperatures of cooling water rang- 
ing from 60 to 70 degrees, circulating-pumps have been installed 
for volumes of cooUng water ranging from 40 to 70 times that 
of the water of condensation. At the low ratio of 40 to 1 the 
cooling water temperature must be close to 60 degrees for so high 
a vacuum as 27.5 inches, and even then considerable difficulty is 
experienced in maintaining the 27.5 inches, unless the ratio of 
cooUng surface to pounds of steam condensed per minute is 8 to 1. 

Steam Used by Auxiliaries. — ''These figures are obtained 
from letters sent to us by turbine owners : 

3200-K.W. De Laval exhausting into one condenser. 

3000 gallons per minute circulating-pump; 2-stage dry- 
vacuum pumps 8X12 X|f; duplex wet- vacuum pump; 15-K.W. 
.turbine exciter. Steam by auxiharies, 2.6 pounds per kilowatt 

Byllesby & Co. : 

.Steam per kilowatt at half load, 3.5 pounds. 
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Boston Edison Company. 

6000-K.W. Turbine Unit. 

Kilowatts on turbine 2713 3410 4768 

Vacuum 28.4 

Barometer 29 . 63 

Boiler-feed pump, I.H.P 13 .9 

Circulating-pump, I.H.P 69 . 1 

Dry-vacuum pump, I.H.P 24.3 

Step-bearing pump, I.H.P 6.4 

Wet-vacuum pump, E.H.P 8.6 

Total power for auxiliaries 122.3 

Per <3ent of power of auxiliaries to power of 

turbine 3.4 2.9 2.1 

Per cent of water used by auxiliaries to that 

used by turbine 8.4 7.4 6.7 



28.7 


28.6 


29.96 


29.96 


23.7 


27.4 


69.1 


69.1 


23.2 


23.8 


5.8 


5.6 


9.2 


9.8 


131 


136.7 



Test Reported by Nashua Light, Heat, and Power Compant. 
500-K.W. Curtis, Rated Water per Hour 20.6 Pounds. 





Steam 
per Hour, 
Satu- 
rated. 


Steam 
per Hour, 
Super- 
heat. 


Pounds 

DifiFer- 

ence per 

Hour. 


One 

Per Cent 

DiflFer- 

enoe. 


Degrees 
Super- 
heat. 




Accumulator-pump. . 

Dry-air pump 

Boiler-feied pump 

Westinghouse jun. 
driving circ. pumps. 


130.9 

181.68 

352.15 

663.64 


130.9 

183.13 

249.68 

439.36 


102.57 
224.28 


29.12 
33.79 


71.98 
97.66 


Feedpmnps 
act as wet- 
vacuum 


Totals 


1328.27 


1002.97 








pumps. 







Per cent of rated water consumption of turbines 

at full load 12.9 per cent, 9.78 per cent 

Dry-air pump, 6'' and 12" by 12" stroke, 93 R.P.M. 
Boiler-feed pumps, 7.5" and 4.5'' by 10'' stroke, 98 R.P.M, 
Centrifugal-pump engine, 7" by 6" stroke. 

''It is, however, a question whether the extra cost of steam 
for driving larger auxiliaries for high vacuum work is of any 
great moment, as such steam is of considerable value in the 
feed-heater. It is to be noted also that these figures are for 
total consumption of auxiliaries, and that the increase of steam 
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necessary to obtain two inches more than 26 or 28 inches must 
necessarily be very small. 

''An important feature of operation with high vacuum is 
the necessity of having air-tight stuflBng-boxes and pipe-joints, 
lack of which results in loss of economy to the turbine, and 
increased consumption of steam by the dry-vacumn pmnps and 
circulating-pumps. 

"Undoubtedly th3 best arrangement of the condensing 
plant is the use of a coimter-current condenser, placed as close 
to the exhaust-nozzle as possible and with the dry-air pumps 
drawing from the condenser at the point of coolest circulating 
water; this pump also so placed that the minimum of pipe con- 
nection can be used. With this arrangement the. possibility of 
air-leaks would be greatly reduced, the quantity of circulat- 
ing water would also be lessened, owing to the lower tension . 
of the air which has just left the coldest tubes of the con- 
denser. We believe that it is important, in lowering operat- 
ing costs, that the above design of the installation should 
in all cases be followed as rigidly as individual conditions 
will permit. 

''From the experience obtained in their own plants and in 
testing others, the committee recommends that the capacity in 
cubic feet of volume swept by the air-piston of the dry-air 
pump be not less than 45 times the volume of the condensed 
steam; and where overload conditions are frequent, not less 
than 50 times the water (condensed steam) volume.'' 

General Remarks on Steam-turbine Design. — ^The experi- 
mental work on buckets, discussed in Chapter VI, indicates that 
the placing of a number of rows of moving and stationary 
buckets in a single stage of an impulse-turbine may lead to an 
accumulation, or backing up, of pressure. This may be caused 
by any of the following conditions: 

(a) InsuflBcient area for the piassage of steam, especially in 
the last wheels of the stage. 

(6) Discharge side of the buckets making too small an angle 
with the direction of motion of the buckets. 
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(c) Bucket surfaces opposing undue frictional resistance to 
the passage of steam. 

(d) The steam-passages from one wheel to another being 
indirect and opposing undue obstruction to the flow of steam^ 
If, in order to reach a succeeding row of buckets, the steam has; 
to traverse the surface of a rotating wheel, this may interfere: 
with free flow and cause loss. 

These conditions may prevent the production of the desired 
rotative effort in the stage in question, and thus call for modi- 
fications in the area and character of steam-passages, in the 
bucket exit angles, and, assuming it to be practicable, in the 
degree of smoothness to which the bucket surfaces are finished.. 

In one of the most recent types of Curtis turbine there are 
four stages, and one rotating disk or wheel in each stage, car- 
rying two rows of buckets. The 2000-K.W. turbine shown in 
Fig. 100 is of this type. 

In general, as great freedom as possible is required for pas- 
sage of the steam through the high-pressure stages of the tur- 
bine. But, at the same time, suflScient area of buckets must 
be provided for the steam to act against, and this may call for 
an increased number of buckets in the last wheels of a stage, 
as the exit angles are increased. 

In the Parsons type freedom of steam-passage is equally de- 
sirable, and in general the requirements are similar to those just 
stated. It is desirable to keep the steam velocities low, and, 
while certain undesirable features appear, it is quite possible to 
design a reaction-turbine having practically uniform steaiii 
velocities throughout the machine. 

In conclusion it should be said that the determination of 
sizes and general proportions of mechanical devices of all kinds, 
and more especially in cases of departure from the beaten path 
such as that now being made by the builders of steam-turbines 
of the various types, is only a first step towards bringing forth 
satisfactory results as viewed from an engineering standpoint. 
The development of satisfactory details and the commercially 
successful production of the finished machine call for technical 
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and mechanical skill combined with business ability all of the 
highest order, and unstinted credit is due to the men who have 
worked and are working to perfect the mechahism of the steam- 
turbine. 
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CHAPTER X. 
THE MARINE STEAM-TURBINE. 

Thk recent decision of the Cunard Steamship Company, 
and that of the British Admiralty, to install turbines in place 
of reciprocating-engines in various large and important vessels^ 
have brought the marine steam-turbine very prominently before 
the pubUc. This decision, made by conservative engineers wha 
had access to all the existing data on the subject, has apparently 
been justified by the subsequent good behavior of the turbines 
already installed. The question as to the efficiency of the marine 
turbine must rest upon the results of tests of different classes of 
vessels imder various conditions, but the trials made thus far are 
very gratifying in their results, and cover a fairly wide range of 
vessels, from the first small boat, Turbinia, of 32 knots speed, 
to the ocean liner Carmania, of about 19 knots speed, which 
has just completed her initial voyage successfully; and includ- 
ing the third-class cruiser Amethyst, in which the economy 
of the turbine, at the highest powers, exceeded that of the- 
reciprocating-engine by as much as 40 per cent, and excelled 
in efficiency at all speeds above 14 knots per hour. 

The following table gives particulars of practically all of the 
vessels which have been equipped with turbine machinery. 

267 
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TURBINE STEAMERS— 



d 


Date. 


1 

2 


1894* 
1900 


3 


1901 


4 


1898 


5 


do 


6 


1903 


7 
8 


1904 
1905 


9 


do 


10 


do. 


11 
12 


1903 
do. 


13 
14 
15 
16 
17 
18 


do. 
1905 
do 
do. 
do 
1903 


19 


do. 


20 


1904 


21 


do 


22 


do. 


/23 


1905 


24 


do 


25 


do 


26 
27 


do 
do 


•28 
29 


do. 
do 



Vessel. 



Service. 



Owner. 



Builder. 



Turbinia 

King Edward 

Queen Alexandra. 

Viper 

Cobra 

Vclox 

Eden 

Coastal Destroy- 
ers. . 

Ocean-going De- 
stroyers. 



Experimental 
Etestroyers. 

Tarantula 

Lorena 

Emerald 

Albion 

Narcissus 

Royal Yacht. . . 
Mahroussah. . . . 
The Queen 

Brighton 

Princess Maud. . 

Londonderry. . 

Manxman 

Viking 

Onward 

Dieppe 

Princess Elizabeth 
Kaiser 



Experimental . . . 
Pleasure Steamer. 

do 

T. B. D 

do 

do 

do 

do 

do 

do 

S. Y 

do 

do 

do 

do 

do 

do 

Channel Steamer 

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 



C. A Parsons 

Turbine Steamers, Ltd. 



do. 



C. A. Parsons. 
Denny Bros. . 



do. 



R.N. 
do., 
do.. 



do. 
do. 



do. 



do. 



Hawthorn, Leslie 
&Co. 

Armstrong, Whit- 
worth A Co. 

Hawthorn, Leslie 
&Co. 

do 

Thomycroft, Yar- 
row and White. 

Laird, Thorny - 
croft, Arm- 
strong, White, 
Hawthorn, ana 
Leslie & Co. 



W. K. Vanderbilt. 
A. L. Barbour. . . . 



Sir C. Fumess. , 
Sir G. Newnes . 



A. E. Mundy, 

H.M.King Edward. 
The Khedive of Egypt. 
S. E. & Chatham Ry.Co. 

L. B. <fe South-Coast 
Ry. Co. 

Stranraer <fe Lame Ser- 
vice. 

Midland Railway Co. . . 



do 

Isle of Man S. S. Co. . 



Yarrow 

Ramage <fe Fer- 
guson. 
Stephen & Sons . . 
Swan & Hunter. . 

Fairfield 

A. & J. Inglis. . . . 
do. (rebuilding). . 
Denny Bros 



do. 

do. 



S. E. <t. Chatham Ry. 

Co. 
L. B. & S.-Coast Ry. Co 



G. & J. Bums 

Great Western Ry. Co. 



do 

Vickers, Sons & 
Maxim. 

Armstrong, Whit- 
worth & Co. 

Denny Bros 

Fairfield 



Belgian Government. . . 
Hamburg - Heligoland 
S. S. Co. 



do 

J. Brown <fe Co., 
and Laird & Co. 

CockeriU 

Vulcan Co 



* Rebuilt 1896. 

Remarks. — 1 Only one screw, 28" diameter, now fitted to each shaft. 

2. Put in service July, 1901. 

3. Put in service July, 1902. Very largely used for experimental trials. 

4. Laimchftd 6/9/99. Ran ashore and lost during naval manoeuvres in 1901. 
Trials made in 1900. 

5 Sank at sea in September, 1901. 

6 Reciprocating cruising engines on inner shafts, 7i", 11", and 16" X 9" stroke; 
400 R P.M Launched 2/1902. 

8 Twelve building. 

9 Five building. 

10 Details under consideration 

11 One 3' 0' screw now fitted to each shaft. 
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GENERAL DIMENSIONS AND DATA. 



TOO 
250 

270 

210 

223 

210 

220 
,175 

250 



320 

152 6 
253 

198 
270 
245 
310 
400 
310 

280 

300 

330 

330 

350 

310 

280 

340 
350 

350 
300 



Beam 




30 

32 

21 

20 6 

21 

23 6 



15 3 
33 3 

28 7 
34 
27 6 



42 
40 

34 

40 

42 

43 

42 

40 

34 8 



40 



40 
38 



& 



10 6 

11 6 

12 

13 6 
12 

14 3 



8 4 
20 4 



18 6 
16 3 



26 6 
25 

22 

24 6 

25 6 
25 6 
17 3 
25 
14 6 



3 
6 

6 6 

6 9 

7 3 

7 3 

8 3 



5 
13 



10 6 
9 
10 6 
10 6 
10 6 
10 6 
10 6 
9 3 



14 



9 7 
9 10 



Speed. 



Knots. 
32.0 
20.48 

21.43 

36.58 

30.2 

27.1 

26.2 
26.0 

33.0 



36.0 

25.36 
18.02 

15.0 
15.0 
14.5 
18.0 
18.0 
21.73 

21.5 

20.7 

22.3 

23.14 

23.53 

22.9 

21.75 



23.0 



24.0 
20.0 



OS ^ 



2,000 
3,600 

4,400 
13,000 
10,000 

7,000 

7,500 
3,600 

16,000 



28,000 

2,200 
3.800 

1,400 
1,800 
1,250 
4,000 
6,500 
8,.'>00 

6,000 

6,500 

7,000 

8,500 

9,500 

8,000 

6,500 

6,000 
9,500 

12,000 
6,000 



-^^ 



Screws 

per 
Shaft. 



3 
1 center, 
2 wing 

1 

2 
3 

1 

2 
1 



1^ 



2,300 
505 c 
750 w 
750 c 
l,090w 
1,180 

1,050 

890 

940 
1,200 

700 



600 

1,200 

6500 

700 w 

900 



550 



480 c 
600 w 
480 c 
610 w 
600 

670 c 
750 w 
530 c 
610 w 
430 

640 

600 

600 
430 

490 
650 






Lbs. 
210 
150 

150 

240 

240 

240 

260 
220 

220 



260 

225 
180 

150 
150 
160 



150 
160 

150 

150 

150 

200 

160 

150 

150 



Dis- 
place- 
ment. 



160 
150 



Tons. 

46 

700 

900 

390 

460 

440 

570 
225 

800 



1,600 

145 
1,400 

900 
1,250 

782 
2,800 
3,100 



1,200 
1,750 
1,960 
2,000 



1,360 



Pro- 

gBller 
iam- 
eter. 



1,950 
2,000 



1 6 
4 9 
4 4 



3 4 

2 9 

4 

3 3 
3 

6 



7 



4 8 
4 



6 
5 7 



5 

6 

6 2 

5 7 

6 6 

6 

5 3 



12. Yacht measurement. 

14. Thames yacht measurement. 

15. Thames yacht measurement. Only twin-screw Parsons installation. 

17. In process of conversion from paddle engines to turbines. Vessel built in 1866 by 
Samuda. 

18. Screws originally arranged as in King Edward. 13 knots astern speed. 
20. Bow rudder fitted. 

24. Sister ship Invicta. 

25. See "Engineering," Aug. 18, 1906. 

27. Three building. 

28. Astern speed 16.0 knots; 416 r.p.m. 

29. Curtis turbines. 
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TURBINE STEAMEBS— GENERAL 





Date. 


Ve«eL 


Service. 


Owner. 


Builder. 


30 

31 

32 
33 


1904 

do. 

do. 

1905 

do. 

do. 

do. 
1904 

do. 

1905 
do. 
do. 

do. 

do. 

1903 

1904 
do. 
1905 
1903 


LhBMa 

Looncana 

Turbinia II 

Maheno 


Persian Gulf to 
India. Inter- 
mediate. 

Inter-Colonial 
Service, Tasma- 
nia—Melbourne. 

Pleasure Steamer 
Lake Ontario. 

Inter-Colonial. . . 

Australian Pas- 
senger. 

Atlantic Inter- 
mediate Service 

Atlantic Mail 

do 


British India S.S. Co.. 

Union S. S. Co. of New 
Zealand. 

Turbine S. S. Co .. 

Union S. S. Co. of New 
Zealand. 


Denny Bros 

do 

Hawthorn, Leslie 

ACo. 
Denny Bros 


34 


Bingera 

Victorian 

Carmania 

New Cunarden. . 

Amethyst 

Lubeck 


lRrnr1cmii.Ti A 


35 


Allan S. S. Co 


Clarke. 

do 


3ft 


Cunard Co 


John Brown & Co. 


37 


do 


J.Brown&Co. ,and 


38 


3d-clafl8 cruiser. . 

do 

Scout Cruiser. . . . 
do 


R. N 


Swan & Hunter. 
Armstrong, Whit- 


39 


German Navy. 

U.S. N 

do 


worth & Co. 
Vulean Co 


40 


Salem 


Bath Iron Works. 


41 


Chester 


Fall River S. & 


42 
43 


Dreadnought 

Orion clajM 

No. 243 


Battleship 

Armored Cruisers. 
Experimental 
Torpedo Boat. 

do 

do 

Torpedo Boat . . . 
do 


R. N 

do 


E. Co. 
Portsmouth 
Dockyard. 


44 


French Navy 


Soci^t^ des F. & 


45 


LibeUule 

C^aroline 

No. 293 


do 


C. Mediterran^. 


4ft 


do 


Yarrow 


47 


do 


Normand 


48 


No. 294 


do i 


do 


40 
50 


S. 126 

Revolution 


T. B. D 

Experimental 

s!y. 


German Navy 

Curtis Marine Turbine 
Co. 


Schichau 







30. Si.ster shins lanka, Lunka, Lama. 

35. Also Virginian, built bv Stephen & Sons. Weight saved by adopting turbines, 400 
tons. Passengers increased 60. 

37. Two building. 

38. See "Engineering," November 18, 1904. 
41. Curtis turbine.**. 

43. Designs still under consideration. 

The principal reasons for the present tendency to adopt the 
steam-turbine in place of the reciprocating-engine for propelling 
ships of certain types are the following: 

1. Decreased cost of operation as regards fuel, labor, oil, 
and repairs. 

2. Vibration due to machinery is avoided. 

3. Less weight of machinery and coal to be carried, result- 
ing in greater speed. 

4. Greater simplicity of machinery in construction and 
operation, causing less liability to accident and breakdown. 
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1 


Beam 


1 


1 


Speed. 




i 


Screws 
sGft. 


i 


|l 


Dis- 
place- 
ment. 


Pro- 
peller 
Diam- 
eter. 


t 


/ // 
276 

300 

260 
400 


/ // 
44 

43 

33 
50 


/ // 
25 6 

25 

20 9 
33 6 


/ ft 

12 6 
9 6 


Knote. 
18.0 

20.2 

19.0 
17.5 


6.000 
6,300 
3.500 


3 

3 

3 

3 

3 

3 

3 
4 

3 

4 
4 
2 

4 

4 
2 


1 
Various 


660 
650 


Lbs. 
150 

150 

160 


Tons. 
2,170 

2,400 

1.100 


t it 

5 3 
4U 


30 

31 

32 
33 


300 










34 


540 

678 
760 

360 

341 
420 
420 


60 

40 

43 3 

46 8 
46 8 


42 6 

52 


27 6 

32 
32 

14 6 

16 6 
16 9 
16 9 


19.5 

21.0 
26.0 

21.75trisl 

23.63de8. 

22.0 des. 

24.0 

24.0 

21.0 

24.0 
21.0 


12.000 

21,000 
65.000 

9.800 
14,000 
10.000 
16.000 
16.000 

23,000 

28,000 
1,800 


275 

185 
165 

460c 

490w 

650 

500 

350 

300 
i'.866" 


180 

196 
195 

260 

'250* 
260 

250 

260 


13.000 
30.000 

3,000 

3.200 
3,750 
3.750 

18.000 


8 9 

14 
17 3 

6 6 
*6'6** 

9 3 


35 

36 
37 

38 

39 
40 

41 

4? 










43 










92 


Various 

do. 
do. 

Various 
4 6 


44 










45 


152 6 
125 


15 3 

14 
14 
23 
17 


8 4 


5 


26.4 

26.5 
26.0 
28.3 
18.0 


2,200 

2,200 
2,200 
6,000 
1,800 


3 
3 


Various 

1 


575 R 
1,800T 


260 
250 

266" 


140 

96 

95 

360 


46 
47 


125 






48 


200 




8 
7 






865 
660 


49 


140 


2 


1 


50 



44. Rateau Turbines. See Trans. 1. N. A.. 1904. 

46. Do. 

46. Do. 

48. Brequet turbines.. 49. A.stem speed 16.7 knots. 50. Curtis turbines. 

Note. — Also projected two vessels for Great Central Railway Co.. two for Allan 
Steamship Co.. two for the Metropolitan Steamship Co. (New York and Boston Service), 
and various foreign warships. 

5. Smaller and more deeply immersed propellers, decreas- 
ing the tendency of the machinery to race in rough weather. 

6. Lower center of gravity of the machinery as a whole, 
and increased headroom above the machinery. 

7. According to recent reports, decreased first cost of 
machinery. 

8. The adaptability of the turbine for greater power devel-. 
opment in a single unit. 

The application of the turbine to driving screw-propellers 
has presented a number of new problems to designers, such as 
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have been solved and reduced to more or less nearly standard 
practice in the case of the reciprocating-engine. Among these, 
the greatest importance attaches to the questions of reversibility 
of turbines and efficiency of propellers. 

The problem of reversing has been met by the use of special 
reversing tm^bine drums, rotating idly in the exhaust-passage . 
a,nd upon the shafts of the low-pressure turbines when the ship 
is going ahead, but reversing the direction of rotation of the 
shafting and propellers when live steam is made to act upon 
the blades of the reversing-drums. 

The determination of propeller proportions suitable for high 
speeds of rotation is still the subject of extensive investigation, 
although very satisfactory progress has aheady been made. 
The problem is to determine the proper diameter, amoimt and 
<iistribution of blade area, and the proper slip and pitch ratios 
to be used with the comparatively high rate of revolution of 
the steam-turbine. 

High peripheral velocity of turbine blades may be obtained 
■either by 

(a) High rate of revolution and small diameter, or 

(b) Large diameter and relatively low rate of revolution. 

For satisfactory eflBciency of propulsion with screw pro- 
pellers, certain areas of propeller-blade surface are required, 
according to the thrust demanded, and it has been found 
advisable to hmit the number of propellers to one upon each 
shaft. The shafts may be from one to four in number. There 
ure three in the Carmania, and four in the two large Cu- 
narders at present under construction. The requirement for a 
certain amount of area of blade surface with a limited nmnber 
of propellers causes a limitation of the speed with which it is 
safe, or otherwise advisable, to rotate the shafts. This leads, 
in vessels of large displacement and high power, to the use 
of large diameters of the rotating members within the turbine 
casings, because otherwise the speed of rotation of the propellers 
would often be such as to cause low propulsive efficiency. The 
problem presents itself to the designer not as a propeller prob- 
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Cross-section through machinery space, steamship Carmania, 

To face page i^2. 
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THE MARINE STEAM-TURBINE. 273 

lem alone, capable of solution for any rate of revolution that 
may be adopted for the turbines, but as a question of the 
proper interrelation of steam velocities, diameter and rate of 
rotation of turbines, and size and proportions of the screw- 
propellers. 

This suggests the chief difference in point of design between 
turbines for driving alternating-current machinery and those 
for rotating the shafts of screw-propellers. The stationary tur- 
bine may be operated at a high rate of revolution, with increas- 
ing efficiency and decreased size and weight of parts, accom- 
panying the increase in speed. The marine turbine, especially 
for large powers, is called upon to turn the propellers at the 
'relatively low rate of revolution giving satisfactory propulsive 
efficiency. Since both types require certain peripheral veloci- 
ties in order to utilize the energy of the steam efficiently, the 
result is relatively high speed of rotation for the stationary 
turbine, with as small diameters as possible so as to reduce 
centrifugal forces; and large diameters of the marine turbine, 
with correspondingly low rates of revolution, for obtaining 
efficiency of screw-propellers. 

Further difference in the arrangement of the two types is 
occasioned by the demand for close regulation of speed in the 
stationary turbine, and for reversibiUty in the marine turbine. 
The latter must be capable of sudden reversal of direction of 
rotation, and of ready handling at all speeds for maneuvering 
the vessel. 

In general, with the larger turbine-boats that have been 
built, the economy has been somewhat lower at speeds below 
14 knots than in boats driven by reciprocating-engines, but 
above this speed the turbine-boats have exceeded in economy, 
and the rate of increase with increased speed has been very 
marked. This is shown by the economy curves on pages 274 
and 275, representing trials of torpedo-boat destroyers and 
cruisers.* 

* The curves are from a paper by Mr. E. M. Speakman, Trans. Am. Soc. 
Naval Architects and Marine Engineers, 1905. 
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STEAM-TURBINES. 



The following table * shows the steam consumption of the 
fom* Midland Railway steamers recently built and tested. The 
Antrim and Donegal are equipped with reciprocating-engines, 
each vessel having two sets of four-cylinder triple-expansion 
engines, each driving a three-bladed propeller. The cylinders 
are 23 inches, 36 inches, and two of 42 inches diameter, with 
30-inch stroke of pistons. 





Gallons of Water Consumed per Hour. 


Speed in Knots 
per Hour. 


Reciprocating, 

Antrim and 

Donegal. 


Turbine. 




Londonderry. 


MftnTTnn.n, 


14 
17 
20 
22 
23 


4,500 
6,700 
9,700 


4,500 

6,100 

8,900 

13,600 


4,500 

5,800 

8,300 

12,500 

,17,300 



The arrangement of the turbines in the Londonderry and 
Manxman differs only in detail, but the turbines in the 
Manxman are larger, as they were designed for 25 per cent 
more power than the Londonderry. There are three tur- 
bines in each vessel, one high-pressure and two low-pressure. 
The reversing- turbines work upon the low-pressure shafts, and 
rotate in vacuum when not in use. Each of the three turbines 
drives a three-bladed propeller. 

The dimensions of the four vessels are alike, with the ex- 
ception that the Manxman is of slightly greater beam than 
the others. The length on the water-line is 330 ft.; moulded 
breadth, 42 ft.; moulded depth, 25 ft. 6 in. 

The amount of water consumed was measured during the 
progressive trials by counting the strokes of the feed-pumps. 

Mr. Parsons has made the following f prediction as to the 
future of the steam-turbine for marine use: "... With the 
evidence at present before us, I think we are safe in predicting 

* London Engineering, August 4, 1905. 

t Trans. Inst. Marine Eng., London, 1904-5. 
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Arrangement of machinery in S.S. Carmania. 
(From " Engineering," London, Dec. 1, 1905.) 
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278 STEAM-TURBINES. 

that it will soon supersede entirely the reciprocating-engine in 
vessels of 16 knots sea-speed and upwards, and of over 5000 
I.H.P., and probably also including vessels of speed down to 
13 knots, of 20,000 tons and upwards, and possibly still slower 
vessels in course of time. At present it may, I think, be said 
that the above most suitable field comprises about one fifth of 
the total steam tonnage of the world; but it must be remem- 
bered that the speed of ships tends to increase, and the turbine 
to improve, and so the class of ships suitable for the turbine 
will increase." 

At the present time the success achieved by the Allan 
Line steamers, Victorian and Virginian, and by the latest 
addition to the Cunard fleet, the steamer Carmania, which 
has recently completed most satisfactory trials and a remark- 
ably successful maiden trip across the Atlantic, indicate that 
the steam-turbine has become a permanent feature of marine- 
engineering practice. 
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APPENDIX. 



Cost of Steam-turbines. — ^The curves on page 280 represent 
the selling price of turbines and generators combined, as quoted 
by various builders in 1905. Averages of quotations from the 
different firms were taken for plotting the curves. The upper 
right-hand section of the page gives curves of selling prices for 
comparatively small machines, connected to direct-current 
generators of from 10 K.W. to 300 K.W. capacity. The lower 
curves are "^or large machines — ^from 300 K.W. to 7500 K.W» 
— ^with alternating-current generators The curves are given 
to show the manner in which the selling price varies with the 
conditions of operation, but the values represented do not 
correspond exactly with the quotations of any one company. 
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APPENDIX. 281 



NOTES. 

Page £1, line 27. — "Example 5" shoxild read ''Example begimiing onr 
page 18." 

Page 32, at bottom of page.— Read "piVi" for "a" and "p^v^*' for "6." 

Pages J^-Jfl* — By introducing a mean value for iS, as is done here, and 
treating it as a constant in the equations used, the results are satisfactory 
for the purpose in hand. 

Po^e Jfi. — ^In Fig. 19, a vertical Une dm should be drawn, the letter rrt 
being on the horizontal base-line of the figure. 

Page 63, line le.—Re&d "gas" for "fluid." 

Page 69, line IJB. — Neglecting the pendulum effect due to the weight of 
the parts. 

Page 76, — ^In the example the steam is supposed to expand in a nozzle; 
to the back pressure of the vacuum in order to attain the velocity given. 

Page 100, line 10 from bottom of the page. — For "Professor Rateau" 
read "Mr. George Wilson." 
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INDEX. 



Accun^iftlttotiy t. 

Adiabatic, expansion, 31; process, 41. 

Aiiv jet, ittfrnliie of, 133. 

Angles of buckets, 126. 

Apparatus— Wilson^s, 140; Sibley College, 14L 

Auxiliaries, 26d. 



Back-pressure, effect of, 143, 145. 

Blade, speed of, 21; length of, 201; Parsons, 238. 

Buckets, angles, 126; additional sets of, 130; and nozzles, clearance be- 
tween, 129; clearance between rows of, 132; cutting over edges, 
136; Curtis turbine, 163, 250; experimental work, 93, 123; length 
of, 173;. spacing, 126; surface^ effect of roughness, 135, 137. 



Carnot cycle, 42; efficiency of, 43. 

Clearance between nozzles and buckets, 129, 260. 

** " rows of buckets, 132, 260. 

Condenser, size of, 262. 
Cost of turbines. Appendix, 279. 
Curtis turbine, buckets, 163; discussion, 236; four-stage, 247; tests of, 

254. 
Cutting over edges of buckets, 136. 
Curves, characteristic, 187, 189, 197, 202. 
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De Laval nozzles, 114, 211; turbine, general description, 209; tests of, 213» 

216. 
Design of turbines, general remarks, 264. 
Diagrams, impulse-turbine, 156. j» 

Diameter of wheels, 170; of rotor, 195, 200; of spindle, 195, 200. 
Dimensions of nozzles, 85, 122. 
Divergent nozzle, 69. 
Dynamic pressure, 6. 



K 

Economy of turbines, 257; of marine turbines, 275, 276. 

Efficiencies, comparison of, 203; variations of, 206, 207; efficiency of 

turbine, 21, 28. 
Entropy, 47; calculation of, 45; -temperature diagram, 39; units of, 52. 
Energy, intrinsic, 28. 
Equation, Napier's, 99; Zeuner's, 28, 31. 
Expansion, adiabatic, 31; isothermal, 30; of steam, 30, 66. 
Experimental work, 93; Sibley College, 123. 



P. 

Fliegner, 38. 
Flow, of gas, 83. 

** of steam, 27, 35» 62; experimental work, 93. 

** rate of, 140; resistances to, 77; velocity of, 72; weight of, 64, 65, 71. 
Force, uniform, 1; unit of, 3. 
Frictional losses, determination of, 88; variation of, 196. 

** resistances, 77, 149. 
Friction, skin, 139; work of, 81. 
Fronde, William, 38. 



G. 



Gas, flow of, 88. 

Graphical representation of heat transformations, 89, 

Gutermuth, Professor, 38, 95. 
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H. 



Hall, Thomas, 133. 

Heat, curves of constant, 53; total, curves of constant, 51; diagram, 89; 

diagram, examples in use of, 54; specific, 44; transformations, 

graphical representations of, 39. 



Impact, 19. 

Impulse, 19. 

Impulse of a jet, 5; of air-jet, 133. 

Impulse-turbine, general, xi; discussion and design of, 151; efficiency 

of, 23, 26; single-stage, 152; two-stage, 158, 159; velocity diagrams, 

155. 
Impulse- and reaction-turbine, discussion and design, 174, 237. 
Isothermal expansion, 30; process, 41. 



Jet, impulse of, 6. 
*' reaction of, 5, 74, 114. 



Kinetic energy of jet, 4. 

L. 

Loss of velocity, 78. 

Losses, frictional, determination of, 88. 

M. 

Marine steam-turbine, 267; economy of, 275, 276. 
Mass, 3. 

N. 

Napier's equation, 99. 

Nozzle, calculations of dimensions, 85, 122; De Laval, 114, 211; divergent, 
69, 140; experimental work, 93, 123; friction in, 149; ideal expand- 
ing, 142; vibrations in, 146, 147. 
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O. 
Orifices, experimental work, 93, 102, 104. 



Parsons turbine, description, 215; tests of, 216, 217; turbine-blades, 240. 

Peabody, 100. 

Peripheral velocity, 21. 

Pressure, curves of constant, 52; dynamic, 6; on vanes, 11. 



B. 

Rankine, 99. 

Rateau, 100; experiments, 106. 

Reaction, of a jet, 5, 74, 114; nature of, 67. 

Reaction- turbine, general, ix; Hero's, x; discussion and design, 174; 

blades, length of, 192, 201; velocity diagrams, 199. 
Relative velocity, 16. 
Resistance to flow of steam, 77. 
Revolution, speed of, 258. 
Rosenhain, 100, 107, 109. 
Rotor, diameter of, 195, 200. 

S. 

Saturation curve, 50. 

Sibley College experiments, 123; apparatus, 141. 
Skin friction, 139. 
Spacing of buckets, 126. 
Spindle, diameter of, 195, 200. 
Specific heat, 44; volume, 60. 
Speed of blade, 21. 

Steam, flow of, 27, 35, 62; expansion of, 30, 55; superheated, 51, 57, 62; 
velocity of, curves, 160. 



Temperature-entropy diagram, 89. 

Tests of turbines, Curtis, 254; De Laval, 213, 215; Parsons, 216, 217. 

Thermodynamic principles, 27. 

Turbine-buckets, 123; Cnrtis, 168. 

Turbine design, general remarks, 264. 

Turbines, types of, 209. 
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V. 



Yacnam, gain due to increase of, 261. 

Vanes, action of fluid upon, 10; change of direction of flow, causing 

pressure on, 11. 
Velocity, calculation of, 61, 64; absolute, 21; peripheral, 21; relative, 16, 

21; of flow, 72, 114; of steam, curves of, 160; loss of, 78. 
Volume, specific, 60. 



Wheels, diameter of, 170. 
Weight of flow, 64, 65, 71 ; curve of, 160. 
Wilson, 103, 107, 109; apparatus, 140. 

Work, done on vane or bucket by fluid, 20; external, 28; internal, 28; of 
friction, 81. 

Z. 

Zeuner's equation, 28, 35. 
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ARRANGED UNDER SUBJECTa 



Descriptive circulars sent on application. Books marked with an asterisk (*) are sold 
' at net prices only, a double asterisk (**) books sold under the rules of the American 
Publishers* Association at net prices subject to an extra charge for postage. All books 
are bound in cloth unless otherwise stated. 



AGRICULTURE. 



Armsby's Manual of Cattle-feeding zamo, $i 75 

Principles of Animal Nutrition 8vo, 4 00 

Budd and Hansen's American Horticultural Manual: 

Part I. Propagation, Culture, and Improvement zamo, z 50 

Part II. Systematic Pomology lamo, i 50 

Downing's Fruits and Fruit-trees of America 8to, 5 00 

Elliott's Engineering for Land Drainage lamo, z 50 

Practical Farm Drainage lamo, z 00 

Green's Principles of American Forestry zamo, z 50 

Grotenfelt's Principles of Modem Dairy Practice. (Woll.) zamo, a 00 

Kemp's Landscape Gardening zamo, a 50 

Maynard's Landscape Gardening as Applied to Home Decoration zamo, z 50 

* McKay and Larsen's Principles and Practice of Butter-making Svo, z 50 

Sanderson's Insects Injurious to Staple Crops zamo, z 50 

Insects Injurious to Garden Crops. (In preparation.) 
Insects Injuring Fruits. (In preparation.) 

Stockbridge's Rocks and Soils 8vo, a 50 

Winton's Microscopy of Vegetable Foods 8vo, 7 50 

WoU's Handbook for Farmers and Dairymen z6mo, z 50 

ARCHITECTURE. 

Baldwin's Steam Heating for Buildings zamo, a 50 

Bashore's Saniution of a Country House zamo, z 00 

Berg's Buildings and Structures of American Railroads 4to, 5 00 

Birkmire's Planning and Construction of American Theatres. 8vo, 3 00 

Architectural Iron and Steel 8vo, 3 50 

Compound Riveted Girders as Applied in Buildings 8vo, a 00 

Planning and Construction of High Office Buildings 8vo, 3 50 

Skeleton Construction in Buildings 8yo, 3 00 

Brigg's Modem American School Buildings 8vo, 4 00 

Carpenter's Heating and Ventilating of Buildings. 8vo, 4 00 

Freitag's Architectural Engineering 8vo, 3 50 

Fireproofing of Steel Buildings. 8yo, a 50 

French and Ives's Stereotomy. 8vo, 2 50 
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Ger&anTs Guide to Sanitary House-inspection. x6mo. 

Theatre Fires and Panics X2mo, 

^Greene's Structural Mechanics 8vo» 

Holly's Carpenters' and Joiners' Handbook i8mo, 

Johnson's Statics by Algebraic and Graphic Methods Svo, 

Kidder's Architects' and Builders' Pocket-book. Rewritten Edition. x6mo, mor., 

Merrill's Stones for Building and Decoration. 8yo» 

Non-metallic Minerals : Their Occurrence and Uses 8to, 

Monckton's Stair-building 4to» 

Patton's Practical Treatise on Foundations Svo, 

Peabody's Naval Architecture Svo, 

Richey's Handbook for Superintendents of Construction x6mo, mor., 

Sabin's Industrial and Artistic Technology of Paints and Varnish Svo, 

Siebert and Biggin's Modem Stone-cutting and Masonry Svo, 

Snow's Principal Species of Wood .Svo, 

Sondericker's Graphic Statics with Applications to Trusses, Beams, and Arches. 

Svo, 

Towne's Locks and Builders' Hardware xSmo, morocco, 

Wait's Engineering and Architectural Jurisprudence Svo, 

Sheep, 
Law of Operations Preliminary to Construction in Engineering and Archi- 
tecture Svo, 

Sheep, 

Law of Contracts Svo, 

Wood's Rustless Coatings: Corrosion and Electrolysis of Iron and Steel. .8vo« 

Worcester and Atkinson's Small Hospitals, Establishment and Maintenance, 

Suggestions for Hospi&l Architecture, with Plans for a Small HospitaL 

X2mo, 
The World's Columbian Exposition of iSga Large 4to, 



ARMY AND NAVY. 

Bemadou's Smokeless Powder, Nitro-cellulose, and the Theory of the CeUulose 

Molecule i2mo, 2 50 

* Brufi's Text-book Ordnance and Gunnery Svo, 6 00 

Chase's Screw Propellers and Marine Propulsion Svo, 3 00 

Cloke's Gunner's Examiner Svo, z 50 

Craig's Azimuth 4to, 3 50 

Crehore and Squier's Polarizing Photo-chronograph Svo, 3 00 

* Davis's Elements of Law Svo, 2 50 

* Treatise on the Military Law of United States Svo, 700 

Sheep, 7 50 

De Brack's Cavalry Outposts Duties. (Carr.) 24mo, morocco, 2 00 

Dietz's Soldier's First Aid Handbook i6mo, morocco, i 25 

* Dredge's Modem French Artillery 4to, hatf morocco, 15 00 

Durand's Resistance and Propulsion of Ships ; Svo, 5 00 

* Dyer's Handbook of Light Artillery. z2mo, 3 00 

Eissler's Modern High Explosives Svo, 4 00 

* Fiebeger's Text-book on Field Fortification Small Svo, a 00 

Hamilton's The Gunner's Catechism iSmo, I 00 

* Hoff's Elementary Naval Tactics Svo, z 50 

lagalls's Handbook of Problems in Direct Fire. Svo, 4 00 

* Ballistic Tables. Svo, i 50 

* Lyons's Treatise on Electromagnetic Phenomena. Vols. I. and H. .Svo, each, 6 00 

* Mahan's Permanent Fortifications. (Mercur.) Svo, half morocco, 7 50 

Manual for Courtsr-martial. i6mo, morocco, z 50 

* Mercur's Attack of Fortified Places itmf), 2 00 

* Elements of the Art of War Svo. 4 00 
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Metcalf's Cost of Manufactures — And the Administration of Workshops. .8vo, 5 00 

* Ordnance apd Gunnery. 2 vols i2mo, 5 00 

Murray's Infantry Drill Regulations i8mo, paper, zo 

Mizon's Adjutants' Manual. 24mo, z 00 

Peabody's Naval Architecture 8vo, 7 50 

* Phelps's Practical Marine Surveying. 8vo, 2 50 

Powell's Army Officer's Examiner zamo, 4 00 

Sharpe's Art of Subsisting Armies in War. z8mo, morocco, z 50 

* Walke's Lectures on Explosives 8vo, 4 00 

'* Wheeler's Siege Operations and Military Mining 8vo, 2 00 

Winthrop's Abridgment of Military Law i2mo, 2 50 

WoodhuU's Notes on Military Hygiene i6mo, z 50 

Young's Simple Elements of Navigation 161009 morocfio> ^ 00 



ASSAYING. 

Fletcher's Practical Instructions in Quantitative Assaying with the Blowpipe. 

' Z2mo, morocco, z 50 

Furman's Manual of Practical Assaying 8vo, 3 00 

Lodge's Notes on Assaying and Metallurgical Laboratory Experiments 8vo, 3 00 

Low's Technical Methods of Ore Analysis 8vo, 3 00 

Miller's Manual of Assaying z2mo, z 00 

Minet's Production of Aluminum and its Industrial Use. (Waldo.) z2mo, 2 50 

•O'DriscoU's Notes on the Treatment of Gold Ores 8vo, 2 00 

Ri^etts and Miller's Notes on Assaying 8vo, 3 00 

Robine and Lenglen's Cyanide Industry. (Le Clerc.) 8vo, 

tJlke's Modem Electroljrtic Copper Refining 8vo, 3 00 

Wilson's Cyanide Processes z2mo, z 50 

Chlorination Process z2mo, z 50 



ASTRONOMY. 

Comstock's. Field Astronomy for Engineers 8vo, 2 50 

Craig's Azimuth 4to, 3 50 

Doolittle's Treatise on Practical Astronomy 8vo, 4 00 

Gore's Elements of Geodesy 8vo, 2 50 

Hayford's Text-book of Geodetic Astronomy 8vo, 3 00 

Merriman's Elements of Precise Surve3ang and Geodesy. ... .' 8vo, 2 50 

* Michie and Harlow's Practical Astronomy 8vo, 3 00 

* White's Elements of Theoretical and Descriptive Astronomy z2mo, 2 00 



BOTANY. 

Davenport's Statistical Methods, with Special Reference to Biological Variation. 

z6mo, morocco, z 25 

Thomd and Bennett's Structural and Physiological Botany. z6mo, 2 25 

Westermaier's Compendium of General Botany. (Schneider.) 8vo, 2 00 

CHEMISTRY. 

Adriance's Laboratory Calculations and Specific Gravity Tables z2mo, z 25 

Allen's Tables for Iron Analysis. . . .^ 8vo, 3 00 

Arnold's Compendium of Chemistry. (Mandel.) Small 8vo, 3 50 

Austen's Notes for Chemical Students z2mo, z 50 

Bernadou's Smokeless Powder. — Nitro-cellulose, and Theory of the Cellulose 

Molecule z2mo, 2 50 

^ Browning's Introduction to the Rarer Elements 8vo, z 50 
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Brush and Penfield's ManuAl of Determinatiye Mineralogy. 8yo» 4 00 

Classen's Quantitative Chemical Analysis by Electrolysis. (Boltwood.). .8vo, 3 00 

Cohn's Indicators and Test-papers i2mo, 2 00 

Tests and Reagents 8vo, 3 00 

Crafts's Short Course in Qualitative Chemical Analysis. (Schaeffer.). . .lamo, z 50 
Dolezalek's Theory of the Lead Accumulator (Storage Battery). (Von 

Ende.) lamo, 2 50 

Drechsel's Chemical Reactions. (Merrill.) z2mo, i 25 

Duhem's Thermodynamics and Chemistry. (Burgess.) 8vo, 4 00 

Eissler's Modern High Explosives 8vo, 4 00 

EfFront's Enzymes and their Applications. (Prescott.) 8vo, 3 00 

Erdmann's Introduction to Chemical Preparations. (Dunlap.) i2mo, i 2S 

Fletcher's Practical Instructions in Quantitative Assajring with the Blowpipe. 

i2mo, morocco, x 50 

Fowler's Sewage Works Analyses i2mo, 2 00 

Fresenius's Manual of Qualitative Chemical Analysis. (Wells.) 8vo, 5 00 

Manual of Qualitative Chemical Analysis. Part I. Descriptive. (Wells.) 8vo, 3 00 
System of Instruction in Quantitative Chemical Analysis. (Cohn.) 

2 vols 8vo, 12 50 

Fuertes's Water and Public Health Z2mo» i 50 

Furman's Manual of Practical Assaying .* 8vo, 3 00 

* Getman's Exercises in Phjrsical Chemistry x2mo, 2 00 

Gill's Gas and Fuel Analirsis for Engineers X2mo, x 25 

Grotenfelt's Principles of Modem Dairy Practice. (WoU.) i2mo, 2 00 

Hammarsten's Text-book of Physiological Chemistry. (MandeL) 8vo, 4 00 

Helm's Principles of Mathematical Chemistry. (Morgan.) : . i2mo, x 50. 

Hering's Ready Reference Tables (Conversion Factors) i6mo, morocco, 2 50 

Hind's Inorganic Chemistry 8vo, 3 00 

* Laboratory Manual for Students X2mo, i 00 

Holleman's Text-book of Inorganic Chemistry. (Cooper.) 8vo, 2 50 

Text-book of Organic Chemistry. (Walker and Mott.) 8vo, 2 50 

* Laboratory Manual of Organic Chemistry. (Walker.) i2mo, i 00 

Hopkins's Oil-chemists' Handbook 8vo, 3 00 

Jackson's Directions f or Xaboratory Work in Physiological Chemistry. .8vo, i 25 

Keep's Cast Iron :8vo, 2 50 

Ladd's Manual of Quantitative Chemical Analysis x2mo, i 00 

Landauer's Spectrum Analysis. (Tingle.) 8vo, 3 00 

* Langworthy and Austen. The Occurrence of Aluminium in Vegetable 

Products, Animal Products, and Natural Waters 8vo, 2 00 

Lassar-Cohn's Practical Urinary Analysis. (Lorenz.) i2mo, i 00 

application of Some General Reactions to Investigations in Organic 

Chemistry. (Tingle.) i2mo, x 00 

Leach's The Inspection and Analysis of Food with Special Reference to State 

Control. 8vo, 7 50 

Lob's Electrochemistry of Organic Compounds. (Lorenz.) .8vo, 3 00 

Lodge's Notes on Assaying and Metallurgical Laboratory Experiments. .. .8vo, 3 00 

Low's Technical Method of Ore Analysis 8vo, 3 00 

Ltmge's Techno-chemical Analysis. (Cohn.) i2mo, i 00 

Mandel's Handbook for Bio-chemical Laboratory X2mo, x 50 

* Martin's Laboratory Guide to Qualitative Analysis with the Blowpipe . . x2mo, 60 
Mason's Water-supply. (Considered Principally from a Sanitary Standpoint) 

3d Edition, Rewritten 8vo, 4 00 

Examination of Water. (Chemical and BacteriologicaL) i2mo, i 25 

Matthew's The Textile Fibres 8vo. 3 SO 

Meyer's Determination of Radicles in Carbon Obmpounds. (Tingle.). .x2mo, 100 

Miller's Manual of Assaying x2mo, x 00 

Minet's Production of Altmiinum and its Industrial Use. (Waldo.) i2mo, 2 50 

Mixter's Elementary Text-book of Chemistry X2mo, x 50 

Morgan's Elements of Physical Chemistry X2mo, 3 00 

* Physical Chemistry for Electrical Engineers lamo, x 50 
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Morse's Calculations used in Cane>sugar Factories x6mo, morocco, i 50 

Mulliken's General Method for the Identification 6f Pure Organic Compounds. 

Vol. I Large 8vo, 5 00 

O'Brine's Laboratory Guide in Chemical Analysis. 8vo, 2 00 

O'DriscoU's Notes on the Treatment of Gold Ores 8yo, 2 00 

Ostwald's Conversations on Chemistry. . Part One. (Ramsey.) x2mo, x 50 

** " " " Part Two. (TumbulL) x2mo, 200 

* Penfield's Notes on DetermiHatiye Mineralogy and Record of Mineral Tests. 

8vo, paper » 50 

Pictefs The Alkaloids and their Chemical Constitution. (Biddle.) 8vo, 5 00 

Pinner's Introduction to Organic Chemistry. (Austen.) i2mo, x 50 

Poole's Calorific Power of Fuels 8vo, 3 00 

Prescott and Winslow's Elements of Water Bacteriology, with Special Refer- 
ence to Sanitary Water Analysis x2mo, i 25 

* Reisig's Guide to Piece-dyeing 8vo, 25 00 

Richards and Woodman's Air, Water, and Food from a Sanitary Stand- 
point 8vo, 2 00 

Richards's Cost of Living as Modified by Sanitary Science i2mo, i 00 

Cost of Food, a Study in Dietaries X2mo, x 00 

* Richards and Williams's- The Dietary Computer 8vo, x 50 

Ricketts and Russell's Skeleton Notes upon Inorganic Chemistry. (Part I. 

Non-metallic Elements.) Svo, morocco, 75 

Ricketts and MiUer's Notes on Assaying. Svo, 3 00 

Rideal's Sewage and the Bacterial Purification of Sewage Svo, 3 50 

Disinfection and the Preservation of Food .8vo, 4 00 

Rigg's Elementary Manual for the Chemical Laboratory. Svo, i 25 

Robine and Lenglen's Cyanide Industry. (Le Clerc.) Svo, 

Rostoski's Serum Diagnosis. (Bolduan.) i2mo, i 00 

Ruddiman's Incompatibilities in Prescriptions Svo, 2 00 

* Whys in Pharmacy x2mo, x 00 

Sabin's Industrial and Artistic Technology of Paints and Varnish. Svo, 3 00 

Salkowski's Physiological and Pathological Chemistry. (Omdorff.) Svo, 2 50 

Schimpf 's Text-book of Volumetric Analjrsis x2mo, 2 50 

Essentials of Volumetric Analysis i2mo, i 25 

* Qualitative Chemical Analjrsis , Svo, x 25 

Spencer's Handbook for Chemists of Beet-sugar Houses x6mo, morocco, 3 00 

Handbook for Cane Sugar Manufacturers x6mo, morocco, 3 00 

Stockbridge's Rocks and Soils Svo, 2 50 

* Tillman's Elementary Lessens in Heat ^ .Svo, x 50 

* Descriptive General Chemistry '. .Svo, 3 00 

Treadwell's Qualitative Analysis. (Hall.) Svo, 3 00 

Quantitative Analysis. (Hall.) Svo, 4 00 

Tumeaure and Russell's Public Water-supplies Svo, 5 00 

Van Deventer's Physical Chemistry for Beginners. (Boltwood.) i2mo, x 50 

* Walke's Lectures on Explosives Svo, 4 00 

Ware's Beet-sugar Manufacture and Refining Small Svo, cloth, 4 00 

Washington's Manual of the Chemical Analysis of Rocks Svo, 2 00 

Wassermann's Imniune Sera : Hsemolysins, Cytotoxins, and Precipitins. (Bol- 
duan.) x2mo, X 00 

Well's Laboratory Guide in Qualitative Chemical Analysis. Svo, i 50 

Short Course in Inorganic Qualitative Chemical Analysis for Engineering 

Students x2mo, i 50 

Text-book of Chemical Arithmetic X2mo, x 25 

Whipple's Microscopy of Drinking-water. Svo, 3 50 

Wilson's Cyanide Processes x2mo, i 50 

Chlorination Process x2mo, x 50 

Winton's Microscopy of VcgeUble Foods Svo, 7 5© 

Wulling's Elementary Course in Inorganic, Pharmaceutical, and Medical 

Chemistry. X2mo, 2 00 
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CIVIL ENGINEERIirG. 

BRIDGES AND ROOFS. HYDRAULICS. MATERIALS OF EirGIREERnfG. 
RAILWAY ElfGINEERIllG. 

Baker's Engineers' Sunreyinc Instruments. '. , xamo, 

Bizby's Graphical Computinc Table Paper 19^ X 24! inches. 

•* Burr's Ancient and Modem Engineering and the Isthmian CanaL (Postage, 

27 cents additional.) 8vo, 

Comstock's Field Astronomy for Engineers 8vo, 

Davis's Elevation and Stadia Tables 8vo, 

Elliott's Engineering for Land Drainage xsmo. 

Practical Farm Drainage xamo, 

♦Fiebeger's Treatise on Civil Engineering Svo, 

Folwell's Sewerage. (Designing and Maintenance.) 8vo, 

Freitag's Architectural Engineering, ad Edition, Rewritten 8vo, 

French and I/es's Stereotomy. . , 8vo, 

Goodhue's Municipal Improvements xamo, 

Goodrich's Economic Disposal of Towns' Refuse 8vo, 

Gore^s Elements of Geodesy 8vo, 

Hayford's Text-book of Geodetic Astronomy 8vo, 

Bering's Ready Reference Tables (Conversion Factors) x6mo, morocco, 

Howe's Retaining Walls for Earth lamo, 

Johnson's ( J. B.) Theory and Practice of Surveying Small 8vo, 

Johnson's (L. J.) Statics by Algebraic and Graphic Methods 8vo, 

Laplace's Philosophical Essay on Probabilities. (Truscoit and Emory.) . lamo, 
Mahan's Treatise on Civil Engineering. (1873.) (Wood.). . . ^ 8vo, 

♦ Descriptive Geometry 8vo, 

Merriman's Elements of Precise Surveying and Geodesy Svo, 

Merriman and Brooks's Handbook for Surveyors z6mo, morowc- 

Nugent's Plane Survejdng 8vo, 

Ogden's Sewer Design lamo, 

Patton's Treatise on Civil Engineering. 8vo half leather. 

Reed's Topographical Drawing and Sketching 4to, 

Rideal's Sewage and the Bacterial Purification of Sewage 8vo, 

Siebert and Biggin's Modem Stone-cutting and Masonry 8vo, 

Smith's Manual of Topographical Drawing. (McMillan.) 8vo, 

Sondericker's Graphic Statics, with Applications to Trusses, Beams, and Arches. 

-8vo, 
Taylor and Thompson's Treatise on Concrete, Plain and Reinforced 8vo, 

♦ Trautwine's Civil Engineer's Pocket-book x6mo, morocco, 

Wait's Engineering and Architectural Jurisprudence 8vo, 

Sheep, 
Law of Operations Preliminary to Construction in Engineering and Archi- 
tecture 8vo, 

Sheep, 

Law of Contracts 8vo, 

Warren's Stereotomy — ^Problems in Stone-cutting 8vo, 

Webb's Problems in the Use and Adjustment of Engineering Instruments. 

xomo, morocco, 
Wilson's Topographic Surveying 8vo, 



BRIDGES AND ROOFS. 

Boiler's Practical Treatise on the Construction of Iron Highway Bridges . . 8vo, 2 00 

♦ Thames River Bridge 4to, paper, 5 00 

Burr's Course on the Stresses in Bridges and Roof Trusses, Arched Ribs, and 

Suspension Bridges. 8vo, 3 50 
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Burr and Falk's Influence Lines for Bridge and Roof Computations. . . .Svo, 3 00 

Design and Construction of Metallic Bridges 8yo, 5 00 

Du Bois's Mechanics of Engineering. Vol II Small 4to, 10 00 

Foster's Treatise on Wooden Trestle Bridges. 4to, 5 00 

Fowler's Ordinary Foundations. 8yo, 3 50 

Greene's Roof Trusses 8yo, z 35 

Bridge Trusses Sro, 2 so 

Arches in Wood, Iron, and Stone 8to, 2 50 

Howe's Treatise on Arches 8vo, 4 00 

Design of Simple Roof-trusses in Wood and Steel. 8vo, 2 00 

Johnson, Bryan, and Tumeaure's Theory and Practice in the Designing of 

Modern Framed Structures Small 4to, 10 00 

Merriman and Jacoby's Text-book on Roofs and Bridges: 

Part I. Stresses in Simple Trusses 8vo, 2 50 

Part n. Graphic Statics 8vo, 2 so 

Part m. Bridge Design 8vo, 2 so 

Part IV. Higher Structures 8vo, 2 50 

Morison's Memphis Bridge 4to, zo 00 

Waddell's De Pontibus, a Pocket-book for Bridge Engineers. . z6mo, morocco, 2 00 

Specifications for Steel Bridges lamo, z 35 

Wright's Designing of Draw-spans. Two parts in one volome. Svo, 3 so 



HYDRAULICS. 

Bazin's Experiments upon the Contraction of the Liquid Vein Issuing from 

an Orifice. (Trautwine.) 8vo, 2 00 

Bovey's Treatise on Hydraulics 8yo, 5 00 

Church's Mechanics of Engineering 8yo, 6 00 

Diagrams of Mean Velocity of Water in Open Chaxmeis paper, z 50 

Hydraulic Motors 8yo, 2 00 

Coffin's Graphical Solution of Hydraulic Problems z6mo, morocco, 2 50 

Flather's Dynamometers, and the Measurement of Power Z2mo, 3 00 

Folwell's Water-supply Engineering. 8vo, 4 00 

Frizell's Water-power 8yo, 5 00 

Fuertes's Water and Public Health Z2mo, z 50 

Water-filtration Works z2mo, 2 50 

Ganguillet and Kutter's General Formula for the Uniform Flow of Water in 

Riyers and Other Channels. (Hering and Trautwine.) 8yo, 4 00 

fiazen's Filtration of Public Water-supply ^ 8vo, 3 00 

Hazlehurst's Towers and Tanks for Water-works 8yo, 2 50 

Herschel's zzs Experiments on the Carrying Capacity of Large, Riyeted, Metal 

Conduits 8yo, 2 00 

Mason's Water-supply. (Considered Principally from a Sanitary Standpoint.) 

8yo, 4 oe 

Merriman's Treatise on Hydraulics 8yo, 5 00 

* Michie's Elements of Analytical Mechanics 8yo, 4 00 

Schuyler's Reseryoirs for Irrigation, Water-power, and Domestic Water- 
supply Large 8yo, 5 00 

*'*' Thomas and Watt's Improyement of Riyers. (Post, 44c. additional. ).4to, 6 00 

Tumeaure and Russell's Public Water-supplies 8yo, 5 00 

Wegmann's Design and Construction of Dams 4to, 5 00 

Water-supply of the City of New York from Z658 to Z895 4to, zo 00 

Williams and Hazen's Hisdraulic Tables 8yo, z 50 

Wilson's Irrigation Engineering Small 8yo, 4 00 

Wolff's Windmill as a Prime Moyer. 8yo, 3 00 

Wood's Turbines 8yo, 3 SO 

Elements of Analytical Mechanics. • 8yo, 3 00 
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MATERIALS OF ENGINEERING. 

Baker's Treatise on Masonry Construction 8yo, 

Roads and Pavements 8vo, 

Black's United States Public Works Oblong 4to, 

* Bovey's Strength of Materials and Theory of Structures 8vo, 

Burr's Elasticity and Resistance of the Materials of Engineering 8vo, 

Byrne's Highway Construction 8vo, 

Inspection of the Materials and Workmanship Employed in Construction. 

i6mo. 

Church's Mechanics of Engineering Svo, 

Du Bois's Mechanics of Engineering. Vol. I Small 4to, 

^Eckel's Cements, Limes, and Plasters Svo, 

Johnson's Materials of Construction Large 8vo, 

Fowler's Ordinary Foundations 8vo, 

* Greene's Structural Mechanics. 8vo, 

Keep's Cast Iron 8vo, 

Lanza's Applied Mechanics. 8vo, 

Marten's Handbook on Testing Materials. (Henning.) 2 vols 8vo, 

Maurer's Technical Mechanics. 8vo, 

Merrill's Stones for Building and Deceratien 8vo, 

Merriman's Mechanics of Materials 8vo, 

Strength of Materials X2mo, 

Metcalf's Steel A Manual for Steel-users z2mo, 

Patton's Practical Treatise onToundations 8v«, 

Richardson's Modem Asphalt Pavements 8vo, 

Richey's Handbook for Superintendents of Construction i6mo, mor., 

Rockwell's Roads and Pavements in France Z2mo, 

Sabin's Industrial and Artistic Technology of Paints and Varnish. 8vo, 

Smith's Materials of Machines Z2mo, 

Snow's Principal Species of Wood 8vo, 

Spalding's Hydraulic Cement i2mo. 

Text-book on Roads and Pavements. i2mo, 

Taylor and Thompson's Treatise on Concrete, Plain and Reinforced 8vo, 

Thurston's Materials of Engineering. 3 Parts 8vo, 

Part I. Non-metallic Materials of Engineering and Metallurgy 8vo, 

Part n. Iron and Steel. . . . .' 8vo, 

Part m. A Treatise on Brasses, Bronzes, and Other Alloys and their 

Constituents 8vo, 

Thurston's Text-book of the Materials of Construction 8vo, 

TiUson's Street Pavements and Paving Materials 8vo, 

Waddell's De Pontibus. (A Pocket-book for Bridge Engineers.) . . i6mo, mor.. 

Specifications for Steel Bridges i2mo. 

Wood's (De V.) Treatise on the Resistance of Materials, and an Appendix on 

the Preservation of Timber 8vo, 

Wood's (De V.) Elements of Analytical Mechanics 8vo, 

Wood's (M. P.) Rustless Coatings: Corrosion and Electrolysis of Iron and 

SteeL Svo, 4 00 



RAILWAY ENGINEERING. 

Andrew's Handbook for Street Railway Engineers 3x5 inches, morocco, z 35 

Berg's Buildings and Structures of American Railroads 4to, 5 00 

Brook's Handbook of Street Railroad Location z6mo, morocco, z 50 

Butt's Civil Engineer's Field-book .'. . i6mo, morocco. 2 50 

Crandall's Transition Curve i6mo. morocco, z SO 

Raihvay and Other Earthwork Tables Svo, z 50 

Dawson's "Engineering" and Electric Traction Pocket-book. . z6mo, morocco, 5 00 
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Dredge's History of the Pennsyhrania Railroad: (x879) Paper, 5 00 

* Drinker's TuxmelHog, Explosive Compounds, and Rock Drills. 4to, half mor., 35 00 

Fishcr'sTableof Cubic Yards Cardboard, 25 

Godwin's Raikoad Engineers' Field-book and Ezpk>rers' Guide. . . i6mo, mor., 2 50 

Howard's Transition Curve Fiekl-book i6mo, morocco, i 50 

Hudson's Tables for Calculating the Cubic Contents of Szcavatiotts and Em- 
bankments SvOf I ®o 

Molitor and Beard's Manual for Resident Enginaeck z6mo. z 00 

Nagle's Field Manual for Railroad Engineers. i6mo, morocco, 3 06 

Philbrick's Field Manual for Engineers i6mo, morocco, 3 00 

Searles's Field Engineering. x6mo, morocco, 3 06 

Railroad Spiral i6mo, morocco, 1 so 

Taylor's Prismoidal Formulae and Earthwork 8vo, z So 

* Trautwine's Method of Calculating the Cube Contents of Excavations and 

Embankments by the Aid of Diagrams 8vo, 3 00 

The Field Practice of Laying Out Circular Curves for Railroads. 

zamo, morocco, 2 50 

Cross-section Sheet .■ Paper, 25 

Webb's Railroad Construction z6mo, morocco, 5 00 

WeUington's Economic Theory of the Location of Railways. Small 8vo, 5 00 



DRAWING. 

Barr's Slinematics of Machinery. Svo, 

* Bartlett's Mechanical Drawing. Svo, 

♦ " " " Abridged Ed. Svo, 

Coolidge's Manual of Drawing Svo, pap^ 

Coolidge and Freeman's Elements of General Drafting for Mechanical Engi- 
neers Obk>ng 4to, 

Durley's Kinematics of Machines 8vo« 

Emch's Introduction to Projective Geometry and its Applications. Svo, 

Hill's Text-book on Shades and Shadows, and Perspective Svo, 

Jamison's Elements of Mechanical Drawing. Svo, 

Advanced Mechanical Drawing Svo, 

Jones's Machine Design: 

Part L Kinematics of Machinery. Svo, 

Part n. Form, Strength, and Proportions of Parts. Svo, 

MacCord's Elements of Descriptive Geometry. Svo, 

Kinematics; or. Practical Mechanism. Svo, 

Mechanical Drawing. 4to, 

Velocity Diagrams Svo, 

MacLeod's Descriptive Geometry Small Svo, 

* Mahan's Descriptive Geometry and Stone-cutting Svo, 

Industrial Drawing. (Thompson.) Svo, 

Moyer's Descriptive Geometry. Svo, 

Reed's Topographical Drawing and Sketching 4to, 

Raid's Course in Mechanical Drawing. .' Svo, 

Text-book of Mechanical Drawing and Elementary Machine Design. Svo, 

Robinson's Principles of Mechanism Svo, 

Schwamb and Merrill's Elements of Mechanism Svo, 

Smith's (R. S.) Manual of Topographical Drawing. (McMillan.) Svo, 

Smith (A. W.) and Marx's Machine Design Svo, 

Warren's Elements of Plane and Solid Free-hand Geometrical Drawing, zamo. 

Drafting Instruments and Operations zamo. 

Manual of Elementary Projection Drawing zamo, 

Manual of Elementary Problems in the Linear Perspective of Form and 

Shadow zamo, 

Plane Problems in Elementary Geometry zamo, 
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Warren's Primary Oeometry zamo, 75 

Elements of Descriptive Geometry, Shadows, and Perspective 8vo, 3 50 

General Problems of Shades and Shadows 8vo, 3 00 

Elements of Machine Construction and Drawing 8vo, 7 50 

Problems, Theorems, and Examples in Descriptive Geometry 8vo, 2 50 

Weisbach's Kinematics :and Power of Transmission. (Hermann and 

Klein.) 8vo, 5 Oo 

Whelpleir's Practical Instruction in the Art of Letter Engraving. lamo, 2 00 

Wilson's (H; M.) Topographic Surveying. 8vo, 3 50 

Wilson's (V. T.) Free-hand Perspective 8vo, 2 50 

Wilson's (V. T.) Free-hand Lettering 8vo, 1 00 

Woolf's Elementary Course in Descriptive Geometry. Large 8vo, 3 00 

ELECTRICITY AND PHYSICS. 

Anthony and Brackett's Text-book of Physics. (ICagie.) Small 8vo, 3 00 

Anthony's Lecture-notes on the Theory of Electrical Measurements Z2mo, x 00 

Benjamin's History of Electricity. 8vo, 3 00 

Voltaic Cell. 8vo, 3 00 

Classen's Quantitative Chemical Analysis by Electrolysis. (Boltwood.).8vo, 3 00 

Crehore and Squier's Polarizing Photo-chronograph. 8vo, 3 00 

Dawson's "Engineering" and Electric Traction Pocket-book. z6mo, morocco, 5 00 
Dolezalek's Theory of the Lead Accumulator (Storage Battery). (Von 

Ende.) z2mo, 2 50 

Duhem's Thermodynamics and Chemistry. (Burgess.) 8vo, 4 00 

Flather's Dynamometers, and the Measurement of Power. z2mo, 3 00 

Gilbert's De Magqete. (Mottelay.) 8vo, 2 so 

Hanchett's Alternating Currents Explained z2mo, x 00 

Bering's Ready Reference Tables (Conversion Factors) z6mo,- morocco, 2 50 

Holman's Precision of Measurements 8vo^ 2 00 

Telescopic Mirror-scale Method, Adjustments, and Tests Large 8vo, 75 

Xinzbrunner's Testing of Continuous-current Machines 8vo, 2 00 

Landauer's Spectrum Analysis. (Tingle.) 8vo, 3 00 

Le Chateller's High-temperature Measurements. (Boudouard — Burgess.) z2mo, 3 00 

L6b's Electrochemistry of Organic Compounds. (Lorenz.) 8vo, 3 00 

* Lyons's Treatise on Electromagnetic Phenomena. Vols. I. and H. 8vo, each, 6 00 

* Michie's Elements of Wave Motion Relating to Sound and Light 8vo, 4 00 

Niaudet's Elementary Treatise on Electric Batteries. (Flshback.) z2mo, 250 

* Rosenberg's Electrical Engineering. (Haldane Gee — Kinzbrunner.). . .8vo, z 50 

Ryan, Norris, and Hoxie's Electrical Machinery. Vol. 1 8vo, 2 50 

Thurston's Stationary Steam-engines 8vo, 2 50 

* Tillman's Elementary Lessons in Heat. ....'. 8vo, z 50 

Tory and Pitcher's Manual of Laboratory Physics Small 8vo, 2 00 

Hike's Modem Electrolytic Copper Refining 8vo, 3 00 

LAW. 

* Davis's Elements of Law 8vo, 2 50 

* Treatise on the Military Law of United States. 8vo, 7 00 

* Sheep, 7 50 

Manual for Courts-martiaL z6mo, morocco, z 50 

Wait's Engineering and Architectural Jurisprudence 8vo, 6 00 

Sheep, 6 .^ 
Law of Operations Preliminary to Construction in Engineering and Archi- 
tecture 8vo 5 00 

Sheep, 5 50 

Law of Contracts 8vo, 3 00 

Winthrop's Abridgment of Military Law. « . . zamo, 2 50 
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HAlfUFACTURES. 

Berxuulott's Sinokelets Powder — Ifitro-ceUulose and Theory of the Cellulose . 

Molecule z2mo, 2 50 

Bolland's Iron Founder i2mo, a 50 

"The Iron Founder/' Supplement z2mo, 2 50 

Encyclopedia of Founding and Dictionary of Foundry Terms Used in the 

Practice of Moulding lamo, 3 00 

Eissler's Modem High Explosives. 8yo» 4 00 

Effront's Enzymes and their Applications. (Prescott) Sto, 3 00 

Fitzgerald's Boston Machinist i2mo, i 00 

Ford's Boiler Making for Boiler Makers. z8mo, z 00 

Hopkin's Oil-chemists' Handbook 8yo, 3 00 

Keep's Cast Iron. 8vo, a 50 

Leach's The Inspection and Analysis of Food with Special Reference to State 

ControL Large 8vo, 7 50 

Matthews's The Textile Fibres .8vo, 3 50 

Metcalf 's SteeL A Manual for Steel-users zamo, a 00 

Metcalfe's Cost of Manufactures — And the Administration of Workshops. 8vo, 5 00 

Meyer's Modem Locomotive Construction 4to, zo 00 

Morse's Calculations used in Cane-sugar Factories. z6mo, morocco, z 50 

* Reisig's Guide to Piece-dyeing. .Svo, as 00 

Sabin's Industrial and Artistic Technology of Paints and Varnish. 8vo, 3 00 

Smith's Press-working of Metals. 8vo, 3 00 

Spalding's Hydraulic Cement zamo, a 00 

Spencer's Handbook for Chemists of Beet-sugar Houses. .... z6mo, morocco, 3 00 

Handbook for Cane Sugar Manufacturers z6mo, morocco, 3 00 

Taylor and Thompson's Treatise on Concrete, Plain and Reinforced 8vo, 5 00 

Thurston's Manual of Steam-boilers, their Designs, Construction and Opera- 
tion 8vo, 5 00 

* Walke's Lectures on Explosives. 8vo, 4 00 

Ware's Beet-sugar Manufacture and Refining. Small 8vo, 4 00 

West's American Foundry Practice. zamo, a 50 

Moulder's Text-book. zamo, a 50 

Wolff's Windmill as a Prime Mover 8vo, 3 00 

Wood's Rustless Coatings: Corrosion and Electrolysis of Iron and Steel. .8vo, 4 00 



MATHEMATICS. 

Baker's Elliptic Functions 8vo, i 50 

* Bass's Elements of Differential Calculus zamo, 4 00 

Briggs's Elements of Plane Analytic Geometry zamo, z 00 

Compton's Manual of Logarithmic Computations. zamo, z So 

Davis's Introduction to the Logic of Algebra 8vo, z 50 

* Dickson's College Algebra Large zamo, z so 

* Introduction to the Theory of Algebraic Equations Large zamo, i as 

Emch's Introduction to Projective Geometry and its Applications. 8vo, a so 

Halsted's Elements of Geometry. 8vo, z 7S 

Elementary Synthetic Geometry 8vo, z so 

Rational Geometry zamo, z 75 

* Johnson's (J. B.) Three-place Logarithmic Tables: Vest-pocket size. paper, zs 

zoo copies for s 00 

* Moimted on heavy cardboard, 8 X to inches, as 

zo copies for a 00 

Johnson's (W. W.) Elementary Treatise on Differential Calculus. .Small 8vo, 3 00 

Johnson's (W. W.) Elementary Treatise on the Integral Calculus. Small 8vo, z 50 
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Johnson's (W. W.) Curve Tracinc in CartMUUi Ck>-ordinates. x2mo, i oo 

Johnson's (W. W.) Treatise on Ordinary and Partial Differential Equations. 

Small 8yo, 3 50 
Johnson's (W. W.) Theory of Errors and the Method of Least Squares. i2mo, i 50 

* Johnson's (W. W.) Theoretical Mechanics i2mo» 3 00 

Laplace's Philosophical Essay on Probabilities. (Truscott and Emory.). i2mo, 2 00 

* Ludlow and Bass. Elements of Trigonometry and Logarithmic and Other 

Tables 8vo, 3 00 

Trigonometry and Tables published separately Each, 2 00 

* Ludlow's Logarithmic and Trigonometric Tables 8yo, i 00 

Mathematical Monographs. Edited by Mansfield Merriman and Robert 

S. Woodward Octavo, each 1 00 

No. I. History of Modem Mathematics, by David Eugene Smith. 
No. 2. Synthetic Projective Geometry, by George Bruce Halsted. 
No. 3. Determinants, by Laenas Oifford Weld. No. 4. Hyper- 
bolic Functions, by James McMahon. No. 5. Harmonic Func- 
tions, by William E. Byerly. No. 6. Grassmann's Space Analysis, 
by Edward W. Hyde. No. 7. Probability and Theory of Errors, 
by Robert S. Woodward. No. 8. Vector Analysis and Quaternions, 
by Alexander Macfarlane. No. 9. Differential Equations, by 
William Woolsey Johnson. No. zo. The Solution of Equations, 
by| Mansfield Merriman. No. i z. Functions of a Complex Variable, 
by Thomas S. Fiske. 

Maurer's Technical Mechanics 8vo, 4 00 

Merriman and Woodward's Higher Mathematics. 8vo, 5 00 

Merriman's Method of Least Squares 8vo, 2 00 

Rice and Johnson's Elementary Treatise on the Differential Calculus. . Sm. 8vo, 3 00 

Differential and Integral Calculus. 2 vols, in one Small 8vo, 2 50 

Wood's Elements of Co-ordinate Geometry. 8vo, 2 00 

Trigonometry: Analytical, Plane, and Spherical z2mo, i 00 



MECHANICAL ENGINEERING. 

MATERIALS OF ENGINEERING, STEAM-ENGINES AND BOILERS. 

Bacon's Forge Practice z2mo, i 50 

Baldwin's Steam Heating for Buildings. i2mo, 2 50 

Barr's ICinematics of Machinery 8vo, 2 50 

* Bartlett's Mechanical Drawing 8vo, 3 00 

♦ " " " Abridged Ed 8vo, 150 

Benjamin's Wrinkles and Recipes '. Z2mo, 2 00 

Carpenter's Experimental Engineering. 8vo, 6 00 

Heating and Ventilating Buildings 8vo, 4 00 

Guy's Smoke Suppression in Plants using Bituminous Coal. (In Prepara- 
tion.) 

Clerk's Gas and Oil Engine Small 8vo, 4 00 

Coolidge's Manual of Drawing 8vo, paper, i 00 

CoeUdge and Freeman's Elements of General Drafting for Mechanical En- 
gineers Oblong 4to, 2 50 

Cromwell's Treatise on Toothed Gearing z2mo, z 50 

Treatise on Belts and Pulleys z2mo, i 50 

Dnrley's Kinematics of Machines , 8vo, 4 00 

Flather's D3piiamometers and the Measurement of Power. z2mo, 3 00 

Rope Drivizig z2mo, 2 00 

Gill's Gas and Fuel Analysis for Engineers z2mo, z 25 

Hall's Car Lubrication. z2mo, z 00 

Bering's Ready Reference Tables (Conversion Factors) z6mo, morocco, 2 50 
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Button's The Gas Engine ; 8vo, 

Jamison's Mechanical Drawing 8vo> 

Jones's Machine Design: 

Part I. Kinematics of Machinery. 8vo, 

Part n. Form, Strength, and Proportions of Parts Svo, 

Kent's Mechanical Engineers' Pocket-book i6mo, morocco, 

Kerr's Power and Power Transmission 8vo, 

Leonard's Machine Shop, Tools, and Methods 8vo, 

* Lorenz's Modem Refrigerating Machinery. (Pope, Haven, and Dean.) . . 8vo, 
MacCord's Kinematics; or, Practical Mechanism 8vo, 

Mechanical Drawing 4to, 

Velocity Diagrams 8vo, 

MacFarland's Standard Reduction Factors for Gases. 8to, 

Mahan's industrial Drawing. (Thompson.) Svo, 

Poole's Calorific Power of Fuels 8to, 

Reid's Course in Mechanical Drawing 8yo, 

Text-book of Mechanical Drawing and Elementary Machine Design. 8to, 

Richard's Compressed Air lamo, 

Robinson's Principles of Mechanism 8vo, 

Schwamb and Merrill's Elements of Mechanism 8yo, 

Smith's (O.) Press-working of Metals 8vo, 

^foiith (A. W.) and Marx's -Machine Design 8yo, 

Thurston's Treatise on Friction and Lost Work in Machinery and Mill 
Work : 8vo, 

Animal as a Machine and Prime Motor, and the Laws of Energetics. lamo, 

Warren's Elements of Machine Construction and Drawing 8vo, 

Weisbach's Kinematics and the Power of Transmission. (Herrmann — 
Klein.) 8yo, 

Machinery of Transmission and Governors. (Herrmann — ^Ktein.). .8vo, 

Wolff's Windmill as a Prime Mover 8vo, 

Wood's Turbines. 8vo, 



MATERIALS OP ENGINEERING. 

^ Bove3r's Strength of Materials and Theory of Structures. 8vo, 7 50 

Burr's Elasticity and Resistance of the Materials of Engineering. 6fh Edition. 

Reset 8vo, 7 50 

Church's Mechanics of Engineering. 8vo, 6 00 

* Greene's Structural Mechanics 8vo, 2 30 

Johnson's Materials of Construction. 8vo, 6 00 

Keep's Cast Iron 8vo, a 50 

Lanza's Applied Mechanics 8vo, 7 50 

Martens's Handbook on Testing Materials. (Hexming.) 8vo, 7 50 

Maurer's Technical Mechanics 8vo, 4 00 

Merriman's Mechanics of Materials 8vo, 5 00 

Strength of Materials lamo, z 00 

Metcalf's Steel. A manual for Steel-users lamo, a 00 

Cabin's Industrial and Artistic Technology of Paints and Varnish. 8vo, 3 00 

Smith's Materials of Machines lamo, i 00 

Thurston's Materials of Engineering 3 vols., 8vo, 8 00 

Part n. Iron and SteeL 8vo, 3 50 

Part in. A Treatise on Brasses, Bronzes, and Other Alloys and their 

Constituents 8vo, a 50 

Text-book of the Materials of Construction. 8vo, 5 00 

Wood's (De V.) Treatise on the Resistance of Materials and an Appendix on 

the Preservation of Timber. 8vo, a 00 
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Wood's (De V.) Elements of AnalyticAl Mechanics. .8vo, 3 00 

Wood's (M. P.) Rustless Coatings: Corrosion and Electrolysis of Iron and 

SteeL 8vo, 4 oo 

STEAM-ENGINES AND BOILERS. 

Berry's Temperature-entropy Diagram Z3mo, i as 

Camot's Reflections on the Motive Power of Heat (Thurston.). x2mo, z 50 

Dawson's " Engineering" and Electric Traction Pocket-book. . . . i6mo, mor., 5 op 

Ford's Boiler Making for Boiler Makers zSmo, z 00 

Goss's Locomotive Sparks.' 8vo, 2 00 

Hemenway's Indicator Practice and Steam-engine Economy zamo» 2 00 

Button's Mechanical Engineering of Power Plants Svo, 5 00 

Heat and Heat-engines 8to, 5 00 

Kent's Steam boiler Economy 8vo, 4 00 

Kneass's Practice and Theory of the Injector. 8vo, z 50 

MacCord's Slide-valves 8vo, 2 00 

Meyer's Modern Locomotive Construction 4to, zo 00 

Peabody's Manual of the Steam-engine Indicator Z2mo. z 50 

Tables of the Properties of Saturated Steam and Other Vapors 8vo, z 00 

Thermodynamics of the Steam-engine and Other Heat-engines 8vo, 5 00 

Valve-gears for Steam-engines 8vo» 2 50 

Peabody and Miller's Steam-boilers 8vo, 4 00 

Pray's Twenty Years with the Indicator Large 8vo, 2 50 

Pupin's Thermodynamics of Reversible Cycles in Gases and Saturated Vapors. 

(Osterberg.) x2mot z 25 

Reagan's Locomotives : Simple Compound, and Electric z2mo» 2 50 

Rontgen's Principles of Thermodynamics. (Du Bo is.) 8vo, 5 00 

Sinclair's Locomotive Engine Running and Management Z2mo, 2 00 

Smart's Handbook of Engineering Laboratory Practice. zamo, 2 50 

Snow's Steam-boiler Practice 8vo, 3 00 

Spangler's Valve-gears Svo* 2 50 

Notes on Thermodynamics Z2mo» z 00 

Spangler, Greene, and Marshall's Elements of Steam-engineering 8vo, 3 00 

Thurston's Handy Tables 8vo, z 50 

Manual of the Steam-engine 2 vols., 8vo, zo 00 

Part I. History, Structure, and Theory 8vo, 6 00 

Part n. Design, Construction, and Operation 8vo, 6 00 

Handbook of Engine and Boiler Trials, and the Use of the Indicator and 

the Prony Brake 8vo, 5 oe 

Stationary Steam-engines 8vo, 2 50 

Steam-boiler Explosions in Theory and in Practice X2mo, z 50 

Manual of Steam-boilers, their Designs, Construction, and Operation 8vo, 5 00 

Weisbach's Heat, Steam, and Steam-engines. (Du Bois.) 8vo, 5 00 

Whitham's Steam-engine Design 8vo, 5 00 

Wilson's Treatise en Steam-boilers. (Flather.) z6mo, 3 50 

Wood's Thermodynamics, Heat Motors, and Refrigerating Machines. . .8vo, 4 00 



MECHANICS AND MACHINERY. 

Barr's Kinematics of Machinery 8vo, 2 50 

* Bovey's Strength of Materials and Theory of Structures 8vo, 7 50 

Chase's The Art of Pattern-making. * Z2mo, a 50 

Church's Mechanics of Engineering 8vo, 6 00 

Notes and Examples in Mechanics 8vo, 2 00 

Compton's First Lessons in Metal-working zamo, z 50 

Compton and De Groodt's The Speed Lathe zamo. z io 
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Cromwell's Treatise on Toothed Gearing i3mo» z 50 

Treatise on Belts and Pulleys i2mo» ". 50 

Dana's Text-book of Elementary Mechanics for Colleges and Schools. . xamo, i 50 

Dingey's Machinery Pattern Making i2mo, 2 00 

Dredge's Record of the Transportation Exhibits Building of the World's 

Columbian Exposition of 1893 4to half morocco, 5 00 

Du Bois's Elementary Mnciples of Mechanics: 

VoL I. Kinematics , 8vo, 3 50 

VoL II. Statics 8vo, 4 00 

Mechanics of Engineering. Vol. I Small 4to, 7 50 

VoL n. Small 4to, 10 00 

Durley's Kinematics of Machines 8vo, 4 00 

Fitzgerald's Boston Machinist x6mo, x 00 

Flather's Dynamometers, and the Measurement of Power i2mo, 3 00 

Rope Driving lamo, a 00 

Goss's Locomotiye Sparks 8yo, 2 00 

* Greene's Structural Mechanics. 8yo, a 50 

Hall's Car Lubrication lamo, i 00 

Holly's Art of Saw Filing i8mo, 75 

James's Kinematics of a Point and the Rational Mechanics of a Particle. 

Small 8vo, 2 00 

* Johnson's (W. W.) Theoretical Mechanics lamo, 3 00 

Johnson's (L. J.) Statics by Graphic and Algebraic Methods 8vo, 2 00 

Jones's Machine Design: 

Part I. Kinematics of Machinery 8vo, i 50 

Part n. Form, Strength, and Proportions of Parts 8vo, 3 00 

Kerr's Power and Power Transmission 8to, 2 00 

Lanza's Applied Mechanics. 8vo, 7 50 

Leonard's Machine Shop, Tools, and Methods 8to, 4 00 

* Lorenz's Modem Refrigerating Machinery. (Pope, Haven, and Dean.). 8vo, 400 
MacCord'« Kinematics; or. Practical Mechanism 8vo, 5 00 

Velocity Diagrams 8vo, i 50 

Maurer's Technical Mechanics 8vo, 4 00 

Merriman's Mechanics of Materials 8vo, 5 00 

* Elements of Mechanics x2mo, i 00 

* Michie's Elements of Anal3rtical Mechanics 8vo, 4 00 

Reagan's Locomotives: Simple, Compound, and Electric i2mo, 2 50 

Reid's Course in Mechanical Drawing 8vo, 2 00 

Text-book of Mechanical Drawing and Elementary Machine Design. 8vo, 3 00 

Richards's Compressed Air xamo, i 50 

Robinson's Principles of Mechanism 8vo, 3 00 

Ryan, Norris, and Hoxie's Electrical Machinery. VoL 1 8vo, 2 50 

Schwamb and Merrill's Elements of Mechanism 8vo, 3 00 

Sinclair's Locomotive-engine Running and Management. X2mo, 2 00 

Smith's (O.) Press-working of Metals 8vo, 3 00 

Smith's (A. W.) Materials of Machines X2mo, x 00 

Smith (A. W.) and Marx's Machine Design 8vo, 3 00 

Spangler, Greene, and Marshah's Elements of Steam-engineering. 8vo, 3 00 

Thurston's Treatise on Friction and Lost Work in Machinery and Mill 

Work 8vo, 3 00 

Animal as a Machine and Prime Motor, and the Laws of Energetics. 

xamo, X 00 

Warren's Elements of Machine Construction and Drawing 8vo, 7 50 

Weisbach's Kinematics and Power of Transmission. (Herrmann — Klein. ).8va, 5 00 

Machinery of Transmission and Governors. (Herrmann — £llein.).8vo, 5 00 

Wood.'s Elements of Analytical Mechanics. .8vo, 3 00 

Principles of Elementary Mechanics. xamo, i 25 

Turbines , 8vo, 2 50 

The World's Columbian Exposition of 1893 4to, i 00 
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METALLURGY. 

Egleston's Metallurgy of Silver* Gold, and Mercury: 

VoL I. Silver 8vo, 7 50 

Vol. IL Gold and Mercury 8vo, 7 50 

** Iles's Lead-smelting. (Postage 9 cents additional.) zamo, a 50 

Keep's Cast Iron 8vo, 2 50 

Kunhardt's Practice of Ore Dressing in Europie 8vo. x 50 

Le Chateli^r's High-temperature Measurements. (Boudouard — ^Burgess. )z3mo. 3 00 

Metcalf's SteeL A Manual for Steel-users i2mo, 2 00 

Minet's Production of Aluminum and its Industrial Use. (Waldo.). . . . zamo, a 50 

Robine and Lenglen's Cyanide Industry. (Le Clerc.) 8vo, 

Smith's Materials of Machines lamo, i 00 

Thurston's Materials of Engineering. In Three Parts. 8vo, 8 00 

Part n. Iron and SteeL 8vo, 3 50 

Part ni. A Treatise on Brasses, Bronzes, and Other Alloys and their 

Constituents 8vo, 2 50 

Ulke's Modem Electrolytic Copper Refining 8vo, 3 00 



MINERALOGY. 

Barringer's Description of Minerals of Commercial Value. Oblong, morocco, 2 50 

Boyd's Resources of Southwest Virginia 8vo, 3 00 

Map of Southwest Virignia Pocket-book form. 2 00 

Brush's Manual of Determinative Mineralogy. (Penfield.) 8vo, 4 00 

Chester's Catalogue of Minerals 8vo, paper, i 00 

Cloth, z 25 

Dictionary of the Names of Minerals 8vo, 3 50 

Dana's System of Mineralogy Large 8vo, half leather, 12 50 

First Appendix to Dana's New ** System of Mineralogy." Large 8vo, i 00 

Text-book of Mineralogy 8vo, 4 00 

Minerals and How to Study Them lamo, i 50 

Catalogue of American Localities of Minerals Large 8vo, x 00 

Manual of Mineralogy and Petrography x2mo, 2 00 

Douglas's Untechnlcal Addresses on Technical Subjects X2mo, x 00 

Eakle's Mineral Tables 8vo, x 25 

Egleston's Catalogue of Minerals and Synonirms ^ 8vo, 2 50 

Hussak's The Determination of Rock-forming Minerals. (Smith.). Small 8vo, 2 00 

Merrill's Non-metallic Minerals: Their Occurrence and Uses 8vo, 4 00 

* Penfield's Notes on Determinative Mineralogy and Record of Mineral Tests. 

8vo, paper, 50 
Rosenbusch's Microscopical Physiography of the Rock-making Minerals. 

(Iddings.) 8vo, 5 00 

* Tillman's Text-book of Important Minerals and Rocks 8to, 2 00 



MirJING. 

Beard's Ventilation of Mines lamo, 2 50 

Boyd's Resources of Southwest Virginia ; 8vo, 3 00 

Map of Southwest Virginia. Pocket-book form . a 00 

Douglas's Untechnlcal Addresses on Technical Subjects xamo, i 00 

* Drinker's Tunneling, Explosive Compounds, and Rock Drills. .4to,hf. mor., 25 00 

Eissler's Modem High Explosives 8vo. 4 00 
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Fowler's Sewage Works Analyses xamo, 2 00 

Goodyear's Coal-mines of the Western Coast of the United States. lamo. a 50 

Ihlseng's Manual of Mining 8vo, 5 00 

** Ues's Lead-smelting. (Postage gc. additional.) xamo, 3 50 

Kunhardt's Practice of Ore Dressing in Europe 8vo, z 50 

O'Driscoll's Notes on the treatment of Gold Ores. 8vo, 2 00 

Robiae and Lenglen's Cyanide Industry. (Le Clerc.) 8vo, 

* Walke's Lectures on Explosives 8vo, 4 00 

Wilson's Cyanide Processes x2mo, x 50 

Chlorination Process Z2mo, i 50 

Hydraulic and Placer Mining X2mo> 2 00 

Treatise on Practical and Theoretical Mine Ventilation i2mo, i 25 



SANITARY SCIENCE. 

Bashore's Sanitation of a Country House i2mo» z 00 

Folwell's Sewerage. (Designing, Construction, and Maintenance.) 8vo, 3 00 

Water-supply Engineering 8vo, 4 00 

Fuertes's Water and Public Health x2mo, i 50 

Water-filtration Works X2mo, 2 50 

Gerhard's Gtiide to Sanitary House-inspection i6nio, i 00 

Goodrich's Economic Disposal of Town's Refuse Demy Svo, 3 50 

Hazen's Filtration of Public Water-supplies 8vo, 3 00 

Leach's The Inspection and Analysis of Food with Special Reference to State 

Control 8vo, 7 50 

Mason's Water-supply. (Considered principally from a Sanitary Standpoint) 8yo, 4 00 

Examination of Water. (Chemical and Bacteriological) i2mo, i 25 

Ogden's Sewer Design i2mo, 2 00 

Prescott and Winslow's Elements of Water Bacteriology, with Special Refer- 
ence to Sanitary Water Analysis i2mo, x 25 

* Price's Handbook on Sanitation X2mo, i 50 

Richards's Cost of Food. A Study in bietaries i2mo, x 00 

Cost of Living as Modified by Sanitary Science i2mo, x 00 

Richards and Woodman^s Air. WAter, and Food from a Sanitary Stand- 
point 8vo, 2 00 

♦ Richards and Williams's The Dietary Computer 8vo, i 50 

Rideal's Sewage and Bacterial Purification of Sewage .8vo, 3 50 

Turneaure and Russell's Public Water-supplies 8vo, 5 00 

Von Behring's Suppression of Tuberculosis. (Bolduan.) x2mo, i 00 

Whipple's Microscopy of Drinking-water 8vo, 3 50 

Winton's Microscopy of Vegetable Foods 8vo, 7 5© 

Woodhull's Notes on Military Hygiene i6mo, z 50 



MISCELLANEOUS. 

De Fursac's Manual of Psychiatry. (Rosanoff and Collips.) Large Z2mo, 2 so 

Emmons's Geological Guide-book of the Rocky Mountain Excursion of the 

International Congress of Geologists Large 8yo, z 50 

Ferrel's Popular Treatise on the Winds 8yo. 4 00 

Haines's American Railway Management Z2mo, 2 50 

Mott's Fallacy of the Present Theory of Sound i6mo, z 00 

Ricketts's History of Rensselaer Polytechnic Institute, z824>z894. .Small 8yo, 3 00 

Rostoski's.Serum Diagnosis. (Bolduan.) Z2mo, z 00 

Rotherham's Emphasized New Testament Large 8to, a 00 
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Steel's Treatise on the Diseases of the Dog. 8yo, 3 so 

The World's Columbian Exposition of x8o3 4to, z 00 

Von Behrine's Suppression of Tuberculosis. (Bolduan.) xamo, x 00 

Winslow's Elements of Applied Microscopy zamo, i 50 

Worcester and Atkinson. Small Hospitals, Establishment and Maintenance; 

Suggestions for Hospital Architecture :Plaxis for Small Hospital, xamo, z 35 



HEBREW AND CHALDEE TEXT-BOOEIS. 

Green's Elementary Hebrew Grammar. xamo, i as 

Hebrew Chrestomathy .8yo, a 00 

<7e8enius'8 Hebrew and Chaldee Lexicon to tho Old Testament Scriptures. 

(Tregelles.) Small 4to, half morocco, 5 00 

Lettaris's Hebrew Bible. 8to, a 35 
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